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1 Reason for Change

In the current multimedia services, especially OMA SIP/SIMPLE IM, there have been several requirements about storing and retrieving messages. Storing and selective retrieving also implicitly generates the need for deleting and selective deleting of stored messages…

This contributions introduces the means to achieve deleting by re-using the existing mechanisms already defined OMA IM TS
R01 changes  includes editorial comments received during presentation of the original document
R02 Changes

“Recycle” has been replaced with “DELETE”
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To discuss and agree on this contribution 

6 Detailed Change Proposal

6.1.5 Initiating a request to DELETE a stored a message

 6.1.5.1 Deleting Mechanism

Deleting always result to an item taken from a regular folder or storage and transferred into a ”DELETE bin “ or Garbage collector bin. To enable this mechanism in IM service, a garbage collector bin or “ DELETE bin” is define in the IM system as “DELETEbin” and is associated with a URI: sip: DELETE@hostname, where the hostname is the operator domain pointing the particular location of the garbage collector, for example sip: DELETE@mailserver.operator.domain   
6.1.5.2.  Deleting one particular stored message

When an IM client receives instruction from the user to delete a particular message, the IM client ;

· 1. SHALL, generate an initial SIP REFER request as specified in subclause 6.1.2.1 "General" and according to rules and procedures of [RFC3515]. 

· 2.  SHALL set the Request-URI of the SIP REFER request to sip: DELETE@hostname 

· 3. SHALL, set the Refer-To header of the SIP REFER request to the messag-ID as defined in “9.3.2.4 Storage” of the particular stored message to be deleted according to rules and procedures of [RFC3515].

· 5.  SHALL set the REFER method to INVITE according to rules and procedures of [RFC3515]. And additional set  the SDP directional attribute of the SDP media line = “m” to “a” = recvonly  

· 6.  Upon receiving an incoming SIP NOTIFY request that is part of the same dialog as the previously sent SIP REFER request the, IM Client SHALL respond with 200 OK according to rules and procedures of [RFC3515].

· When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause
6.1.5.3.  Deleting multiple selected messages

Upon receiving a request from the IM User to delete  multiple selected stored messages, the IM Client:

-
1. SHALL generate an initial SIP REFER request as specified in subclause 6.1.2.1 "General" and according to rules and procedures of [RFC3515 ]
· 2.  SHALL set the Request-URI of the SIP REFER request to to sip: DELETE@hostname  

· 3. SHALL include a MIME resource-lists body with the list of the selected multiple message-Ids  to be added according to rules and procedures of [draft-ietf-sipping-multiple-refer-04.txt].

5. SHALL include a Refer-To header with a pointer to an URI-list in a body part containing the MIME resource-list body according to rules and procedures of [draft-ietf-sipping-multiple-refer-04.txt]; and,

6. SHALL set the SDP directional attribute of the media line = “m” to “a” = recvonly

6. SHALL set the Norefer-Sub header to “true” according to rules and procedures of  [draft-ietf-sip-refer-with-norefersub-03].

7. SHALL include the “multiple-refer” option-tag in the Require header field of the REFER according to rules and procedures of  [draft-ietf-sip-refer-with-norefersub-03].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause. 
6.1.5.4. Deleting all messages

When an IM client receives instruction from the user to delete all stored messages in a user’s  account, the IM client;

· 1. SHALL, generate an initial SIP REFER request as specified in subclause 6.1.2.1 "General" and according to rules and procedures of [RFC3515]. 

· 2.  SHALL set the Request-URI of the SIP REFER request to sip: DELETE@hostname 

· 3. SHALL, set the Refer-To header of the SIP REFER request to the Deferred Messaging Function as sip: Deferred@hostname according to rules and procedures of [RFC3515].

· 5.  SHALL set the REFER method to INVITE according to rules and procedures of [RFC3515] and additionally set the SDP directional attribute of the SDP media line = “m” to “a” = recvonly 

  

· When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause
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