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1 Reason for Change

Add the Procedures of the Pager Mode SIP MESSAGE of the Originating client to support sending message to pre-define group. And make some bug fix.
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org
5 Recommendation

MWG-IM is requested to review this document for approval 

6 Detailed Change Proposal
8
IM Pager Mode

8.1
Client procedures for Pager Mode

8.1.1
Originating Client Procedures

8.1.1.1
Using SIP MESSAGE for Pager Mode

8.1.1.1.1
General

The IM Client SHALL generate a SIP MESSAGE according to rules and procedures of [RFC 3428]

-
1. SHALL include an Accept-Contact header with the IM feature-tag ‘+g.oma.sip-im' along with ‘require’ and ‘explicit’ parameters according to rules and procedures of  [RFC3841] in all initial SIP requests;

-
2. SHALL include a User-Agent header to indicate the IM release version as specified in  ‎Appendix F “Release version in User-agent and Server headers”;



-
3. SHALL include value ''id'' in a Privacy header if anonymity is requested according to rules and procedures of [RFC3325].


When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

8.1.1.1.2
Sending a SIP MESSAGE

Upon receiving a request from an IM User to send a Pager Mode SIP MESSAGE, the IM Client:

-
1. SHALL generate an initial SIP MESSAGE request as specified in subclause 6.1.3.1 "General";

-
2.  If the message is to be sent to one IM user the IM Client SHALL set the Request-URI of the SIP MESSAGE request to the intended recipient IM User; 

-
3.  If the message is to be sent to a URI-list, then the client SHALL;

-
a.   include a MIME resource-list body with the receiving IM Users as specified in  [draft-ietf-sipping-uri-list-message-04.txt]

-
b.  set the Request-URI to the Conference-factory-URI for the IM service in the Home IM Network of the IM User;
-           4.  If the message is to be sent to a pre-defined group, then the client SHALL set the Request-URI to the pre-defined group URI; and
5.  The IM client MAY refer to content stored external to the message. Then the content type SHOULD be set to message/external body in according to rules and procedures in [draft-ietf-sip-content-indirect-mech-05]

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause










�The RFC 3428 forbids the use of Contact header in Request.
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