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1 Reason for Change

The reference section of the TS was just an aggregation of references. This contribution : 

· removes duplicated references, 
· removes drafts moved to RFC

· updates drafts numbers

· changes formatting as described in OMA-Template-Spec-20060101-I.doc
Revision 1 based on comments sent by Claude Kawa : 
· Added a set of missing RFCs  

· Added informative reference section
· Various editorial changes 
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Read and agree
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

>

7.1 Normative References

	OMA
	

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Open Mobile Alliance™, 

OMA-IOP-Process-V1_1, 
URL:http://www.openmobilealliance.org/

	[OMA-CF]
	“OMA Common Functions”, Open Mobile Alliance™,

<doc ref>, 
URL:http://www.openmobilealliance.org/

	[OMA-IMS]
	"Requirements for the utilization of IMS capabilities", Open Mobile Alliance™,

 OMA-RD_IMSinOMA-V1_0-20040518-A, 
URL:http://www.openmobilealliance.org/

	[IM-XDM Specification]
	Future IM-XDM specification, based on the PoC-IM Specification , Open Mobile Alliance™,

OMA-PoC_XDM_Specification-V1_0, 
URL:http://www.openmobilealliance.org/

	[Group-XDM-Specification]
	"Shared Group XDM Specification"; Open Mobile Alliance™, 

OMA-TS-Shared_Group_XDM-V1_0, 
URL:http://www.openmobilealliance.org/

	[History-XDMS]
	"History XDMS specifications", Open Mobile Alliance™, 

OMA-TS-XXXX, 
URL:http://www.openmobilealliance.org/

	
	

	
	

	[IM-RD]
	“Instant Messaging Requirements ”,Open Mobile Alliance™, 

OMA-RD_IM-V1_0_0, 
URL:http://www.openmobilealliance.org/

	[IM-AD]
	“Instant Messaging Architecture ”, Open Mobile Alliance™, 

OMA-AD_IM_SIMPLE-V1_0_0, 
URL:http://www.openmobilealliance.org/

	
	

	
	

	[RFC2046]
	Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types
URL:http://www.ietf.org/rfc/rfc2046.txt 

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2183]
	Communicating Presentation Information in Internet Messages:The Content-Disposition Header Field
URL:http://www.ietf.org/rfc/rfc2183.txt 

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, 

URL:http://www.ietf.org/rfc/rfc2234.txt

	[RFC2327]
	"SDP: Session Description Protocol",  April 1998

URL:http://www.ietf.org/rfc/rfc2327.txt

	[RFC2396]
	“Uniform Resource Identifiers (URI): Generic Syntax”, T. Berners-Lee, August 1998, URL:http://www.ietf.org/rfc/rfc2396.txt

	[RFC2778]
	A Model for Presence and Instant Messaging, M. Day et al, February 2000, URL:http://www.ietf.org/rfc/rfc2778.txt

	[RFC2779]
	Instant Messaging / Presence Protocol Requirements, M. Day et al, February 2000, URL:http://www.ietf.org/rfc/rfc2779.txt

	[RFC3261]
	“SIP: Session Initiation Protocol”, J. Rosenberg et al, June 2002, URL:http://www.ietf.org/rfc/rfc3261.txt

	[RFC3262]
	Reliability of Provisional Responses in the Session Initiation Protocol (SIP)
URL:http://www.ietf.org/rfc/rfc3262.txt 

	[RFC3264]
	"An Offer/Answer Model with the Session Description Protocol (SDP)", June 2002

URL:http://www.ietf.org/rfc/rfc3264.txt

	[RFC3265] 

	IETF RFC 3265 "Session Initiation Protocol (SIP)-Specific Event Notification",

URL:http://www.ietf.org/rfc/rfc3265.txt

	[RFC3311] 
	The Session Initiation Protocol (SIP) UPDATE Method
URL:http://www.ietf.org/rfc/rfc3311.txt

	[RFC3323]
	A Privacy Mechanism for the Session Initiation Protocol (SIP)
URL:http://www.ietf.org/rfc/rfc3323.txt

	[RFC 3325]
	Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks
URL:http://www.ietf.org/rfc/rfc3325.txt

	[RFC3420]
	Internet Media Type message/sipfrag
URL:http://www.ietf.org/rfc/rfc3420.txt 

	[RFC3428]
	“SIP Extension for Instant Messaging”, B. Campbell et al, December 2002, URL:http://www.ietf.org/rfc/rfc3428.txt

	[RFC3515]
	IETF RFC 3515 (April 2003): "The Session Initiation Protocol (SIP) REFER Method",

URL:http://www.ietf.org/rfc/rfc3515.txt

	[RFC3840]
	Indicating User Agent Capabilities in the Session Initiation Protocol (SIP)
URL:http://www.ietf.org/rfc/rfc3840.txt 

	[RFC3841]
	Caller Preferences for the Session Initiation Protocol (SIP) (RFC 3841)

URL:http://www.ietf.org/rfc/rfc3841.txt 

	[RFC3842]
	A Message Summary and Message Waiting Indication Event Package for the Session Initiation Protocol (SIP)
URL:http://www.ietf.org/rfc/rfc3842.txt 

	[RFC3891]
	The Session Initiation Protocol (SIP) "Replaces" Header
URL:http://www.ietf.org/rfc/rfc3891.txt 

	[RFC3903]
	Session Initiation Protocol (SIP) Extension for Event State Publication

URL:http://www.ietf.org/rfc/rfc3903.txt 

	[RFC3994]
	“Indication of Message Composition for Instant Messaging”, H. Schulzrinne, June 2004,

URL:http://www.ietf.org/rfc/rfc3994.txt

	[RFC4028]
	Session Timers in the Session Initiation Protocol (SIP)
URL:http://www.ietf.org/rfc/rfc4028.txt 

	[RFC4354]

	“A Session Initiation Protocol (SIP) Event Package and Data Format for Various Settings in Support for the Push-to-Talk over Cellular (PoC) Service”, M. Garcia-Martin, Nokia, January 2006

URL:http://www.ietf.org/rfc/rfc4354.txt 

	[RFC4483
]
	A Mechanism for Content Indirection in Session Initiation Protocol (SIP) Messages, may 2006

URL:http://www.ietf.org/rfc/rfc4483.txt 

	
	

	
	

	[MSRP]
	“The Message Session Relay Protocol”, B. Campbell, May 2004, URL:http://www.ietf.org/internet-drafts/draft-ietf-simple-message-sessions-14.txt 

	[draft MSRP-Relay]
	“Relay Extensions for Message Sessions Relay Protocol (MSRP)”, C. Jennings, July 2005, URL:http://www.ietf.org/internet-drafts/draft-ietf-simple-msrp-relays-07.txt 

	[draft-URI-list]
	“ Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)”, February 2006

URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-uri-list-conferencing-05.txt 


	[draft-uri-list-message]
	“ Multiple-Recipient MESSAGE Requests in the Session Initiation Protocol (SIP)“  February  2006

URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-uri-list-message-07.txt 

	[draft-conference-state]
	”A Session Initiation Protocol (SIP) Event Package for Conference State" , July  2005
URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-conference-package-12.txt 

	[draft-multiple-refer]
	"Refering to Multiple Resources in the Session Initiation Protocol (SIP)", May 2006,

URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-multiple-refer-05.txt

	[draft -sipping-file-transfer-mech-00.txt]
	“A Mechanism to Enable File Transfer with the Session Initiation Protocol  (SIP)”, February  2006, 

URL:http://www.ietf.org/internet-drafts/draft-garcia-sipping-file-transfer-mech-00.txt 

	
	

	
	

	[3GPP-IMS]
	Messaging service using the IP Multimedia (IM) Core Network (CN) subsystem   TS 24.247 V6.2.0 (2005-06)

URL:http://www.3gpp.org/

	[3GPP-IMS]
	IP Multimedia System (IMS) Messaging and Presence; Media formats and codecs TS 26.141 V6.1.0 (2005-03)

URL:http://www.3gpp.org/

	[3GPP-IMS]
	“IP Multimedia Subsystem (IMS); Stage 2”, TS 23.228 , v6.a.0, (2005-06),
URL:http://www.3gpp.org/

	[3GPP-IMS]
	IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3, TS 24.229 V7.0.0 (2005-06)

URL:http://www.3gpp.org/

	[3GPP-IMS]
	3GPP: "IP Multimedia (IM) session handling; IM call model; Stage 2", TS 23.218, Stage 3 (Release 6)

URL:http://www.3gpp.org/ftp/Specs/archive/23_series/23.218/

	[3GPP-IMS]
	IP Multimedia (IM) Subsystem Cx and Dx interfaces; Signalling flows and message contents", TS 29.228 (Release 6) 

URL:http://www.3gpp.org/ftp/Specs/latest/Rel-6/29_series/

	[3GPP-IMS]
	3GPP TS 22.340  Technical Specification Group Services and System Aspects; IP Multimedia System (IMS) messaging; Stage 1 

URL:http://www.3gpp.org/

	[3GPP2-IMS]
	IP Multimedia Subsystem (IMS); Stage-2, X.S0013-002  Rev A July 2005, URL:http://www.3gpp2.org/

	
	


7.2 Informative References

	[RFC2617]
	“HTTP Authentication: Basic and Digest Access Authentication”
URL:http://www.ietf.org/rfc/rfc2617.txt 

	[OMA-DICT]
	“OMA Dictionary”, Open Mobile Alliance™, <doc ref>, 
URL:http://www.openmobilealliance.org/

	[OMA-CF]
	“OMA Common Functions”, Open Mobile Alliance™, <doc ref>, 
URL:http://www.openmobilealliance.org/

	[3GPP-CHARGING]
	3GPP TS 32.260 Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging (Release 6), March 2004, 
URL:http://www.3gpp.org/

	[3GPP2-CHARGING]
	3GPP2 All-IP Core Network Multimedia Domain: IP Multimedia Subsystem - Charging Architecture X.S0013-007-0 v1.0 (to be updated soon) 














� draft-garcia-sipping-poc-isb-am-04.txt, was published as an Informational RFC, RFC 4354





�re draft-ietf-sip-content-indirect-mech-05.txt, was published as a Proposed Standard, RFC 4483


(http://www.ietf.org/rfc/rfc4483.txt), on 2006-5-30.
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