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1 Reason for Change

An IM Client must be able to distinguish between normal SIP MESSAGE and a System Message carried in SIP MESSAGE method. In the current version of IM TS, the specification does not mention about how a Client can distinguish between these two kinds of message. This contribution proposes identifying System Message by the IM Client based on System Message content type. 

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To discuss and adopt the changes.
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

8.2  Terminating Client procedures

8.2.1
IM Client receives SIP MESSAGE

On receipt of a SIP MESSAGE request the IM Client: 

· 1. MAY reject the SIP MESSAGE request with an appropriate reject code as specified in [RFC 3428] if any of the conditions described below apply; otherwise continue at step 2.

- a.  when the IM Client determines that there is not enough resources to handle the SIP MESSAGE; or,

- b.  in case of any other reason outside the scope of this specification.

NOTE 1:
The decision to reject a SIP MESSAGE request can e.g. be based on procedures between the IM Client and the IM User outside the scope of this specification. 

· 2. If the Content-Type is vnd.oma.system-message+xml ; the IM Client SHALL present System Message to the User in a distinguished manner from regular SIP MESSAGE messages 
· 3. SHALL store the Message body and headers
· 4. If the body includes references to content external to the message having the Content-Type: message/external-body; the IM Client SHOULD store and treat them according to rules and procedures in [draft-ietf-sip-content-indirect-mech-05];

· 5. SHALL check whether the message contains the request for successful delivery report. If true, the IM client SHALL send a successful delivery notification with SIP MESSAGE to the initiating IM Client according to the rules and procedures of [IMDN].
The IM Client:
· 1. SHALL generate SIP responses according to rules and procedures of [RFC 3428]; 
· 2. SHALL include User Agent header to indicate the IM release version as specified in  ‎Appendix F “Release version in User-agent and Server headers”;

· 3. SHALL include the IM Address of the IM User as the Authenticated Originator's IM Address as specified in subclause ‎5.2  “Authenticated Originator's IM Address”;
· 4. SHALL send the SIP response towards the initiating IM Client according to rules and procedures of the SIP/IP Core.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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