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1 Reason for Change

This CR provides the details of various timers used by procedures in IM TS.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To discuss and agree changes proposed in this CR.
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

15. Timers
This chapter explains various timers maintained by IM Server and IM Client.
15.1 Timers in the IM Server 
Table 1: Timers in the IM Server
	TIMER
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	Ts1

‘Time limit for receiving response for System Message’
	Configurable

Min - 0 seconds

Recommended value:  Operator configuration
NOTE: When an IM Sever intends to block access of IM Service immediately after sending System Message, the minimum value (Min) should be set as ‘0’.
	When an IM Server sends a System Message which requires response from an IM Client within a specified time period.
	At the reception of the response to System Message from an IM Client.


	When Ts1 expires it is concluded that the response for System Message has not been received and IM Server applies local policy.

	Ts2

‘Aggregating Delivery Notifications’
	Configurable

Recommended value:  Operator configuration
	1. When a Controlling IM Server receives a request for Group communication along with aggregated delivery notification request.
2. According to the operator’s policy, when not all notifications has been received by the Controlling IM Server.
	At the reception of delivery notifications from all the intended IM Clients.
	When Ts2 expires the Controlling IM Server shall aggregate all stored notifications and send the aggregated notification to IM Client that requested for aggregated delivery notification.


15.2 Timers in the IM Client
Table 2: Timers in the IM Client
	TIMER
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	Tc1

‘Time limit for additional file transfer’
	Configurable

Recommended value: Client configuration (e.g. 30 seconds)
	When the 200 OK response for the last MSRP SEND is received by the sending IM Client during File Transfer.
	If the instruction to send another file or series of files to the same destination will be received from the user in File Transfer.


	When Tc1 expires it is concluded that there are no more files to transfer and IM Client will release the session.

	Tc2
‘Time limit for storing Message-ID at minimum’
	Configurable

Recommended value:  Client configuration
	On receiving 202 Accept response from the IM Server  when the IM Client has requested a delivery report in sending Pager mode message and 
	If delivery report is received for the original Pager mode message sent.
	When Tc2 expires it is concluded that there are no more delivery reports expected and IM Client removes temporarily stored parameters e.g. Message-ID, stored at minimum.

	Tc3
‘Time limit for storing IM Session Identity’
	Configurable

Recommended value:  Client configuration
	On successfully establishing IM Session.
	If the IM Session is closed under normal circumstances.
	When Tc3 expires IM Client removes temporarily stored IM Session Identity.
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