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1 Reason for Change

In Chapter 7.1.2.1 IM Client invited to an IM Session, MIME type message/CPIM is not required for one-to-one IM Session. 
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To discuss and adopt the changes.
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

7.1.1 Terminating Client procedures

7.1.2.1 IM Client invited to an IM Session

On receipt of the initial SIP INVITE request the IM Client: 

· 1. MAY reject the SIP INVITE request with an appropriate reject code as specified in [RFC3261] e.g.

a) when the IM Client is occupied in another IM Session and can not handle Simultaneous IM Sessions as specified in 6.2.7 “Simultaneous IM Sessions control procedures”; or,

b) when the IM Client determines that there is not enough resources to handle the IM Session; 

c) based on user’s input to reject the invitation, or,

d) any other reason outside the scope of this specification.

· 2. SHALL store the list of supported SIP methods if received in the Allow header; and,
· 3. SHALL store as the IM Session Identity the content of the Contact header.
· 4. SHALL generate and send a SIP 180 'Ringing' response towards the IM Server. If the user accepts the IM Session invitation, perform steps 5, 6 and 7. If the user declines the IM Session invitation, perform step 8; 
· 5. SHALL generate a SIP 200 "OK" response to the SIP INVITE request;
· 6. SHALL include the accepted Media Parameters and “accept-types” a-line attribute in a MIME SDP body as the SDP answer according to rules and procedures of [RFC3264], [RFC4566] and [MSRP] and the following:
·  The “accept-types” a-line attribute SHALL contain at least message/CPIM MIME type if the IM Session is for Pre-defined or Ad-hoc IM Conference.
· 7. SHALL send the SIP 200 "OK" response to the IM Server; 
· 8. SHALL send a SIP 480 "Temporarily Unavailable" response towards the IM Server if the IM User declines the IM Session invitation, or a SIP 408 "Request Timeout" response if the invitation times out;

When generating SIP responses other than the SIP 100 "Trying" to the received initial SIP request the IM Client:

· 1. SHALL generate SIP responses according to rules and procedures of [RFC3261]; 

· 2. SHALL include Client header to indicate the IM release version as specified in Error! Reference source not found. “Release version in User-agent and Server headers”;

· 3. SHOULD include an Allow header with all supported SIP methods; 
· 4. SHALL include the IM Address of the IM User as the Authenticated Originator's IM Address as specified in subclause Error! Reference source not found. “Authenticated Originator's IM Address”.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.













NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 2)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 2)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

