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1 Reason for Change
In this contribution, the content of OMA-IM-2007-0037-CR_IM_uriusage.zip is now proposed to transferred to newly created Appendix for XDM purposes “APPENDIX Q” 
The contribution adds IM URI Usage for SIMPLE IM 1.0 Enabler so Shared List XDMS can understand also Group URIs related to IM Service. This is need for Group Usage List application usage which is used to store Group URIs known by the XDMC in the network (as a backup). Without adding URI Usage information XDMC cannot know to which application this Group URI is related to.  
The contribution was originally presented in OMA-IM-2007-0037-CR_IM_uriusage.zip but during the joint PAG-IM presentation in OMA San Francisco meeting, it was agreed to move the contents of this contribution to the IM specification …

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
Approve proposed modifications to the specification and create new SUP-file.
6 Detailed Change Proposal
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Change 1:  Add new chapter 7. IM extensions to Shared List XDM application usages

APPENDIX Q : IM related Shared XDM extensions

Q.1 IM extensions to Shared List XDM application usages

Q.1.1 Group Usage List

Q.1.1.1 Structure

A IM specific URI usage SHALL be used in a Group Usage List stored in the Shared List XDMS.  

The IM URI usage, <imusage> element, is defined to substitute <uriusage> element and is used within the <uriusages> element as specified in [OMA-LIST_XDM-TS].  The <imusage> element has two values:

· chat 

· predefined.
With the default value being “predefined”
If present in any <uriusages> element, the <imusage> element indicates the type of the IM Group URI.
Q.1.1.2 XML schema

The <imusage> element SHALL conform to the XML schema described in [XSD_IMUSAGE].

Change 2:  Create new SUP file for IM-Usage based from attached file


[image: image1.emf]OMA-SUP-XSD_im_im usage-V1_0-20070205-D.txt











NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 7)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 3 (of 7)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.


_1234551212/OMA-SUP-XSD_im_imusage-V1_0-20070205-D.txt
<?xml version="1.0" encoding="UTF-8"?>



<!-- 

	IM - IM Usage

	    version - 1.0

	    date    - 5 February 2007



    FILE INFORMATION



	OMA Permanent Document

	   File: OMA-SUP-XSD_im_imusage-V1_0-20070205-D

	   Type: Text - Schema Description



	Public Reachable Information

	   Path: http://www.openmobilealliance.org/tech/profiles

	   Name: im_imusage-v1_0.xsd



    NORMATIVE INFORMATION



	Information about this file can be found in the specification

	    OMA-TS-IM_XDM-V1_0

	available at http://www.openmobilealliance.org/



	Send comments to technical-comments@mail.openmobilealliance.org



    LEGAL DISCLAIMER



	Use of this document is subject to all of the terms and conditions

	of the Use Agreement located at

		http://www.openmobilealliance.org/UseAgreement.html



	You may use this document or any part of the document for internal

	or educational purposes only, provided you do not modify, edit or

	take out of context the information in this document in any manner.

	Information contained in this document may be used, at your sole

	risk, for any purposes.



	You may not use this document in any other manner without the prior

	written permission of the Open Mobile Alliance.  The Open Mobile

	Alliance authorizes you to copy this document, provided that you

	retain all copyright and other proprietary notices contained in the

	original materials on any copies of the materials and that you

	comply strictly with these terms.  This copyright permission does

	not constitute an endorsement of the products or services.  The

	Open Mobile Alliance assumes no responsibility for errors or

	omissions in this document.



	Each Open Mobile Alliance member has agreed to use reasonable

	endeavors to inform the Open Mobile Alliance in a timely manner of

	Essential IPR as it becomes aware that the Essential IPR is related

	to the prepared or published specification.  However, the members

	do not have an obligation to conduct IPR searches.  The declared

	Essential IPR is publicly available to members and non-members of

	the Open Mobile Alliance and may be found on the "OMA IPR

	Declarations" list at http://www.openmobilealliance.org/ipr.html.

	The Open Mobile Alliance has not conducted an independent IPR review

	of this document and the information contained herein, and makes no

	representations or warranties regarding third party IPR, including

	without limitation patents, copyrights or trade secret rights.  This

	document may contain inventions for which you must obtain licenses

	from third parties before making, using or selling the inventions.

	Defined terms above are set forth in the schedule to the Open Mobile

	Alliance Application Form.



	NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE

	MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER

	OR ITS AFFILIATES REGARDING ANY OF THE IPR'S REPRESENTED ON THE "OMA

	IPR DECLARATIONS" LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY,

	COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR

	NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.



	THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY

	DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR

	EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF

	DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.



	Copyright 2006 Open Mobile Alliance Ltd.  All Rights Reserved.

	Used with the permission of the Open Mobile Alliance Ltd. under the

	terms set forth above.

-->



<xs:schema targetNamespace=”urn:oma:xml:im:oma-imusage”

     xmlns:aa="urn:oma:xml:xdm:resource-list:oma-uriusage"

     xmlns:xs=”http://www.w3.org/2001/XMLSchema”

     elementFormDefault="qualified">



  <!-- OMA specific "imusage" element -->



  <xs:element name="imusage" substitutionGroup="aa:uriusage">

    <xs:simpleType>

      <xs:restriction base="string">

        <xs:enumeration value="chat"/>

        <xs:enumeration value="predefined"/>

      </xs:restriction>

    </xs:simpleType>

  </xs:element>



</xs:schema>


