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1 Reason for Change

	I585
	2007.01.11
	
	9
	Source: Nokia

 text is not aligned with 8.1 This seems to mandate to use this procedure when size exceeds 1300 bytes. 8.1 allows bigger messages when TCP is used…


	Status: OPEN

Postponed. Nokia input needed



	
	
	
	
	
	


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

CPM AHG is requested to review and agree with the content of this CR
Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

9. IM Large Message Mode

When the IM user wishes to send a “one shot” message The IM Client SHALL follow the procedures in ‎8.1.1 “Sending SIP message for Pager Mode” for Pager Mode messages when:

· the total size of the message is below 1300 bytes or

· the total size of the message is greater than 1300 bytes and the IM Client has a positive knowledge of a guaranteed end-to-end connection of a ‘connection-oriented transport protocol’, as defined in [RFC 3428], 
Otherwise, the IM Client shall initiate a Large Mode session as described in procedure ‎9.1.1 “Large Message Session Initiation”. Once the session for the large message is established and the message is delivered, the IM Client shall automatically close down the session as specified in ‎9.1.3 “Large Message Session Release”.
9.1 Originating Client procedures

9.1.1 Large Message Session initiation

5.2.1.1 General

The IM Client SHALL generate an initial SIP request according to rules and procedures of [RFC3261].  The IM Client:

· 1. SHALL include an Accept-Contact header with the IM feature-tag ‘+g.oma.sip-im' according to rules and procedures of [RFC3841] in all initial SIP requests;

· 2. SHALL include a User-Agent header to indicate the IM release version as specified in ‎Appendix F “Release version in User-agent and Server headers”;

· 3. SHOULD include an Allow header with all supported SIP methods; 
· 4. SHALL include the IM feature-tag '+g.oma.sip-im' in the Contact header;

· 5. SHALL include value ''id'' in a Privacy header if anonymity is requested according to rules and procedures of [RFC3325].

NOTE:
If anonymity is not allowed for the IM Group indicated with the Request-URI of the SIP INVITE based on the rules specified in the [Shared-Group-XDM] the IM Session will not be allowed by the IM Server hosting the IM Group.

· 6. SHALL include the option tag 'timer' in the Supported header; and,

· 7. SHOULD include the Session-Expires header with the refresher parameter set to ''uac'' according to rules and procedures of [RFC4028].
On receipt of a SIP final response or SIP provisional response to the SIP request, the IM Client: 

· 1. SHALL store the list of SIP methods that the IM Server supports if received in the Allow header; and,

· 2. SHALL store the Session Identity if received in the Contact header as described in [RFC 4579].

On receipt of the SIP 200 "OK" response to the initial SIP INVITE request the IM Client:

· 1. SHALL start the SIP Session timer using the value received in the Session-Expires header according to rules and procedures of [RFC4028].

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of  [3GPP TS 24.229] / [3GPP2 X.S0013.004] with the clarifications given in this section.
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