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1 Reason for Contribution

This contribution contains a revised list of the IETF documents on which the SIMPLE IM specifications are dependent.  

2 Summary of Contribution

The contribution includes all IETF RFC and draft documents that are referenced in the following latest SIMPLE IM documents:

· SIMPLE IM Requirements Document

· SIMPLE IM Architecture Document

· SIMPLE IM Technical Specifications
3 Detailed Proposal

The first three tables below list all IETF documents (RFC and drafts) that are referenced in the SIMPLE IM documents listed in Section 2 of the contribution.  The first table lists the RFC, the second one, Internet drafts and the third on, individual drafts. 

Table 1 - RFC

	IETF WG
	Status and Number
	Document title and URL
	Where referenced

	
	RFC 2046
	Multipurpose Internet Mail Extensions(MIME) Part Two: Media Types, http://www.ietf.org/rfc/rfc2046.txt?number=2046 


	TS  

	Network
	BCP              RFC 2119
	Key words for use in RFCs to Indicate Requirement Levels, http://www.ietf.org/rfc/rfc2119.txt?number=2119 
	RD, AD, TS, IM XDM

	
	RFC 2183
	Communicating Presentation Information in Internet Messages: The Content-Disposition Header Field, http://www.ietf.org/rfc/rfc2183.txt?number=2183 


	TS 

	Network
	RFC 2234
	Augmented BNF for Syntax Specifications: ABNF, http://www.ietf.org/rfc/rfc2234.txt?number=2234 
	TS, IM XDM

	Network
	RFC 2396
	Uniform Resource Identifiers (URI): Generic Syntax, http://www.ietf.org/rfc/rfc2396.txt?number=2396 
	AD, TS

	Network
	RFC 2617
	HTTP Authentication: Basic and Digest Access Authentication, http://www.ietf.org/rfc/rfc2617.txt?number=2617 


	TS 

	Network  
	Informational RFC 2778
	A Model for Presence and Instant Messaging, http://www.ietf.org/rfc/rfc2778.txt?number=2778 
	RD, AD, TS

	Network  
	Informational RFC 2779
	Instant Messaging / Presence Protocol Requirements, http://www.ietf.org/rfc/rfc2779.txt?number=2779 
	RD, AD, TS

	SIP
	RFC 3261
	SIP: Session Initiation Protocol, http://www.ietf.org/rfc/rfc3261.txt?number=3261 
	AD, TS

	SIP
	RFC 3262
	Reliability of Provisional Responses in the Session Initiation Protocol (SIP), http://www.ietf.org/rfc/rfc3262.txt 


	TS 

	mmusic
	RFC 3264
	An Offer/Answer Model with the Session Description Protocol (SDP), http://www.ietf.org/rfc/rfc3264.txt?number=3264 


	TS

	SIP
	RFC 3265
	Session Initiation Protocol (SIP)-Specific Event Notification, http://www.ietf.org/rfc/rfc3265.txt?number=3265 
	AD, TS

	SIP
	RFC 3311
	The Session Initiation Protocol (SIP) UPDATE Method, http://www.ietf.org/rfc/rfc3311.txt?number=3311 
	TS (not in the list of ref. To be added)

	SIP
	RFC 3323
	A Privacy Mechanism for the Session Initiation Protocol (SIP), 

http://www.ietf.org/rfc/rfc3323.txt?number=3323 
	TS 

	SIP
	RFC 3325
	Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks, http://www.ietf.org/rfc/rfc3325.txt?number=3325 
	TS 

	
	RFC 3420
	Internet Media Type message/sipfrag, http://www.ietf.org/rfc/rfc3420.txt?number=3420 


	TS

	SIP
	RFC 3428 
	Session Initiation Protocol (SIP) Extension for Instant Messaging, http://www.ietf.org/rfc/rfc3428.txt?number=3428 
	TS 

	SIP
	RFC 3515
	The Session Initiation Protocol (SIP) Refer Method, http://www.ietf.org/rfc/rfc3515.txt?number=3515 
	TS

	SIP
	RFC 3840
	Indicating User Agent Capabilities in the Session Initiation Protocol (SIP), http://www.ietf.org/rfc/rfc3840.txt?number=3840 
	TS 

	SIP
	RFC 3841
	Caller Preferences for the Session Initiation Protocol (SIP), http://www.ietf.org/rfc/rfc3841.txt?number=3841 
	TS

	SIP
	RFC 3842
	A Message Summary and Message Waiting Indication Event Package for the Session Initiation Protocol (SIP), http://www.ietf.org/rfc/rfc3842.txt?number=3842 


	TS 

	
	RFC 3862
	Common Presence and Instant Messaging (CPIM): Message Format, http://www.ietf.org/rfc/rfc3862.txt?number=3862 
	TS

	SIP
	RFC 3891
	The Session Initiation Protocol (SIP) "Replaces" Header, http://www.ietf.org/rfc/rfc3891.txt?number=3891  
	TS

	SIP
	RFC 3903
	Session Initiation Protocol (SIP) Extension for Event State Publication, http://www.ietf.org/rfc/rfc3903.txt?number=3903 


	TS 

	SIP
	RFC 3994
	Indication of Message Composition for Instant Messaging, http://www.ietf.org/rfc/rfc3994.txt?number=3994 
	TS 

	SIP
	RFC 4028
	Session Timers in the Session Initiation Protocol (SIP), http://www.ietf.org/rfc/rfc4028.txt 
	TS 

	 
	RFC 4353

Informational 
	A Framework for Conferencing with the Session Initiation Protocol (SIP), http://www.ietf.org/rfc/rfc4353.txt?number=4353 
	TS, AD (AD references a draft (CONF-Framework). To be corrected).

	Sipping
	RFC 4354

Informational
	A Session Initiation Protocol (SIP) Event Package and Data Format for Various Settings in Support for the Push-to-Talk over Cellular (PoC) Service, http://www.ietf.org/rfc/rfc4354.txt 
	TS

	SIP 
	RFC 4483
	A Mechanism for Content Indirection in Session Initiation Protocol (SIP) Messages

http://www.ietf.org/rfc/rfc4483.txt
	TS 

	SIP
	RFC 4488
	Suppression of Session Initiation Protocol (SIP) REFER Method Implicit Subscription, http://www.ietf.org/rfc/rfc4488.txt 
	TS 

	mmusic
	RFC 4566
	SDP: Session Description Protocol, http://www.rfc-editor.org/rfc/rfc4566.txt 
	TS

	
	RFC 4575
	A Session Initiation Protocol(SIP) Event Package for Conference State, http://www.ietf.org/rfc/rfc4575.txt 
	TS 

	Simple
	RFC 4825
	The Extensible Markup Language (XML) Configuration Access Protocol (XCAP), http://www.ietf.org/rfc/rfc4825.txt 
	TS?, IM XDM


Table 2 – Internet drafts

	IETF WG
	Document title and URL
	Where referenced

	Simple
	The Message Session Relay Protocol, draft-ietf-simple-message-sessions-19 (MSRP),


http://www.ietf.org/internet-drafts/draft-ietf-simple-message-sessions-19.txt 

	AD, TS

	SIP
	Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP), draft-ietf-sip-uri-list-conferencing-01.txt, 
http://www.ietf.org/internet-drafts/draft-ietf-sip-uri-list-conferencing-01.txt
 
	TS 

	SIP
	Multiple-Recipient MESSAGE Requests in the Session Initiation Protocol(SIP) draft-ietf-sip-uri-list-message-01.txt, 
http://www.ietf.org/internet-drafts/draft-ietf-sip-uri-list-message-01.txt
	TS 

	SIP
	Referring to Multiple Resources in the Session Initiation Protocol (SIP) draft-ietf-sip-multiple-refer-01.txt, 
http://www.ietf.org/internet-drafts/draft-ietf-sip-multiple-refer-01.txt
	TS 

	Simple 


	Instant Message Disposition Notification

draft-ietf-simple-imdn-04, 
http://www.ietf.org/internet-drafts/draft-ietf-simple-imdn-04.txt

	TS 

	
	
RFC 4825 now
	


Table 3 – Individual drafts

	IETF WG (N/A)
	Document title and URL
	Where referenced

	Garcia (mmusic)
	A Session Description Protocol (SDP) Offer/Answer Mechanism to Enable File Transfer


http://www.ietf.org/internet-drafts/draft-ietf-mmusic-file-transfer-mech-03.txt 

	TS 

	
	The Session Initiation Protocol (SIP) P-Refused-URI-List Private-Header(P-Header)
http://www.ietf.org/internet-drafts/draft-hautakorpi-sipping-uri-list-handling-refused-02.txt
	TS


4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

MWG IM should continue maintaining the tables in Section 3 to keep track of IM enabler dependencies on IETF documents and should update the reference sections of the enabler. In addition, this list of dependencies should be added to OMA list of IETF dependencies centrally maintained.
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NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.
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