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1 Reason for Change

XDMS 2.0 shows a consolidated Reference point to the Shared XDMS components (see approved contribution http://www.openmobilealliance.org/ftp/Public_documents/PAG/2007/OMA-PAG-2007-0444R01-CR_XDM2_AD_refpoints_SharedXDMSs.zip). The IM AD should be updated to align with the XDMS AD.
R01: Minor updates
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

MWG-IM  is requested to review and agree with the content of this CR
6 Detailed Change Proposal

Change 1:  Change to figure 1
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Figure 1: SIMPLE Instant Messaging Functional Architecture

NOTE:
XDM-2, XDM-4 and XDM-7 reference points show connection to the logically combined "shared XDMSs" entity since the same reference point is used for all the shared XDMSs inside the combined entity, see [XDM-AD]. Interface IM-4 shows the interface between the Im server and the “shared XDMS” entity.

Change 2:  Changes to section 5.5.4
5.5.4 Reference Point IM-4: IM-Server ( Shared XDMS

The IM-4 reference point supports the communication between the IM Server and the Shared XDMS (i.e., the Shared List XDMS, the Shared Group XDMS, XDMS,  the Shared Policy XDMS and the Shared Profile XDMSs). The protocol for the IM-4 reference point is XCAP.

The IM-4 reference point SHALL support the following:
· Retrieval of URI Lists from the Shared List XDMS.
· Retrieval of Group documents from the Shared Group XDMS.


Retrieval of user access policy documents from the Shared Policy XDMS.
· Retrieval of User Profile information from the Shared Profile XDMS.
Changes to section 5.5.10 and following sections

5.5.10 Void


· 
5.5.11 Void


· 
5.5.12 Reference Point IM-12: IM XDMS  ( Search Proxy

The IM-12 reference point supports communication between the IM XDMS and the Search Proxy. The protocol for the IM-12 reference point is XCAP.

The IM-12 reference point SHALL support the following:

· Search of information stored at IM XDMS.
5.5.13 Void



5.5.14 Reference Point IP-1: SIP/IP Core ( SIP/IP Core

The IP-1 reference point supports the communication between the SIP/IP Cores.  The protocol for the IP-1 reference point is SIP.

The IP-1 reference point SHALL support the following:

· communication and forwarding of SIP signalling messaging between SIP/IP Cores

· transfer of inter-provider charging information.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the IP-1 reference point SHALL conform to the Mw reference point [3GPP TS 23.002] and [3GPP2 X.P0013.0]. 
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