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1 Reason for Change

RFC 3862 was referenced by section 5.7 “Final Delivery Report”, but it didn’t appear in the section 2.1 “Normative References”.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree Add RFC 3862 into section 2.1.
6 Detailed Change Proposal

Change 1:  Add RFC 3862 into section 2.1 
2.1 Normative References

	[IM-AD]
	“Instant Messaging Architecture ”, Open Mobile Alliance™, 
OMA-AD_SIMPLE_IM-V1_0, URL: http://www.openmobilealliance.org/ 

	[IM-XDM- Specification]
	“IM XDM Specifications”,  Open Mobile Alliance™, OMA-TS-IM_XDM-V1,
URL: http://www.openmobilealliance.org/

	[IOPPROC]
	“SCR Rules and Procedures”, V1.0, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures-V1_0, 

http://www.openmobilealliance.org/URL:http://www.openmobilealliance.org/

	[OMA-AD-XDM]
	" XML Document Management Architecture "; Open Mobile Alliance™,
OMA-AD-XDM-V2_0_1, 
URL: http://www.openmobilealliance.org/ 

	[OMA-Pres-Spec]
	“Presence SIMPLE Specification”, Open Mobile Alliance™, OMA-TS-Presence_SIMPLE-V1_0_1-20061128-A, 

URL: http://www.openmobilealliance.org/ 

	[OMA-Pres-RD]
	“Presence SIMPLE Requirements”, Open Mobile Alliance™, OMA-RD-Presence_SIMPLE-V1_0-20060725-A, U

RL: http://www.openmobilealliance.org/ 

	[OMA-POC-FINAL-REP]
	"PoC - PoCV2.0 Discrete Media Transfer Final Report", Version 2.0, Open Mobile Alliance(, OMA-SUP-XSD_poc_finalReport-V2_0, 
URL: http://www.openmobilealliance.org/  

	[Shared-Group-XDM]
	"Shared Group XDM Specification"; Open Mobile Alliance™,
OMA-TS-Shared_Group_XDM-V2_0, URL: http://www.openmobilealliance.org/ 

	[Shared-Policy-XDM]
	“Shared Policy XDM specification”; Open Mobile Alliance™,

 OMA-TS-XDM_Shared_Policy-V2, 

URL: http://www.openmobilealliance.org/ 

	[Shared-List]
	“Shared List XDM Specification” V2.0, Open Mobile Alliance™, OMA-TS-XDM_Shared_List-V2_0
URL: http://www.openmobilealliance.org/

	[XDM-Core]
	XML Document Management (XDM) specifications, V2.0, Open Mobile Alliance™, OMA-TS-XDM_Core-V2 

URL: http://www.openmobilealliance.org/ 

	[XSD_IMUSAGE]
	“IM – IM Usage”, Version 1.0, Open Mobile Alliance(, 
OMA-SUP-XSD_im_imusage-V1_0, URL: http://www.openmobilealliance.org/

	[XSD_IM_Service_Setting]
	“IM Service Setting”, Version 1.0, Open Mobile Alliance(, 
OMA-SUP-XSD_im_service_setting-V1_0, 

URL: http://www.openmobilealliance.org/

	[MSRP]
	“The Message Session Relay Protocol”, B. Campbell, June 2006, URL:http://www.ietf.org/internet-drafts/draft-ietf-simple-message-sessions-19.txt 

	[RFC2046]
	Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types,
URL: http://www.ietf.org/rfc/rfc2046.txt  

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, 
URL: http://www.ietf.org/rfc/rfc2119.txt 

	[RFC2183]
	Communicating Presentation Information in Internet Messages:The Content-Disposition Header Field, URL: http://www.ietf.org/rfc/rfc2183.txt 

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell, November 1997, URL: http://www.ietf.org/rfc/rfc2234.txt 

	[RFC2396]
	“Uniform Resource Identifiers (URI): Generic Syntax”, T. Berners-Lee, August 1998, 
URL: http://www.ietf.org/rfc/rfc2396.txt 

	[RFC2778]
	A Model for Presence and Instant Messaging, M. Day et al, February 2000, 
URL: http://www.ietf.org/rfc/rfc2778.txt 

	[RFC3261]
	“SIP: Session Initiation Protocol”, J. Rosenberg et al, June 2002, 
URL: http://www.ietf.org/rfc/rfc3261.txt 

	[RFC3264]
	"An Offer/Answer Model with the Session Description Protocol (SDP)", June 2002
URL: http://www.ietf.org/rfc/rfc3264.txt 

	[RFC3265] 
	IETF RFC 3265 "Session Initiation Protocol (SIP)-Specific Event Notification",
URL: http://www.ietf.org/rfc/rfc3265.txt 

	[RFC3323]
	A Privacy Mechanism for the Session Initiation Protocol (SIP)
URL: http://www.ietf.org/rfc/rfc3323.txt 

	[RFC3325]
	Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks, URL: http://www.ietf.org/rfc/rfc3325.txt 

	[RFC3420]
	Internet Media Type message/sipfrag, URL: http://www.ietf.org/rfc/rfc3420.tx 

	[RFC3428]
	“SIP Extension for Instant Messaging”, B. Campbell et al, December 2002, 
URL: http://www.ietf.org/rfc/rfc3428.txt 

	[RFC3515]
	IETF RFC 3515 (April 2003): "The Session Initiation Protocol (SIP) REFER Method",
URL: http://www.ietf.org/rfc/rfc3515.txt 

	[RFC3840]
	Indicating User Agent Capabilities in the Session Initiation Protocol (SIP),
URL: http://www.ietf.org/rfc/rfc3840.txt  

	[RFC3841]
	Caller Preferences for the Session Initiation Protocol (SIP) (RFC 3841)
URL: http://www.ietf.org/rfc/rfc3841.txt   

	[RFC 3862]
	Common Presence and Instant Messaging (CPIM): Message Format
URL:http://www.ietf.org/rfc/rfc3862.txt

	[RFC3891]
	The Session Initiation Protocol (SIP) "Replaces" Header,
URL: http://www.ietf.org/rfc/rfc3891.txt  

	[RFC3903]
	Session Initiation Protocol (SIP) Extension for Event State Publication,
URL: http://www.ietf.org/rfc/rfc3903.txt  

	[RFC4028]
	Session Timers in the Session Initiation Protocol (SIP),
URL: http://www.ietf.org/rfc/rfc4028.txt  

	[RFC4353]
	"A Framework for Conferencing with the Session Initiation Protocol (SIP)",
URL: http://www.ietf.org/rfc/rfc4353.txt?number=4353 

	[RFC4354]
	“A Session Initiation Protocol (SIP) Event Package and Data Format for Various Settings in Support for the Push-to-Talk over Cellular (PoC) Service”, M. Garcia-Martin, Nokia, January 2006, URL: http://www.ietf.org/rfc/rfc4354.txt  

	[RFC4483]
	A Mechanism for Content Indirection in Session Initiation Protocol (SIP) Messages, May 2006, URL: http://www.ietf.org/rfc/rfc4483.txt  

	[RFC4488]
	Suppression of Session Initiation Protocol (SIP) REFER Method Implicit Subscription,
URL: http://www.ietf.org/rfc/rfc4488.txt 

	[RFC4566]
	SDP: Session Description Protocol, URL: http://www.rfc-editor.org/rfc/rfc4566.txt 

	[RFC 4575]
	A Session Initiation Protocol (SIP) Event Package for Conference

State. J. Rosenberg, H. Schulzrinne, O. Levin, Ed.. August 2006.
http://www.ietf.org/rfc/rfc4575.txt

	[RFC 4579]
	“Session Initiation Protocol (SIP) Call Control - Conferencing for User Agents”, August 2006,
URL: http://www.ietf.org/rfc/rfc4579.txt

	[draft--mmusic-file-transfer-mech]
	“Session Description Protocol (SDP) Offer/Answer Mechanism to Enable File Transfer”, October 2006, URL: http://www.ietf.org/internet-drafts/draft-ietf-mmusic-file-transfer-mech-03.txt 

	[draft-multiple-refer]
	"Refering to Multiple Resources in the Session Initiation Protocol (SIP)", September 2006, URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-multiple-refer-01.txt

	[draft-URI-list]
	“Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)”, February 2006
http://www.ietf.org/internet-drafts/draft-ietf-sip-uri-list-conferencing-01.txt 

	[draft-uri-list-message]
	“Multiple-Recipient MESSAGE Requests in the Session Initiation Protocol (SIP)“,February 2006, URL 

http://www.ietf.org/internet-drafts/draft-ietf-sip-uri-list-message-01.txt 

	[draft-URI-list-handling]
	"draft-hautakorpi-sipping-uri-list-handling-refused-01”

January, 2007, URL: http://www.ietf.org/internet-drafts/draft-hautakorpi-sipping-uri-list-handling-refused-01.txt 

	[IMDN]
	Instant Message Disposition Notification, October 2006
http://www.ietf.org/internet-drafts/draft-ietf-simple-imdn-04.txt 

	[3GPP TS 26.141]
	IP Multimedia System (IMS) Messaging and Presence; Media formats and codecs, TS 26.141 URL: http://www.3gpp.org/

	[3GPP TS 24.229]
	IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3, TS 24.229,
URL: http://www.3gpp.org/

	[3GPP TS 23.218]
	3GPP: "IP Multimedia (IM) session handling; IM call model; Stage 2", TS 23.218, Stage 3, URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.218/ 

	[3GPP TS 29.228]
	IP Multimedia (IM) Subsystem Cx and Dx interfaces; Signalling flows and message contents", TS 29.228, URL: http://www.3gpp.org/ftp/Specs/latest/Rel-6/29_series/ 

	[3GPP TS 33.203]
	3G security; Access security for IP-based services (Release 7)

TS 33.203 

URL: http://www.3gpp.org/ftp/Specs/latest/Rel-7/33_series/ 

	[3GPP TS 33.210]
	3G Security; Network Domain Security; IP network layer security (Release 7)

TS 33.210 

 URL: http://www.3gpp.org/ftp/Specs/latest/Rel-7/33_series/  

	[3GPP2 X.S0013-004 ]
	All-IP Core Network Multimedia Domain - IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3; X.S0013-004-A ; 
URL: http://www.3gpp2.org/Public_html/specs/X.S0013-004-A_v1.0_051103.pdf 

	[3GPP2 S.R0086-0]
	3GPP2 S.R0086-A v1.0, MS Security Framework; 

URL: http://www.3gpp2.org/Public_html/specs/S.R0086-A_v1.0_040614.pdf
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