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1 Reason for Change

Justification

The current SIMPLE IM TS does not follow RFC3892 in its usage of the "Referred-By" header. As per its abnf, the "Referred-By" header can only carry one value. The IM specifications request the setting of two values (SIP and TEL URI) in this header. This misuse of the RFC3892 may lead to requests rejection by network elements.
Summary/Scope of Change

This contribution is an attempt to align SIMPLE IM TS with RFC3892.

The proposal is to add a Service Provider's policy to pick either the SIP or the TEL URI or both as introduced by the IETF draft " Updates to Referred-By in the Session Initiation Protocol (SIP)".
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree with the proposal detailed in section 6.
6 Detailed Change Proposal

Change 1:  Modification of section 5.1
5.1 Authenticated Originator’s IM Address

The Authenticated Originator's IM Address is the IM Address of the originating IM Client that has been authenticated by the SIP/IP Core or the Group Identity when the IM Server performing the Controlling IM Function invites users to a Group Session. 

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, then the Authenticated Originator's IM Address is contained in the P-Asserted-Identity header according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.004] and as described in [RFC3325] and [draft-update-pai]. The IM Client MAY insert a P-Preferred-Identity header, which contains a client preferred identity, for the SIP/IP Core to be used inside the P-Asserted-identity header. If privacy is required, the From header SHALL contain an anonymous URI according to [RFC 3323] and optionally an alias or "Anonymous" as the display name, and the Privacy header field values SHALL be set according to [RFC3323] and [RFC3325]. 

The From header MAY be used to carry the Authenticated Originator's IM Address, and MAY be supported by the IM Server. The IM Server MAY be able to support an Authenticated Originator's IM Address in the From header if the IM Server has transitive trust with the SIP/IP Core, and if the SIP/IP Core is able to perform proxy authentication of the IM Client.

If the IM Server cannot obtain an Authenticated Originator's IM Address for an initial request, it SHALL reject the request with a SIP 403 "Forbidden" response. The IM Server SHOULD include a Warning header to explain the reason in a human readable textual form.
When the Referred-By header is set to the Authenticated Originator’ IM Address, the choice of the value of the Referred-By header SHALL be made according to a Service Provider's policy, deciding whether to include either:

· the SIP URI value from the P-Asserted-Identity header [RFC3325]; or

· the TEL URI value from the P-Asserted-Identity header [RFC3325]; or

· both the SIP URI and TEL URI values from the P-Asserted-Identity header [RFC3325] as described in [draft-referred-by]. 

Change 2:  Addition of a reference in section 2.1

2.1  Normative References

	[3GPP TS 23.218]
	3GPP: “IP Multimedia (IM) session handling; IM call model; Stage 2”, TS 23.218, 
URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.218

	[3GPP TS 24.229]
	3GPP: “IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3”, TS 24.229,
URL: http://www.3gpp.org/ftp/Specs/archive/24_series/24.229

	[3GPP TS 26.141]
	3GPP: “IP Multimedia System (IMS) Messaging and Presence; Media formats and codecs”, TS 26.141, 
URL: http://www.3gpp.org/ftp/Specs/archive/26_series/26.141

	[3GPP TS 29.228]
	3GPP: “IP Multimedia (IM) Subsystem Cx and Dx interfaces; Signalling flows and message contents”, TS 29.228, 
URL: http://www.3gpp.org/ftp/Specs/archive/29_series/29.228

	[3GPP TS 33.203]
	3GPP: “3G security; Access security for IP-based services (Release 7)”, TS 33.203, 
URL: http://www.3gpp.org/ftp/Specs/archive/33_series/33.203

	[3GPP TS 33.210]
	3GPP: “3G Security; Network Domain Security; IP network layer security (Release 7)”, TS 33.210, 

 URL: http://www.3gpp.org/ftp/Specs/archive/33_series/33.210

	[3GPP2 S.R0086-0]
	3GPP2: “IMS Security Framework”,  S.R0086-A v1.0,  
URL: http://www.3gpp2.org/Public_html/specs/S.R0086-A_v1.0_040614.pdf

	[3GPP2 X.S0013-004 ]
	3GPP2: “All-IP Core Network Multimedia Domain - IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3”, X.S0013-004-A, 
URL: http://www.3gpp2.org/Public_html/specs/X.S0013-004-A_v1.0_051103.pdf 

	[draft-ietf-simple-msrp-acm]
	“An Alternative Connection Model for the Message Session Relay Protocol”,  February 2010,
URL: http://www.ietf.org/id/draft-ietf-simple-msrp-acm-05.txt

	[draft-ietf-simple-msrp-sessmatch]
	“Session Matching Update for the Message Session Relay Protocol (MSRP)”, January 2010, URL: http://www.ietf.org/id/draft-ietf-simple-msrp-sessmatch-02.txt

	[draft-referred-by]
	“Updates to Referred-By in the Session Initiation Protocol (SIP)”, S. Loreto et al, June 2010, URL: http://tools.ietf.org/html/draft-loreto-dispatch-3892bis-01 

	[draft-update-pai]
	“Updates to Asserted Identity in the Session Initiation Protocol (SIP)”, January 2009, 
URL: http://www.ietf.org/id/draft-ietf-sipping-update-pai-09.txt

	[IM-AD]
	“Instant Messaging Architecture”, Open Mobile Alliance™, 
OMA-AD_SIMPLE_IM-V1_0, 
URL: http://www.openmobilealliance.org/

	[IM-XDM- Specification]
	“IM XDM Specifications”,  Open Mobile Alliance™, OMA-TS-IM_XDM-V1,
URL: http://www.openmobilealliance.org/
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