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	Source:
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1 Reason for Change

Add requirements needed to support RCS-e specification from GSMA in order to advance release specification:

· Store and forward functionality for both messages and notifications

· Displayed and delivered notifications inside and outside a session

· All message identification

· Device identification for multidevice scenarios

2 Impact on Backward Compatibility

The new requirements will impact on backward compatibility.
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Change request to be approved in order to cover RCS-e requirements.
6 Detailed Change Proposal

6.1.4 Sending IM

	Label
	Description
	Enabler Release

	SND-1
	It SHALL be possible for the sender to use a nickname when sending messages.

	IM 1.0

	SND-2
	The IM user SHALL be able to send messages to users in his/her Contact List, including peers and chat rooms.
	IM 1.0

	SND-3
	The IM Service SHALL allow users to send messages to offline members in their Contact List that are not available to receive messages, according to Service Provider policies. 
	Deleted

	SND-4
	As an option for the Service Provider, where provided, The IM user SHALL be able to send messages to users not in his/her Contact List, including peers and chat rooms.
	IM 1.0

	SND-5
	The sender SHALL be informed of the allowed max. message size per content type, and content types by the network.

IM service MAY allow the sender to take into account the recipient’s terminal capabilities.
	IM 1.0

	SND-6
	As an option for the Service Provider, where provided, the IM user SHALL be able to send messages to users not in his/her Contact List, including peers and chat rooms.
	 Deleted

	SND-7
	Messages sent SHALL include a message identification
	IM 2.0


Table 2: High level Functional Requirements - Sending IM

6.1.5 Receiving IM

	Label
	Description
	Enabler Release

	RCV-1
	IM user SHALL have the ability to receive messages in his/her device
	IM 1.0

	RCV-2
	IM user SHALL have the capability to receive Multimedia Content.

The IM service MAY provide content adaptation or alternative ways to retrieve multimedia content. 
	IM 1.0

	RCV-3
	Stored offline messages SHOULD be delivered to the destination user at the moment that he/she logs into the IM Service. A time stamp MAY be added by the IM service to stored messages. The Service Provider SHALL have the means to adjust storage time.
	Deleted

	RCV-4
	Service messages, provided by IM Service, SHALL conform to the delivery rules of IM user messages, regarding the recipient’s availability (status) to receive messages.
	IM 1.0

	RCV-5
	IM system shall be able to support a request from a user to view the list of messages and message related attributes, such as sender, recipient, subject and date/time, in a network based repository.
Note 1: In MWG IM this requirement addresses deferred messages.
	IM 1.0

	RCV-6
	IM system shall be able to support a request from a user to retrieve messages that are stored in a network based repository.
Note 1: In MWG IM this requirement addresses deferred messages.
	IM 1.0

	RCV-7
	Stored offline messages SHALL be delivered to the destination user at the moment that he/she logs into the IM Service. The Service Provider SHALL have the means to adjust storage time.
	IM 2.0

	RCV-8
	IM system SHALL be able to support pushing messages that are stored in a network based repository to the destination user.
	IM 2.0


Table 3: High level Functional Requirements - Receiving IM

6.1.6 IM Notifications

	Label
	Description
	Enabler Release

	NOT-1
	Mobile device SHOULD support a method to notify the user of an incoming invitation for an IM session.
	IM 1.0

	NOT-2
	The IM system SHALL have the ability to alert/notify a user when messages cannot be delivered immediately for one of the following (non-exhaustive) reasons:

a. Intended recipient is unreachable

b. Capabilities of recipient mobile device
	IM 1.0

	NOT-3
	The IM system SHALL have the ability to provide delivery failure notification 
	IM 1.0

	NOT-4
	It SHALL be possible to receive an acknowledgement for sent messages
	IM 1.0

	NOT-5
	The user MAY be notified when there is a new incoming message
	IM 1.0

	NOT-6
	When the user has the conversation screen closed, the user MAY be notified of incoming messages
	IM 1.0

	NOT-7
	When the user has the conversation screen open the user MAY be notified of incoming message
	IM 1.0

	NOT-8
	To avoid irritation, the user MAY be able to switch notifications off, so that he/she will not be notified when there is a new message.
	IM 1.0

	NOT-9
	The notification MAY be audio, vibration, text, and/or graphics
	IM 1.0

	NOT-10
	IM service SHALL support a method to notify a user participating in a Chat Session that a new user has joined or left the session
	IM 1.0

	NOT-11
	The IM Service SHALL inform a user that he/she has been added to someone else’s Contact List. 
	Deleted

	NOT-12
	The user MUST be able to switch off message notifications.
	IM 1.0

	NOT-13
	The user MUST be able to switch off offline message notifications.
	Future

	NOT-14
	Notification mechanism for deferred messages may contain the list of deferred messages and deferred message related attributes such as sender, recipient, subject and date/time, in a network based repository.
	IM 1.0

	NOT-15
	The IM system SHALL have the ability to provide displayed message notification 
	IM 2.0

	NOT-16
	The IM system SHALL have the ability to provide message delivery notification
	IM 2.0

	NOT-17
	When sender IM client is not available for a “message delivery” notification, IM server SHALL store these notifications and push them as soon as the IM server determines the user is available
	IM 2.0

	NOT-18
	When sender IM client is not available for a “displayed message” notification, IM server SHALL store these notifications and push them as soon as the IM server determines the user is available
	IM 2.0

	NOT-19
	In multidevice scenarios, notifications SHALL be delivered only to the device that sent the original message, regardless of other devices where an IM session may be open at the time of receiving the notification 
	IM 2.0


Table 4: High level Functional Requirements – IM Notifications
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