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1 Reason for Change

The SIMPLE IM specification uses SIP headers defined elsewhere without mentioning the source of these headers.
Hence, it is proposed to add a reference to the OMA-CPM specification where those headers have been defined and use this reference in the appropriate sections.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree with the proposal detailed in section 6.
6 Detailed Change Proposal

Change 1:  Modification of section 2.1

2.1    Normative References

	[3GPP TS 23.218]
	3GPP: “IP Multimedia (IM) session handling; IM call model; Stage 2”, TS 23.218, 
URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.218

	[3GPP TS 24.229]
	3GPP: “IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3”, TS 24.229,
URL: http://www.3gpp.org/ftp/Specs/archive/24_series/24.229

	[3GPP TS 26.141]
	3GPP: “IP Multimedia System (IMS) Messaging and Presence; Media formats and codecs”, TS 26.141, 
URL: http://www.3gpp.org/ftp/Specs/archive/26_series/26.141

	[3GPP TS 29.228]
	3GPP: “IP Multimedia (IM) Subsystem Cx and Dx interfaces; Signalling flows and message contents”, TS 29.228, 
URL: http://www.3gpp.org/ftp/Specs/archive/29_series/29.228

	[3GPP TS 33.203]
	3GPP: “3G security; Access security for IP-based services (Release 7)”, TS 33.203, 
URL: http://www.3gpp.org/ftp/Specs/archive/33_series/33.203

	[3GPP TS 33.210]
	3GPP: “3G Security; Network Domain Security; IP network layer security (Release 7)”, TS 33.210, 

 URL: http://www.3gpp.org/ftp/Specs/archive/33_series/33.210

	[3GPP2 S.R0086-0]
	3GPP2: “IMS Security Framework”,  S.R0086-A v1.0,  
URL: http://www.3gpp2.org/Public_html/specs/S.R0086-A_v1.0_040614.pdf

	[3GPP2 X.S0013-004 ]
	3GPP2: “All-IP Core Network Multimedia Domain - IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3”, X.S0013-004-A, 
URL: http://www.3gpp2.org/Public_html/specs/X.S0013-004-A_v1.0_051103.pdf 

	[draft-ietf-simple-msrp-sessmatch]
	“Session Matching Update for the Message Session Relay Protocol (MSRP)”, January 2010, URL: http://www.ietf.org/id/draft-ietf-simple-msrp-sessmatch-02.txt

	[draft-referred-by]
	“Updates to Referred-By in the Session Initiation Protocol (SIP)”, S. Loreto et al, June 2010, URL: http://tools.ietf.org/html/draft-loreto-dispatch-3892bis-01 

	[draft-update-pai]
	“Updates to Asserted Identity in the Session Initiation Protocol (SIP)”, January 2009, 
URL: http://www.ietf.org/id/draft-ietf-sipping-update-pai-09.txt

	[IM-AD]
	“Instant Messaging Architecture”, Open Mobile Alliance™, 
OMA-AD_SIMPLE_IM-V1_0, 
URL: http://www.openmobilealliance.org/

	[IM-XDM- Specification]
	“IM XDM Specifications”,  Open Mobile Alliance™, OMA-TS-IM_XDM-V1,
URL: http://www.openmobilealliance.org/

	[IOPPROC]
	“SCR Rules and Procedures”, V1.0, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures-V1_0, 
URL: http://www.openmobilealliance.org/ 

	[OMA-AD-XDM]
	“XML Document Management Architecture”; Open Mobile Alliance™,
OMA-AD-XDM-V2_0_1, 
URL: http://www.openmobilealliance.org/ 

	[OMA-CPM-TS-Conv-Func]
	“CPM Conversation Functions”, Open Mobile Alliance™, OMA-TS-CPM_Conv_Fnct-V1_0, 

URL: http://www.openmobilealliance.org/ 

	[OMA-POC-FINAL-REP]
	“PoC - PoCV2.0 Discrete Media Transfer Final Report”, Version 2.0, Open Mobile Alliance(, OMA-SUP-XSD_poc_finalReport-V2_0, 
URL: http://www.openmobilealliance.org/  

	[OMA-POC-FINAL-REP]
	“PoC - PoCV2.0 Discrete Media Transfer Final Report”, Version 2.0, Open Mobile Alliance(, OMA-SUP-XSD_poc_finalReport-V2_0, 
URL: http://www.openmobilealliance.org/  

	[OMA-POC-PC]
	“PoC Control Plane”, version 1.0, Open Mobile Alliance(, 

PoC_ControlPlane-V1_0_3-20090922-A,

URL: http://www.openmobilealliance.org/  

	[OMA-Pres-RD]
	“Presence SIMPLE Requirements”, Open Mobile Alliance™, OMA-RD-Presence_SIMPLE-V1_0-20060725-A, U
URL: http://www.openmobilealliance.org/ 

	[OMA-Pres-Spec]
	“Presence SIMPLE Specification”, Open Mobile Alliance™, OMA-TS-Presence_SIMPLE-V1_0_1-20061128-A, 
URL: http://www.openmobilealliance.org/ 

	[RFC2046]
	“Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types”, N. Freed et al, November 1996,
URL: http://www.ietf.org/rfc/rfc2046.txt  


Change 2:  Addition of the referring
5.9   Contribution Identifier header
A Contribution-ID header, defined in [OMA-CPM-TS-Conv-Func] Appendix C, is assigned by the IM Client for each new INVITE message. It uniquely identifies the session for which this INVITE is sent. The header is not modified by intermediate nodes. This parameter is used for extending a 1-to -1 IM session to an Ad-hoc IM Conference. 

5.10  Session-Replaces header

A Session-Replaces header, defined in [OMA-CPM-TS-Conv-Func] Appendix C, is used to extend a 1-to-1 IM session to an Ad-hoc IM Conference. The Session-Replaces header will carry the value of the Contribution-ID assigned by the IM Client to the initial INVITE that was used to set up the 1-to-1 IM session. When the recipient IM Client receives a new INVITE from the Controlling Function to join the Ad-hoc IM Conference, it will compare the Session-Replaces header against an existing session with the same value of Contribution-ID and if found, will replace the existing 1-to-1 IM session with the new  Ad-hoc IM Conference.
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