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1 Reason for Change

OMA UAProf enabler is a dependency not yet discussed in OMA MEM AD.
2 Impact on Backward Compatibility

This contribution provides text to identify UAProf as a dependency.

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend that MWG-MEM SWG agrees to these changes to the MEM AD.
6 Detailed Change Proposal

5.1 Dependencies

<< This section MUST enumerate all of the dependencies this architecture has.  Dependencies in this context include other enablers, specifications, etc. this enabler calls (i.e. re-uses).  Each dependency MUST include a reference to the document(s) that specifies the depdency.  All of these references MUST also be included in Section 2.1.

The enumeration would be along the lines of a list with entries such as

    - IMAP binary extension [RFC3516]
where the reference (e.g. RFC3516 in this example) would link to the fully qualifed reference in section 2.1 table.

If this architecture has no dependencies, then this section only needs to contain a statement as such.
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Dependencies include:

· A mobile email enabler protocol. 

Editor’s note: Multiple technology solutions may exist. Dependencies for this item are to be done after progress on the Technical report (TR) and technology analysis.
· OMA CP support for Mobile Email enabler parameters

· OMA CP support to bootstrap installation of mobile email enabler over the air

· OMA DM for life cycle management of mobile email enabler client and parameters + revocation of the mobile email enabler client

· Some support of generic notification mechanisms (e.g. SIP event notify, UDP, …) which may lead to a generic cross enabler push / notification enabler. This is a loose dependency as existing enablers can be used for some form of outband notification (e.g. [OMA-EMN]).

· Non-intrinsic P parameters required to support policy enforcement on mobile email exchanges (e.g. charging, privacy/ spam protection, …)
· OMA UAProf to support an extensible framework for describing and transporting information about the capabilities of a device.
Appendix B. Implementation considerations

If needed, add annex to provide additional information to support the document.  In general, this information should be informative, as normative material should be contained in the primary body of the document.

Note that the styles for the headers in the appendix (App1, App2, App3) are different than the main body.  The use below is intended to validate the styles to be used.  Remove if not needed.

DELETE THIS COMMENT

B.x(number TBD) implementation of the mobile email enabler server
Mobile email enabler implementation may wish to delegate managing information about the capabilities of a device to the OMA UAProf enabler [OMA- UAPROF].


[image: image1]
Figure x(_number TBD) Particular implementation case where MEES relies on OMA-UAPROF for managing information about the capabilities of a device.
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