Doc#[image: image2.jpg]"sOMaQa

Open Mobile Alliance



OMA-MEM-2008-0030-CR_TS_Mobile_Email_Architecture_Overview
Change Request

Doc# OMA-MEM-2008-0030-CR_TS_Mobile_Email_Architecture_Overview
Change Request



Change Request

	Title:
	CR for TS Mobile Email Architecture Overview
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	MWG-MEM

	Doc to Change:
	OMA-TS-Mobile_Email-V1_0-20080228-D

	Submission Date:
	2008-5-30

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Tang Qiwei, China Telecom

+86-21-28970047

tangqw@sttri.com.cn
Huang Chun, Ceno Technologies, Ltd.
+86-21-62672000-2030
chuang@ceno.cn


	Replaces:
	n/a


1 Reason for Change
The CR makes the architecture overview clearer, and corrects some spelling errors in section 5.
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Working group to discuss the outline, modify it as necessary and agree on it.
6 Detailed Change Proposal

5. Architecture Overview 

The Mobile Email (MEM) Enabler aims to support efficient access to email from a mobile device.  Email may be personal email provided by an email service provider or corporate email.

The MEM logical architecture illustrated in Figure 1 is composed by some components and protocol.
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Figure 1 - Logical architecture for OMA MEM enabler.

· MEM Client: Embedded Client for devices that enable synchronization of email using MEM protocol. The client also supports notification.

· MEM Server: Synchronization server supporting MEM protocol that enables direct synchronization with the Email Server. MEM Server supports filtering, notification, email.

· Out-band Notification Enabler: allows the notification of the MEM Client that an event has occurred at the Email Server via channels other than the MEM Protocol such as: SMS, MMS, WAP Push, SIP Push, etc

· Others Enablers: stand for any enabler utilized by the MEM Server or the MEM Client to support additional MEM functionality, e.g. out-band notifications, provisioning/device management, transcoding etc

· 
· Email server: provides the user email data storage access (Mail Store) and means of email submission (Message Transfer Agent).
· 
· 
· Any Managing Entity: management of MEM Server settings (globally and per account).
· 
· MEM Protocol: allows the exchange of messages between the MEM Client and MEM Server that includes control of mobile operations, notifications, etc.
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