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1 Reason for Change

This contribution addresses the following MEM TS CONRR comment:
	C007
	2009.01.27
	T
	6.2
	Source: Nortel Networks

Form: OMA-CONR-2009-0009

Comment: Paragraph 2 reads: “The exact format of the payload is TBD in a future CR.”   The payload format should be specified here.
Proposed Change: Specify the payload format, which likely depends on the carrying notification protocol, as some protocols are more restrictive than others (e.g. SMS).  
	Status: OPEN / CLOSED

<provide response>


2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Incorporate the proposed changes into OMA-TS-Mobile_Email-V1_0.

6 Detailed Change Proposal

Change 1:  Section 6  (Out-band Notifications)
6.2   Payload

The payload is basically a description of the Email Event that took place. The payload is not limited to describing one Email Event; it MAY include two or more Email Event descriptions. To describe an Email Event, the following details MUST be included in the payload:

· Mailbox identifier – to indicate where the Email Event took place.

· Event type – to indicate what kind of event took place. See section 6.1.

· Event-specific parameters – to provide more details of the event (when available). The event-specific parameters are as follows:   [TBD]

The exact format of the payload is defined in sections 10.1 and 10.2 for Lemonade-based MEM and DS-based MEM, respectively
6.3   Notification Mechanisms

The notification mechanism has only one purpose: to deliver the payload to the MEM Client.

The available notification mechanisms are described in the following sub-sections. The MEM Client MAY support any of these mechanisms, however in order to receive notifications, the MEM Client MUST store its notification preferences on the MEM Server. See notification preferences in section 6.4.

6.3.1      SMS


 Upon receipt of new mail, the MEM Server SHALL retrieve the client identification that identifies the OMA MEM Client application.  The MEM Server SHALL then alert the MEM Client on the device by sending an SMS message with the reference of the message that triggers the synchronization.


Upon receipt of the  SMS message, the MEM Client SHALL check the sender number against specified SMS-Service-Number defined in [MEM MO] and configured by the MEM server. If the compared result is not equal, then the MEM Client SHALL ignore this SMS notification. Otherwise, the MEM Client shall process this SMS notification according to procedures insections 10.1 and 10.2 for Lemonade-based MEM and DS-based MEM, respectively.

Change 2:  New Section 10.1.5  (Out-band Notifications)

10.1.5     Out-band Notifications
For SMS out-band notifications, OMA EMN SHALL be used in its text form.  As such, the MEM Server SHALL send the mail information over SMS as a MAILAT URI or an IMAP URI.

OMA MEM SHALL therefore support two payloads:

a) If the new message is delivered into the INBOX, then the MAILAT URI, as specified in Section 5.3 of OMA-TS-Push_EMN-V1-20071019-A.PDF, SHALL be used.  Support for this default notification is mandatory.
An example of the contents of the SMS message is:     

mailat:user@wapforum.org

b) If the new message is delivered into a folder other than the INBOX then the IMAP URI SHALL be used.  Support for this is optional.
An example of the contents of the SMS message to indicate that messages are in folder NEW is:

   
imap://wapforum.org/NEW
Upon receipt of either URI, the mobile device SHALL start the email program, including inband notifications.

10.2   OMA-DS

The DS working group in OMA has defined the OMA Data Synchronization Enabler [DS Enabler]. The OMA DS Enabler provides transport and data format agnostic synchronization. Since the OMA DS Enabler provides synchronization for any DS-enabled data store, it is an obvious choice to use it to synchronize a data store containing email objects as well. This section describes how the OMA DS Enabler can be utilized to deploy an email service that cover the OMA MEM requirements defined in the [MEM RD].

Change 3:  New Section 10.2.5  (Out-band Notifications)

10.2.4     MEM-2 Interface

The MEM Server MUST implement the MEM-2 interface. The MEM-2 interface is used by the MEM Client to communicate with the MEM Server while the MEM Client is connected to the MEM Server; therefore the MEM-2 interface is only usable while this connection exists.

10.2.5     Out-band Notifications
TBD..
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