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1 Reason for Contribution

WID #80 for OMA MMS 1.3 requires that MMSG address the changes that have been made to the Relay-Client interface between Rel5 and Rel6 of the 3GPP Stage 2 definition, and align OMA MMS 1.3 to be compatible with this new release.  As part of this effort, we have gone through the list of changes to the 3GPP 23.140 that have been approved, up to this point so that MMSG can plan the changes that may need to be made for this alignment.

2 Summary of Contribution

We present a list of changes that have been approved to the MMS Stage 2 in 3GPP from Rel5 to Rel6 and for each change present a recommendation on the nature of the implications for the OMA-MMS suite of specifications.

This paper is presented mainly for discussion without any specific changes to be implemented.

3 Detailed Proposal

In examining 3GPP document 23.140 ver 6.4.0 and the report from the 3GPP-T2 meetings that took place in Malaga in the middle of March we have identified the following topics that have been changed in the Stage 2 specifications:

1. Addition of the Message-Distribution-Indicator to MM1_retrieve.RES: CR that was approved by T#19 adds the Message-Distribution-Indicator that originates from a MM7 message to the set of retrieved fields for a MM.  Two things should be noted related to this change – first that the field already is present in the notification PDU and secondly, that a later change (see item 4 – below) renders this IE, practically, meaningless.  Recommendation: Prepare CR to the Encapsulation Doc that adds a field to the M-Retrieve.conf PDU, using same name as in notification, i.e. “X-Mms-Distribution-Indicator”

2. Message-ID in MM1_retrieve.RES is Conditional: This CR was instigated by an incompatibility between the OMA specifications and those of 3GPP and essentially brought the 3GPP specifications into alignment with the OMA specifications. Recommendation: Nothing needs to be done – since the OMA specifications are already aligned with the resultant specification.

3. Addition of all message selection fields to the MM1_mmbox_view.RES abstract message: This change specifies that whatever selection fields were specified in the Mmbox-View request should be returned in the response, to allow the client to remain stateless, i.e. prior to this change the client needed to remember what he requested, if there was a need to have a continuation request.  Recommendation: Prepare a CR to the Encapsulation Doc to add these fields to the M-Mbox-View.conf PDU with a proper explanation.  In addition, prepare a companion CR to the Client Transactions doc explaining the use of these fields for the View transaction.

4. Added general requirements to support DRM 1.0 of OMA: Two approved CRs (Attachments [1] and [2]) that make support of OMA-DRM 1.0 normative for MMS.  Support is recommended (i.e. SHOULD level) for Forward Lock, Combined and Separate Delivery mechanisms as defined in the DRM documentation. See the attachments for more details. Recommendation: Prepare CR to the Architecture Overview document that explains the relationship between MMS and DRM support, citing the proper references.  Prepare CR to Client Transactions document that adds a section on DRM support outlining the normative nature of this support.  Prepare CR to Conformance Document changing the Informative appendix to be Normative and addition of information on how to support Combined and Separate Delivery mechanisms.

5. Addition of requirement on MMS Client to indicate level of DRM support:  This has become a mandatory requirement in Rel6.  It should be noted that the level of DRM support should be indicated, according to that specified by the DRM documentation! Recommendation: Interact with the Download/DRM group to understand how the client can indicate a “level” of DRM support and produce the proper normative CR to the Client Transactions and Conformance documents.

6. Support of OTA configuration of terminal: Defines that configuration of MMS Client may be performed in accordance with OMA WAP ProvCont documentation.  Recommendation: Consider adding information to both the Architecture Overview and Client Transactions documents on the topic of configuration both by the use of SIM based information as well as based on ProvCont documentation.

7. Stage 2 requirement that retrieval request may include a size-restriction parameter: This CR defines that a retrieval request may include a dynamic size-restriction for the retrieval to cover the instances where the size stated in the notification is an approximation and the MMS Client wishes to inform the MMS Relay that if the adjusted (i.e. after content adaptation) size exceeds a certain value then no retrieval should be performed.  Unfortunately, the Stage 2 does not define how this parameter is passed between the Client and Relay! Recommendation: Either introduce a new “field” in the retrieval request (this would need to be a parameter to the HTTP GET) or liaise with 3GPP-T2 on how they suggest to fulfill this new requirement.

8. Addition of reply-charging IE to the MM1_forward.REQ: A CR defines that Reply-charging IE that may appear in a MM that was received by the end-user may be included in the MM when it is forwarded (without download) to another destination.  Recommendation: Prepare a CR to the Encapsulation doc adding the relevant fields to the M-Forward.req PDU.

9. Addition of manual retrieval recommendation fields to the notification abstract message: This CR (see attachment [3])  specifies that the MMS Relay may include a recommendation to the MMS Client to not automatically retrieve the MM, as part of the notification, but allow the user to decide when to retrieve the MM manually! To facilitate this recommendation, two IE are added to the MM1_notification.RES message.  Recommendation: Prepare CR to Encapsulation doc adding the two fields to the M-Notification.ind PDU.  In addition, a companion CR should be prepared for the Client Transactions document explaining the expected interaction with these fields.

It should be noted that Rel6 is still not closed and therefore additional changes may be added to the specifications.

4 Intellectual Property Rights Considerations

None that we are aware of.

5 Recommendation

Include the list of Rel6 changes into the RD for the WID (as a checklist to verify that all changes have been accounted for), and propose to interested companies to submit CRs for the 1.3  specifications to reflect the changes listed in section 3 of this document.
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