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1 Reason for Change

This CR addresses some bugs identified in the latest version of the MMS CTR 1.3.

The changes can be classified as:

1/ editorial changes, related with version and names in some documents. 

2/ Incorrect SCR reference.

3/ Incorrect message type in section 6.1.2

2 Impact on Backward Compatibility.

None.

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

None

5 Recommendation

To review and approve these requirements.  

6 Detailed Change Proposal

7. Scope

The Wireless Application Protocol (WAP) is a result of continuous work to define an industry-wide specification for developing applications that operate over wireless communication networks. The scope for the WAP Forum is to define a set of specifications to be used by service applications. The wireless market is growing very quickly, and reaching new customers and services. To enable operators and manufacturers to meet the challenges in advanced services, differentiation and fast/flexible service creation WAP Forum defines a set of protocols in transport, security, transaction, session and application layers. For additional information on the WAP architecture, please refer to “Wireless Application Protocol Architecture Specification” [WAPARCH].

Multimedia Messaging Service (MMS) is a system application by which a WAP client is able to provide a messaging operation with a variety of media types. The service is described in terms of actions taken by the WAP MMS Client and its service partner, the MMS Proxy-Relay, a device that operates as a WAP Origin Server for this specialised service. This specification defines the operational flow of the MMS Protocol Data Units (PDUs) that transit between the MMS Client and the MMS Proxy-Relay.  The format of the specific PDUs is described in the “OMA  MMS Encapsulation Protocol” [MMSENCAPS].

This document is part of the OMA MMS version  1.3 specification suite and complies with the requirements and service behaviours described in the technical specifications of the 3rd Generation Partnership Project (3GPP) and the 3rd Generation partnership Project 2 (3GPP2) . These include the service aspects of MMS and the functional description of MMS which are contained in [TS23140] for 3GPP and [XS0016200] for 3GPP2 .

For information about the MMS Architecture, the reader is advised to become familiar with the “OMA  MMS Architecture Overview” [MMSARCH].

…
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A.1.12  PDU Encapsulation Dependencies

	Item
	Function
	Reference
	Status
	Requirement

	MMSCTR-PDU-C-001
	Originating MMS Client Sending Encapsulated M-Send.req PDU to MMS Proxy-Relay
	Error! Reference source not found.
	O
	MMSE-C-016 AND
MMSE-C-017 AND
MMSE-C-018 AND
MMSE-C-020 AND
MMSE-C-024 AND
MMSE-C-033 AND
MMSE-C-036

	MMSCTR-PDU-C-002
	MMS Proxy-Relay Sending Encapsulated M-Send.conf PDU to Originating MMS Client
	Error! Reference source not found.
	O
	MMSE-C-016 AND
MMSE-C-017 AND
MMSE-C-018 AND
MMSE-C-034 AND
MMSE-C-037

	MMSCTR-PDU-C-003
	MMS Proxy-Relay Sending Encapsulated M-Notification.ind PDU to Receiving MMS Client
	Error! Reference source not found.
	O
	MMSE-C-042 AND
MMSE-C-043 AND
MMSE-C-044 AND
MMSE-C-047 AND
MMSE-C-048 AND
MMSE-C-049 AND
MMSE-C-050

	MMSCTR-PDU-C-004
	Receiving MMS Client Sending Encapsulated M-NotifyResp.ind PDU to MMS Proxy-Relay
	Error! Reference source not found.
	O
	MMSE-C-042 AND
MMSE-C-043 AND
MMSE-C-044 AND
MMSE-C-051

	MMSCTR-PDU-C-005
	MMS Proxy-Relay Sending Encapsulated M-retrieve.conf PDU to Receiving MMS Client
	Error! Reference source not found.
	O
	MMSE-C-058 AND
MMSE-C-061 AND
MMSE-C-062 AND
MMSE-C-063 AND
MMSE-C-0 72

	MMSCTR-PDU-C-006
	Receiving MMS Client Sending Encapsulated M-Acknowledge.ind PDU to MMS Proxy-Relay
	Error! Reference source not found.
	O
	MMSE-C-083 AND
MMSE-C-084 AND
MMSE-C-085

	MMSCTR-PDU-C-007
	MMS Proxy-Relay Sending Encapsulated M-Delivery.ind PDU to Originating MMS Client
	Error! Reference source not found.
	O
	MMSE-C-083 AND
MMSE-C-085 AND
MMSE-C-087 AND
MMSE-C-088 AND
MMSE-C-089 AND
MMSE-C-090

	MMSCTR-PDU-C-008
	Receiving MMS Client Sending Encapsulated M-Read-Rec.ind PDU to MMS Proxy-Relay
	Error! Reference source not found.
	O
	MMSE-C-060 AND
MMSE-C-071 AND
MMSE-RDR-C-004 AND       MMSE-RDR-C-005 AND      MMSE-RDR-C-006 AND      MMSE-RDR-C-007 AND      MMSE-RDR-C-008 AND            MMSE-RDR-C-011 

	MMSCTR-PDU-C-009
	MMS Proxy-Relay Sending Encapsulated M-Read-Orig.ind PDU to Originating  MMS Client
	Error! Reference source not found.
	O
	MMSE-RDR-C-004 AND       MMSE-RDR-C-005 AND      MMSE-RDR-C-006 AND      MMSE-RDR-C-007 AND      MMSE-RDR-C-008 AND
MMSE-RDR-C-010 AND
MMSE-RDR-C-011

	MMSCTR-PDU-C-010
	MMS Client Sending Encapsulated M-Forward.req PDU to MMS Proxy-Relay
	Error! Reference source not found.
	O
	MMSE-FWD-C-002 AND
MMSE-FWD-C-003 AND
MMSE-FWD-C-004 AND
MMSE-FWD-C-006 AND
MMSE-FWD-C-015 AND
MMSE-FWD-C-019

	MMSCTR-PDU-C-011
	MMS Proxy-Relay Sending Encapsulated M-Forward.conf PDU to MMS Client
	Error! Reference source not found.
	O
	MMSE-FWD-C-002 AND
MMSE-FWD-C-003 AND
MMSE-FWD-C-004 AND
MMSE-FWD-C-016 AND
MMSE-FWD-C-018

	MMSCTR-PDU-C-012
	MMS Client Sending Encapsulated M-Mbox-Store.req PDU to MMS Proxy-Relay
	Error! Reference source not found.
	O
	MMSE-STR-C-002 AND
MMSE-STR-C-003 AND
MMSE-STR-C-004 AND
MMSE-STR-C-005 

	MMSCTR-PDU-C-013
	MMS Proxy-Relay Sending Encapsulated M-Mbox-Store.conf PDU to MMS Client
	Error! Reference source not found.
	O
	MMSE-STR-C-002 AND
MMSE-STR-C-003 AND
MMSE-STR-C-004 AND
MMSE-STR-C-009 

	MMSCTR-PDU-C-014
	MMS Client Sending Encapsulated M-Mbox-View.req PDU to MMS Proxy-Relay
	Error! Reference source not found.
	O
	MMSE-VEW-C-002 AND
MMSE-VEW-C-003 AND
MMSE-VEW-C-004 

	MMSCTR-PDU-C-015
	MMS Proxy-Relay Sending Encapsulated M-Mbox-View.conf PDU to MMS Client
	Error! Reference source not found.
	O
	MMSE-VEW-C-002 AND
MMSE-VEW-C-003 AND
MMSE-VEW-C-004 AND
MMSE-VEW-C-012 AND
MMSE-VEW-C-017

	MMSCTR-PDU-C-016
	MMS Client Sending Encapsulated M-Mbox-Upload.req PDU to MMS Proxy-Relay
	Error! Reference source not found.
	O
	MMSE-UPL-C-002 AND
MMSE-UPL-C-003 AND
MMSE-UPL-C-004 AND
MMSE-UPL-C-016 AND
MMSE-UPL-C-017 

	MMSCTR-PDU-C-017
	MMS Proxy-Relay Sending Encapsulated M-Mbox-Upload.conf PDU to MMS Client
	Error! Reference source not found.
	O
	MMSE-UPL-C-002 AND
MMSE-UPL-C-003 AND
MMSE-UPL-C-004 AND
MMSE-UPL-C-018

	MMSCTR-PDU-C-018
	MMS Client Sending Encapsulated M-Mbox-Delete.req PDU to MMS Proxy-Relay
	Error! Reference source not found.
	O
	MMSE-DLT-C-002 AND
MMSE-DLT-C-003 AND
MMSE-DLT-C-004 AND
MMSE-DLT-C-005 

	MMSCTR-PDU-C-019
	MMS Proxy-Relay Sending Encapsulated M-Mbox-Delete.conf PDU to MMS Client
	Error! Reference source not found.
	O
	MMSE-DLT-C-002 AND
MMSE-DLT-C-003 AND
MMSE-DLT-C-004 AND
MMSE-DLT-C-007 

	MMSCTR-PDU-C-020
	MMS Proxy-Relay Sending Encapsulated M-Cancel.req PDU to Receiving MMS Client
	Error! Reference source not found.
	O
	MMSE-CNC-C-001 AND
MMSE-CNC-C-002 AND
MMSE-CNC-C-003 AND
MMSE-CNC-C-004 AND
MMSE-CNC-C-005

	MMSCTR-PDU-C-021
	Receiving MMS Client Sending Encapsulated M-Cancel.conf PDU to MMS Proxy-Relay
	Error! Reference source not found.
	O
	MMSE-CNC-C-001 AND
MMSE-CNC-C-002 AND
MMSE-CNC-C-003 AND
MMSE-CNC-C-004 AND
MMSE-CNC-C-006

	MMSCTR-PDU-C-022
	MMS Client Sending Encapsulated M-Delete.req PDU to MMS Proxy-Relay
	Error! Reference source not found.
	O
	MMSE-DPR-C-002 AND
MMSE-DPR-C-003 AND
MMSE-DPR-C-004 AND
MMSE-DPR-C-005 

	MMSCTR-PDU-C-023
	MMS Proxy-Relay Sending Encapsulated M-Delete.conf PDU to MMS Client
	Error! Reference source not found.
	O
	MMSE-DPR-C-002 AND
MMSE-DPR-C-003 AND
MMSE-DPR-C-004 AND
MMSE-DPR-C-005 AND
MMSE-DPR-C-006 AND
MMSE-DPR-C-007


…
6.1.2  Error Considerations

Various error cases may exist.  These include network faults, server faults and service faults.  For network faults (e.g. server not available) or server faults (e.g. bad path) the MMS Proxy-Relay SHALL send an error indication that relates to the transport layer error that was detected.  These errors MAY be recoverable (e.g. MMS Proxy-Relay down temporarily) or may be more permanent in nature. If the MMS Proxy-Relay does not provide an M-Send.conf PDU (for what ever reason) the MMS Client SHOULD be able to recover. Further strategies for recovery or retry are beyond the scope of this document to address. 
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