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First Modified Section

4.1.1
Information Elements
Table 4.1.1.1: MM10 Interrogation Request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Message Type
	Diameter Command Code
	M
	Identification of the MM10 message.


	Trigger Event
	Trigger-Event
	M
	Identification of the event leading to invocation of the MM10 interrogation

	Served User Identity
	Served-User-Identity
	M
	This information element contains the identification of the served user.

	Served User IMSI
	3GPP-IMSI
	C
	This information element contains the identity of the mobile subscriber (IMSI). This element shall be present if received via the access.

	Initial Recipient Address
	Initial-Recipient-Address
	M
	This information element contains the recipients of a multimedia message as requested by the sender. In case of multiple recipients multiple occurrences of this information element shall apply.

	Originating Interface
	Origination Interface
	M
	This information element identifies the interface the multimedia message has been received on.

	Service Key
	Service-Key
	C
	This information element contains identification of the application on the MSCF. It shall be present if the MMS Relay/Server trigger configuration contains this information.

	Sender Address
	Sender-Address
	C
	This information element contains the identity of the sender to be presented to the recipient. This information element shall be available if contained in the multimedia message.

	Delivery Report
	Delivery-Report
	C
	This information contains information about the users request for delivery reports. This information element shall be present if the request has been received in the multimedia message.

	Read Reply
	Read-Reply
	C
	This information contains information about the users request for read reply reports. This information element shall be present if the request has been received in the multimedia message.

	Sender Visibility
	Sender-Visibility
	C
	This information element contains information about the users request to hide the own identity. This information element shall be present if the request has been received in the multimedia message.


Table 4.1.1.2: MM10 Interrogation Response
	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Message Type
	Diameter Command Code
	M
	Identification of the MM10 message.


	Result Code
	Result-Code
	M
	This information element contains the result of the operation.

	
	Status
	O
	This information element contains message status information to notify the served user about the outcome of the message processing.

	
	Status-Text
	O
	This information element contains a response status text to qualify the outcome of the message processing.

	Result Address
	Result-Recipient-Address
	C
	This information element contains the recipient address information resulting from the MSCF processing. This information element shall be available if a success result code is contained.

	Routeing Address Resolution
	Routeing-Address-Resolution
	C
	This information element indicates whether the Routeing-Address contains a resolved or unresolved address. This information element shall be present if Routeing-Address is present, otherwise absent.

	Delivery Report
	Delivery-Report
	O
	This information element contains the delivery report request information resulting from the MSCF processing.

	Sender Visibility
	Sender-Visibility
	O
	This information element contains the sender visibility request information resulting from the MSCF processing.

	Read Reply
	Read-Reply
	O
	This information element contains the read reply request information resulting from the MSCF processing.

	CDR Information
	Billing-Information
	O
	This information element contains transparent billing data resulting from the MSCF processing.


Next Modified Section

6.3
AVPs

The following table describes the Diameter AVPs defined for the MM10 interface protocol, their AVP Code values, types, possible flag values and whether the AVP may or not be encrypted.

Table 6.3.1: Diameter MM10 Application AVPs

	
	AVP Flag rules
	

	Attribute Name
	AVP Code
	Section defined
	Value Type
	Must
	May
	Should not
	Must not
	May Encr.

	Served-User-Identity
	1100
	6.3.1
	Grouped
	M, V
	
	
	
	N

	MSISDN
	701
	6.3.2
	OctetString
	M, V
	
	
	
	N

	VASP-ID
	1101
	6.3.3
	UTF8String
	M, V
	
	
	
	N

	VAS-ID
	1102
	6.3.4
	UTF8String
	M, V
	
	
	
	N

	Trigger-Event
	1103
	6.3.5
	Enumerated
	M, V
	
	
	
	N

	3GPP-IMSI
	1
	6.3.6
	UTF8String
	M, V
	
	
	
	N

	Sender-Address
	1104
	6.3.7
	UTF8String
	M, V
	
	
	
	N

	Initial-Recipient-Address
	1105
	6.3.8
	Grouped
	M, V
	
	
	
	N

	Result-Recipient-Address
	1106
	6.3.9
	Grouped
	M, V
	
	
	
	N

	Sequence-Number
	1107
	6.3.10
	Unsigned32
	M, V
	
	
	
	N

	Recipient-Address
	1108
	6.3.11
	UTF8String
	M, V
	
	
	
	N

	Routeing-Address
	1109
	6.3.12
	UTF8String
	M, V
	
	
	
	N

	Originating-Interface
	1110
	6.3.13
	Enumerated
	M, V
	
	
	
	N

	Delivery-Report
	1111
	6.3.14
	Enumerated
	M, V
	
	
	
	N

	Read-Reply
	1112
	6.3.15
	Enumerated
	M, V
	
	
	
	N

	Sender-Visibility
	1113
	6.3.16
	Enumerated
	M, V
	
	
	
	N

	Service-Key
	1114
	6.3.17
	UTF8String
	M, V
	
	
	
	N

	Billing-Information
	1115
	6.3.18
	UTF8String
	M, V
	
	
	
	N

	Status
	1116
	6.3.19
	Grouped
	M, V
	
	
	
	N

	Status-Code
	1117
	6.3.20
	UTF8String
	M, V
	
	
	
	N

	Status-Text
	1118
	6.3.21
	UTF8String
	M, V
	
	
	
	N

	Routeing-Address-Resolution
	Tbd
	6.3.22
	Enumerated
	M, V
	
	
	
	N

	NOTE 1:
The AVP header bit denoted as ‘M’, indicates whether support of the AVP is required. The AVP header bit denoted as ‘V’, indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see IETF RFC 3588.


Next Modified Section

6.3.9
Result-Recipient-Address AVP

The Result-Recipient-Address AVP (AVP code 1106) is of type Grouped. It contains recipient address information as returned from the MSCF.

Result-Recipient-Address ::= <AVP header: 1106 10415>

[Sequence-Number]

[Recipient-Address]

[Routeing-Address]
[Routeing-Address-Resolution]
[Sender-Address]

[Sender-Visibility]
*[AVP]

Next Modified Section

6.3.22
Routeing-Address-Resolution AVP

The Routeing-Address-Resolution AVP (AVP code tbd.) is of type Enumerated. It indicates whether the corresponding Routeing-Address has been resolved already.

unresolved (0)

resolved (1)
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