Page 1



3GPP CT

March 08-10, 2006

	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	23.140
	CR
	CRNum
	(

rev
	-
	(

Current version:
	6.10.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Fixing the change history of 23.140 v6.10.0

	
	

	Source:
(

	Ericsson

	
	

	Work item code:
(

	MMS6
	
	Date: (

	02/12/2005

	
	
	
	
	

	Category:
(

	D
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	The revision history has an editorial glitch. Referring to CP-050184 when it should be CP-050183.

	
	

	Summary of change:
(

	Change CP-050184 to CP-050183.

	
	

	Consequences if 
(

not approved:
	Editorial mistake.

	
	

	Clauses affected:
(

	Annex O.

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	May be 3GPP2 TSG-X: X.S0016

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request

Change history

	TSG#
	TSG Doc
	CR
	Rev
	Rel
	Subject
	Cat
	Vers-Curr
	Vers-New
	T2 Doc
	Workitem

	TP-07
	TP-000028
	
	
	
	New
	
	2.0.0
	3.0.0
	
	

	
	
	
	
	
	Editorial change by MCC
	
	3.0.0
	3.0.1
	
	

	TP-09
	TP-000144
	001
	-
	Rel-4
	Set of mandatory media formats for MMS
	B
	3.0.1
	4.0.0
	T2-000555
	MMS

	TP-10
	TP-000195
	002
	-
	Rel-4
	High-level description of MMS
	B
	4.0.0
	4.1.0
	T2-000791
	MMS

	TP-11
	TP-010029
	003
	-
	Rel-4
	High-level description of MMS - part II
	B
	4.1.0
	4.2.0
	T2-010264
	MMS

	TP-12
	TP-010128
	004
	-
	Rel-4
	Corrections on MM4 example
	F
	4.2.0
	4.3.0
	T2-010537
	MMS

	TP-12
	TP-010128
	005
	-
	Rel-4
	MMS Media Codec/Format – Corrections, Clarifications and Updates
	F
	4.2.0
	4.3.0
	T2-010539
	MMS

	TP-12
	TP-010128
	006
	-
	Rel-4
	Address Hiding and Read-Reply Report
	F
	4.2.0
	4.3.0
	T2-010559
	MMS

	TP-12
	TP-010128
	007
	-
	Rel-4
	Correction of MMSE definition
	F
	4.2.0
	4.3.0
	T2-010535
	MMS

	TP-13
	TP-010194
	008
	-
	Rel-4
	Clarification of REL-4 MMS authentication
	F
	4.3.0
	4.4.0
	T2-010736
	MMS

	TP-13
	TP-010194
	009
	-
	Rel-4
	MMS address hiding
	F
	4.3.0
	4.4.0
	T2-010737
	MMS

	TP-13
	TP-010194
	010
	-
	Rel-5
	New Figure 5: Interworking with different MMSEs
	D
	4.3.0
	5.0.0
	T2-010741
	MESS5-MMS

	TP-13
	TP-010194
	011
	-
	Rel-5
	Priority field in notification message
	B
	4.3.0
	5.0.0
	T2-010748
	MESS5-MMS

	TP-13
	TP-010194
	012
	-
	Rel-5
	Detailed Notification
	B
	4.3.0
	5.0.0
	T2-010803
	MESS5-MMS

	TP-13
	TP-010194
	013
	-
	Rel-4
	Correction to MMS MM4 interface
	F
	4.3.0
	4.4.0
	T2-010807
	MMS

	TP-13
	TP-010194
	014
	-
	Rel-5
	Editorial changes
	D
	4.3.0
	5.0.0
	T2-010816
	MESS5-MMS

	TP-13
	TP-010194
	015
	-
	Rel-4
	Refinement of the reply-charging service behaviour description.
	F
	4.3.0
	4.4.0
	T2-010848
	MMS

	TP-13
	TP-010194
	016
	-
	Rel-4
	Correction to MMS MM4 interface, delivery report
	F
	4.3.0
	4.4.0
	T2-010849
	MMS

	TP-13
	TP-010194
	017
	-
	Rel-5
	Clarifications and Editorial Changes
	F
	4.3.0
	5.0.0
	T2-010850
	MESS5-MMS

	TP-14
	TP-010280
	019
	-
	Rel-5
	Reference to TS 29.061 specification on RADIUS usage
	A
	5.0.0
	5.1.0
	T2-011020
	MESS5-MMS

	TP-14
	TP-010280
	020
	-
	Rel-5
	Clarification of the reply-charging service behaviour description
	F
	5.0.0
	5.1.0
	T2-011043
	MESS5-MMS

	TP-14
	TP-010280
	023
	-
	Rel-5
	Clarification of Forwarding in MM1 message retrieval
	A
	5.0.0
	5.1.0
	T2-011113
	MESS5-MMS

	TP-14
	TP-010280
	025
	-
	Rel-5
	Removing inconsistency of mandated functionality
	A
	5.0.0
	5.1.0
	T2-011116
	MESS5-MMS

	TP-14
	TP-010280
	026
	-
	Rel-5
	Correction of MM Status Code
	A
	5.0.0
	5.1.0
	T2-011119
	MESS5-MMS

	TP-14
	TP-010280
	028
	-
	Rel-5
	Correction on MM1 and MM4 abstract messages
	A
	5.0.0
	5.1.0
	T2-011127
	MESS5-MMS

	TP-14
	TP-010280
	030
	-
	Rel-5
	clarification of status codes in MM4_read_reply_report.REQ
	A
	5.0.0
	5.1.0
	T2-011201
	MESS5-MMS

	TP-14
	TP-010280
	031
	-
	Rel-5
	Configuration of MMS-capable Ues
	B
	5.0.0
	5.1.0
	T2-011211
	MESS5-MMS

	TP-14
	TP-010280
	032
	-
	Rel-5
	MMS address hiding
	F
	5.0.0
	5.1.0
	T2-011233
	MESS5-MMS

	TP-14
	TP-010280
	033
	-
	Rel-5
	reply-charging clarifications
	F
	5.0.0
	5.1.0
	T2-011234
	MESS5-MMS

	TP-15
	TP-020016
	037
	-
	Rel-5
	Correction on the SMTP-address address encoding
	A
	5.1.0
	5.2.0
	T2-020140
	MESS5-MMS

	TP-15
	TP-020016
	038
	-
	Rel-5
	Introduction of SMTP service extensions over MM4
	B
	5.1.0
	5.2.0
	T2-020144
	MESS5-MMS

	TP-15
	TP-020016
	039
	-
	Rel-5
	MM4 forward routing failure
	B
	5.1.0
	5.2.0
	T2-020145
	MESS5-MMS

	TP-15
	TP-020016
	040
	-
	Rel-5
	Clarification of existing request status codes over MM4
	B
	5.1.0
	5.2.0
	T2-020146
	MESS5-MMS

	TP-15
	TP-020016
	041
	-
	Rel-5
	Delivery report definition correction
	F
	5.1.0
	5.2.0
	T2-020148
	MESS5-MMS

	TP-15
	TP-020016
	042
	-
	Rel-5
	VASP abbreviation
	F
	5.1.0
	5.2.0
	T2-020149
	MESS5-MMS

	TP-15
	TP-020016
	043
	-
	Rel-5
	Correction on the MIME Content-Type Message format on MM4
	A
	5.1.0
	5.2.0
	T2-020151
	MESS5-MMS

	TP-15
	TP-020016
	044
	-
	Rel-5
	Correction of addressing on MM1_Submit.REQ
	F
	5.1.0
	5.2.0
	T2-020155
	MESS5-MMS

	TP-15
	TP-020016
	045
	-
	Rel-5
	Correction of the Forwarding Feature
	A
	5.1.0
	5.2.0
	T2-020156
	MESS5-MMS

	TP-15
	TP-020016
	046
	-
	Rel-5
	Detection of duplicate MMs
	F
	5.1.0
	5.2.0
	T2-020157
	MESS5-MMS

	TP-15
	TP-020016
	047
	-
	Rel-5
	Submission Description Enhancement regarding the IE “Date and Time”
	F
	5.1.0
	5.2.0
	T2-020158
	MESS5-MMS

	TP-15
	TP-020016
	048
	-
	Rel-5
	Adding a reference to 3GPP TS 32.235
	F
	5.1.0
	5.2.0
	T2-020161
	MESS5-MMS

	TP-15
	TP-020016
	049
	-
	Rel-5
	Terminal Capability Negotiation
	B
	5.1.0
	5.2.0
	T2-020162
	MESS5-MMS

	TP-15
	TP-020016
	050
	-
	Rel-5
	Recipient MSISDN address resolution
	B
	5.1.0
	5.2.0
	T2-020211
	MESS5-MMS

	TP-15
	TP-020016
	051
	-
	Rel-5
	Reply-charging bug fixes
	F
	5.1.0
	5.2.0
	T2-020215
	MESS5-MMS

	TP-15
	TP-020016
	052
	-
	Rel-5
	Support of Reply-Charging in MM7
	B
	5.1.0
	5.2.0
	T2-020219
	MESS5-MMS

	TP-15
	TP-020016
	053
	-
	Rel-5
	VASP-related CDR generation
	B
	5.1.0
	5.2.0
	T2-020261
	MESS5-MMS

	TP-15
	TP-020016
	054
	-
	Rel-5
	Persistent Networked-Based Storage Functions
	B
	5.1.0
	5.2.0
	T2-020262
	MESS5-MMS

	TP-15
	TP-020016
	055
	-
	Rel-5
	Functional Description and Abstract Messages for MM7 realization
	B
	5.1.0
	5.2.0
	T2-020263
	MESS5-MMS

	TP-15
	TP-020016
	056
	-
	Rel-5
	MMS UA behaviour with respect to handling MMS parameters on the USIM
	B
	5.1.0
	5.2.0
	T2-020265
	MESS5-MMS

	TP-15
	TP-020016
	057
	-
	Rel-5
	MM1 <-> MM4 header mapping
	B
	5.1.0
	5.2.0
	T2-020270
	MESS5-MMS

	TP-15
	TP-020016
	058
	-
	Rel-5
	Editorial changes
	D
	5.1.0
	5.2.0
	T2-020271
	MESS5-MMS

	TP-15
	TP-020016
	059
	-
	Rel-5
	Correction to Call Data Records definitions
	F
	5.1.0
	5.2.0
	T2-020272
	MESS5-MMS

	TP-15
	TP-020016
	060
	-
	Rel-5
	MM1 addressing formats
	C
	5.1.0
	5.2.0
	T2-020297
	MESS5-MMS

	TP-15
	TP-020016
	061
	-
	Rel-5
	Reference point MM8 to billing system
	B
	5.1.0
	5.2.0
	T2-020275
	MESS5-MMS

	TP-15
	TP-020016
	062
	-
	Rel-5
	MM7 Addressing
	B
	5.1.0
	5.2.0
	T2-020277
	MESS5-MMS

	TP-15
	TP-020016
	063
	-
	Rel-5
	Clarification about Streaming in MMS
	F
	5.1.0
	5.2.0
	T2-020278
	MESS5-MMS

	TP-15
	TP-020016
	064
	-
	Rel-5
	Clarifications on responsibilities of MMS User Agent and MMS Relay/Server
	F
	5.1.0
	5.2.0
	T2-020279
	MESS5-MMS

	TP-16
	TP-020105
	065
	-
	Rel-5
	Parameters for CDR creation related to VASP/VAS connectivity via MM7
	F
	5.2.0
	5.3.0
	T2-020511
	MESS5-MMS

	TP-16
	TP-020105
	066
	-
	Rel-5
	Automatic Bearer Selection for MMS
	B
	5.2.0
	5.3.0
	T2-020586
	MESS5-MMS

	TP-16
	TP-020105
	067
	-
	Rel-5
	Charged Party Indication on MM7
	B
	5.2.0
	5.3.0
	T2-020533
	MESS5-MMS

	TP-16
	TP-020105
	068
	-
	Rel-5
	MM1 - MM7 and MM4 - MM7 header mapping
	B
	5.2.0
	5.3.0
	T2-020534
	MESS5-MMS

	TP-16
	TP-020158
	069
	-
	Rel-5
	MM7 stage 3
	B
	5.2.0
	5.3.0
	T2-020587
	MESS5-MMS

	TP-16
	TP-020105
	070
	-
	Rel-5
	Correction to MM7 Stage 2 on Address Visibility in Sender and Recipient IEs
	F
	5.2.0
	5.3.0
	T2-020536
	MESS5-MMS

	TP-16
	TP-020105
	073
	-
	Rel-5
	Encapsulation of a short message (SMS) in a multimedia message (MMS)
	A
	5.2.0
	5.3.0
	T2-020550
	MESS5-MMS

	TP-16
	TP-020105
	074
	-
	Rel-5
	MM1 and MM7 Interfaces: Message Distribution Indicator.
	B
	5.2.0
	5.3.0
	T2-020547
	MESS5-MMS

	TP-16
	TP-020105
	075
	-
	Rel-5
	Consistent terminology
	F
	5.2.0
	5.3.0
	T2-020548
	MESS5-MMS

	TP-16
	TP-020105
	076
	-
	Rel-5
	Clarification of Persistent Network-based Storage: Store Status and Store Status Text throughout MM1 Reference Point
	F
	5.2.0
	5.3.0
	T2-020549
	MESS5-MMS

	TP-16
	TP-020105
	077
	-
	Rel-5
	Alignment of 3GPP TS 23.140 with 3GPP TS 26.140
	F
	5.2.0
	5.3.0
	T2-020551
	MESS5-MMS

	TP-16
	TP-020105
	078
	-
	Rel-5
	Binary Encoding of MMS Connectivity Information for storage on the USIM
	F
	5.2.0
	5.3.0
	T2-020559
	MESS5-MMS

	TP-16
	TP-020105
	079
	-
	Rel-5
	Additional information elements for the MM1 abstract messages.
	F
	5.2.0
	5.3.0
	T2-020560
	MESS5-MMS

	TP-16
	TP-020105
	080
	-
	Rel-5
	Clarifications
	F
	5.2.0
	5.3.0
	T2-020563
	MESS5-MMS

	TP-16
	TP-020105
	081
	-
	Rel-5
	Definition of Message Size in a CDR
	F
	5.2.0
	5.3.0
	T2-020564
	MESS5-MMS

	TP-16
	TP-020105
	082
	-
	Rel-5
	Correction of incomplete/inconsistent MM4 interface responsibility allocation for delivery reports.
	F
	5.2.0
	5.3.0
	T2-020570
	MESS5-MMS

	TP-17
	TP-020237
	083
	-
	Rel-5
	MMS UA behaviour with respect to handling MMS notification parameters stored on the USIM
	F
	5.3.0
	5.4.0
	T2-020773
	MESS5-MMS

	TP-17
	TP-020237
	085
	-
	Rel-5
	Correction of MM7 Schema
	F
	5.3.0
	5.4.0
	T2-020724
	MESS5-MMS

	TP-17
	TP-020237
	086
	-
	Rel-5
	Reference Update
	F
	5.3.0
	5.4.0
	T2-020734
	MESS5-MMS

	TP-17
	TP-020237
	087
	-
	Rel-5
	MMS UA behaviour for handling number of MMS connectivity parameters sets on the USIM
	F
	5.3.0
	5.4.0
	T2-020735
	MESS5-MMS

	TP-17
	TP-020237
	088
	-
	Rel-5
	Corrections for MM7 submit request/response examples
	F
	5.3.0
	5.4.0
	T2-020737
	MESS5-MMS

	TP-17
	TP-020237
	089
	-
	Rel-5
	Binary Encoding of MMS User Preferences for Storage on the USIM
	F
	5.3.0
	5.4.0
	T2-020749
	MESS5-MMS

	TP-17
	TP-020237
	090
	-
	Rel-5
	Corrections towards MM7 Stage 3 examples
	F
	5.3.0
	5.4.0
	T2-020766
	MESS5-MMS

	TP-17
	TP-020237
	091
	-
	Rel-5
	Changes to the support of MAP operations for recipient MSISDN address resolution based on IMSI.
	F
	5.3.0
	5.4.0
	T2-020809
	MESS5-MMS

	TP-17
	TP-020237
	092
	-
	Rel-5
	Acknowledgements for unconfirmed transactions
	F
	5.3.0
	5.4.0
	T2-020795
	MESS5-MMS

	TP-17
	TP-020237
	093
	-
	Rel-5
	Time stamp definition and time clarification
	F
	5.3.0
	5.4.0
	T2-020797
	MESS5-MMS

	TP-18
	TP-020273
	094
	-
	Rel-5
	MMS message size definition and its support on the MMS UA.
	F
	5.4.0
	5.5.0
	T2-020943
	MESS5-MMS

	TP-18
	TP-020321
	095
	1
	Rel-5
	MMS UA behaviour regarding the MMS parameters on the (U)SIM
	F
	5.4.0
	5.5.0
	-
	MESS5-MMS

	TP-18
	TP-020273
	096
	-
	Rel-5
	Further corrections towards the MM7 XML Schema and MM7 examples
	F
	5.4.0
	5.5.0
	T2-020952
	MESS5-MMS

	TP-18
	TP-020273
	097
	-
	Rel-6
	Version Handling on MM4
	C
	5.4.0
	6.0.0
	T2-020955
	MMS6

	TP-18
	TP-020273
	098
	-
	Rel-6
	Addition of support for “Bcc” field in the MM4 reference point
	F
	5.4.0
	6.0.0
	T2-020957
	MMS6

	TP-19
	TP-030039
	101
	-
	Rel-6
	Transferring distribution indicator as part of message retrieval
	A
	6.0.0
	6.1.0
	T2-030186
	MMS6

	TP-19
	TP-030039
	104
	-
	Rel-6
	Conditional Usage of the Message-ID in MM1_Retrieve.RES
	A
	6.0.0
	6.1.0
	T2-030122
	MMS6

	TP-19
	TP-030039
	105
	-
	Rel-6
	Recipient Handling on MM4
	C
	6.0.0
	6.1.0
	T2-030068
	MMS6

	TP-19
	TP-030039
	109
	-
	Rel-6
	MM1 MMBox View Clarifications
	A
	6.0.0
	6.1.0
	T2-030125
	MMS6

	TP-19
	TP-030039
	112
	-
	Rel-6
	MM4_Read_reply_report processing refers to an incorrect message
	A
	6.0.0
	6.1.0
	T2-030131
	MMS6

	TP-19
	TP-030039
	114
	-
	Rel-6
	Addition of missing field in table K6
	A
	6.0.0
	6.1.0
	T2-030133
	MMS6

	TP-19
	TP-030039
	116
	-
	Rel-6
	Correcting definition of MM7 Version
	A
	6.0.0
	6.1.0
	T2-030194
	MMS6

	TP-20
	TP-030115
	119
	-
	Rel-6
	Updating references
	A
	6.1.0
	6.2.0
	T2-030327
	MMS6

	TP-20
	TP-030115
	120
	-
	Rel-6
	Support for DRM in MMS
	B
	6.1.0
	6.2.0
	T2-030357
	MMS6

	TP-20
	TP-030115
	121
	-
	Rel-6
	Extension of the X-Mms-MM-Status-Code “reject”, in the MM4_Delivery_report.REQ (CR)
	B
	6.1.0
	6.2.0
	T2-030337
	MMS6

	TP-20
	TP-030115
	122
	-
	Rel-6
	Addition of IEs that currently exist in MM1/MM4 but not in MM7
	B
	6.1.0
	6.2.0
	T2-030338
	MMS6

	TP-20
	TP-030115
	123
	-
	Rel-6
	Over the air provisioning in MMS
	B
	6.1.0
	6.2.0
	T2-030339
	MMS6

	TP-20
	TP-030115
	124
	-
	Rel-6
	Addition of information regarding encrypted or obfuscated address in MM7
	B
	6.1.0
	6.2.0
	T2-030340
	MMS6

	TP-20
	TP-030115
	125
	-
	Rel-6
	Addition of Service Provider Identification to the MM7 reference point
	B
	6.1.0
	6.2.0
	T2-030341
	MMS6

	TP-20
	TP-030115
	126
	-
	Rel-6
	Charged Party ID (CR)
	B
	6.1.0
	6.2.0
	T2-030344
	MMS

	TP-20
	TP-030115
	127
	-
	Rel-6
	Correction of RFC 2821 reference
	A
	6.1.0
	6.2.0
	T2-030347
	MMS6

	TP-21
	TP-030174
	130
	-
	Rel-6
	Invalid MM7 references
	F
	6.2.0
	6.3.0
	T2-030451
	MMS6

	TP-21
	TP-030174
	131
	-
	Rel-6
	Enhancements to DRM support in MMS
	B
	6.2.0
	6.3.0
	T2-030473
	MMS6

	TP-21
	TP-030174
	132
	-
	Rel-6
	Clarity on USIM versus Over the air provisioning in MMS
	C
	6.2.0
	6.3.0
	T2-030474
	MMS6

	TP-21
	TP-030174
	133
	-
	Rel-6
	Inaccuracies in Annexes I & K
	F
	6.2.0
	6.3.0
	T2-030532
	MMS6

	TP-21
	TP-030174
	134
	-
	Rel-6
	Size in Retrieval request
	C
	6.2.0
	6.3.0
	T2-030490
	MMS6

	TP-21
	TP-030174
	135
	-
	Rel-6
	Transfer over MM3
	C
	6.2.0
	6.3.0
	T2-030533
	MMS6

	TP-21
	TP-030174
	136
	-
	Rel-6
	Extension of MM4 interface for delivery report
	B
	6.2.0
	6.3.0
	T2-030534
	MMS6

	TP-21
	TP-030174
	137
	-
	Rel-6
	Reply charging in case of forwarding
	B
	6.2.0
	6.3.0
	T2-030499
	MMS6

	TP-21
	TP-030174
	138
	-
	Rel-6
	Addition of Information elements to MM7
	B
	6.2.0
	6.3.0
	T2-030504
	MMS6

	TP-22
	TP-030268
	140
	-
	Rel-6
	Correction in MM1-MM4/MM7 header mapping
	F
	6.3.0
	6.4.0
	T2-030587
	MMS6

	TP-22
	TP-030268
	141
	-
	Rel-6
	Clarifying the Element of Information “Linked ID”
	F
	6.3.0
	6.4.0
	T2-030624
	MMS6

	TP-22
	TP-030268
	142
	-
	Rel-6
	Cleaning up last references to RFC822, and deletion of non existing /TYPE=rfc822
	F
	6.3.0
	6.4.0
	T2-030625
	MMS6

	TP-22
	TP-030268
	143
	-
	Rel-6
	Conditional delivery mechanism for MMS
	B
	6.3.0
	6.4.0
	T2-030629
	MMS6

	TP-22
	TP-030268
	144
	-
	Rel-6
	Automatic and Manual Retrieval Modes
	F
	6.3.0
	6.4.0
	T2-030630
	MMS6

	TP-22
	TP-030268
	145
	-
	Rel-6
	MM4 addressing
	F
	6.3.0
	6.4.0
	T2-030631
	MMS6

	TP-22
	TP-030268
	146
	-
	Rel-6
	Addition of missing MM7 Delivery report status codes
	F
	6.3.0
	6.4.0
	T2-030635
	MMS6

	TP-22
	TP-030268
	147
	-
	Rel-6
	MM7, Allow Adaptations default value
	F
	6.3.0
	6.4.0
	T2-030636
	MMS6

	TP-23
	TP-040050
	149
	-
	Rel-6
	On the handling of MM7 messages composed with different XML schema
	F
	6.4.0
	6.5.0
	T2-040054
	MMS6

	TP-23
	TP-040050
	151
	-
	Rel-6
	Correction of the MM7 Schema, change “TimeStamp” to “date”
	F
	6.4.0
	6.5.0
	T2-040141
	MMS6

	TP-23
	TP-040050
	152
	-
	Rel-6
	MM7 – Charged party, third party value
	F
	6.4.0
	6.5.0
	T2-040142
	MMS6

	TP-23
	TP-040050
	153
	-
	Rel-6
	MMS Online Charging
	B
	6.4.0
	6.5.0
	T2-040128
	MMS6

	TP-23
	TP-040050
	154
	-
	Rel-6
	Updates to Annex M (Delivery Report Generation)
	F
	6.4.0
	6.5.0
	T2-040129
	MMS6

	TP-23
	TP-040050
	155
	-
	Rel-6
	Content of RCPT in MM4
	F
	6.4.0
	6.5.0
	T2-040130
	MMS6

	TP-23
	TP-040050
	156
	-
	Rel-6
	Management of Hyperlinks in MMS
	B
	6.4.0
	6.5.0
	T2-040132
	MMS6

	TP-24
	TP-040095
	158
	
	Rel-6
	Addition of recipient list to MM4_Forward.RES
	B
	6.5.0
	6.6.0
	T2-040258
	MMS6

	TP-24
	TP-040095
	159
	
	Rel-6
	Correcting “X-Mms-Read-Status” erroneous mapping on Annex I
	F
	6.5.0
	6.6.0
	T2-040257
	MMS6

	TP-24
	TP-040095
	161
	
	Rel-6
	Changing erroneous OMA references from MMS1.1 to MMS1.2
	F
	6.5.0
	6.6.0
	T2-040237
	MMS6

	TP-24
	TP-040095
	162
	
	Rel-6
	MM7 delivery conditions for MMS
	B
	6.5.0
	6.6.0
	T2-040260
	MMS6

	TP-24
	TP-040095
	163
	
	Rel-6
	Size indication by MMS UA
	C
	6.5.0
	6.6.0
	T2-040243
	MMS6

	TP-25
	TP-040172
	164
	
	Rel-6
	Deletion of annex K.6
	F
	6.6.0
	6.7.0
	T2-040359
	MMS6

	TP-25
	TP-040172
	165
	
	Rel-6
	Clarification about WAP-based and IP-based MM1 implementations
	F
	6.6.0
	6.7.0
	T2-040342
	MMS6

	TP-25
	TP-040172
	166
	
	Rel-6
	Introducing Application Addressing in MMS
	B
	6.6.0
	6.7.0
	T2-040347
	MMS6

	TP-25
	TP-040172
	167
	
	Rel-6
	Adding status text in the MM1 Delivery Report
	C
	6.6.0
	6.7.0
	T2-040355
	MMS6

	TP-25
	TP-040172
	168
	
	Rel-6
	Indication about Content Adaptation
	C
	6.6.0
	6.7.0
	T2-040356
	MMS6

	TP-25
	TP-040172
	169
	
	Rel-6
	Clarification of interpretation of value “No” in  Information Element “Forward to Originator UA” in the MM4 Delivery Report Forwarding
	C
	6.6.0
	6.7.0
	T2-040358
	MMS6

	TP-25
	TP-040172
	170
	
	Rel-6
	Clarification of MM4_Forward.RES covering partial status information.
	C
	6.6.0
	6.7.0
	T2-040362
	MMS6

	TP-25
	TP-040172
	171
	
	Rel-6
	Support for multiple and single recipients on MM4
	C
	6.6.0
	6.7.0
	T2-040352
	MMS6

	TP-25
	TP-040172
	172
	
	Rel-6
	Adding the Information Elements VASID and VASPID to the MM7_Deliver.REQ
	B
	6.6.0
	6.7.0
	T2-040354
	MMS6

	TP-25
	TP-040172
	173
	
	Rel-6
	Support of Messaging Service Control Function (MSCF)
	B
	6.6.0
	6.7.0
	T2-040369
	MMS6

	TP-25
	TP-040172
	174
	
	Rel-6
	Additional DRM Requirements to the MMS Relay Server
	B
	6.6.0
	6.7.0
	T2-040357
	MMS6

	TP-26
	TP-040226
	175
	
	Rel-6
	Adding collision prevention mechanism to application addressing
	C
	6.7.0
	6.8.0
	T2-040455
	MMS6

	TP-26
	TP-040226
	176
	
	Rel-6
	Precision for the recipient entities' behaviour upon reception of an abstract message containing a destination application identifier
	F
	6.7.0
	6.8.0
	T2-040411
	MMS6

	TP-26
	TP-040226
	177
	
	Rel-6
	Replacing and Cancelling Multimedia Message in Recipient Terminal
	B
	6.7.0
	6.8.0
	T2-040447
	MMS6

	TP-26
	TP-040226
	178
	
	Rel-6
	Information about Content to Recipient Terminal
	B
	6.7.0
	6.8.0
	T2-040450
	MMS6

	TP-26
	TP-040226
	179
	
	Rel-6
	Truncating the “subject” element of an MM1_notification.REQ for adopting to carrier layer limitations and decreasing the response delay
	F
	6.7.0
	6.8.0
	T2-040463
	MMS6

	TP-26
	TP-040226
	180
	
	Rel-6
	Clarifying that the terminal hosting Application(s) identifies its capabilities in a binary way
	F
	6.7.0
	6.8.0
	T2-040460
	MMS6

	TP-26
	TP-040226
	181
	
	Rel-6
	Deletion of deferred MMs from the MMS Relay/Server
	B
	6.7.0
	6.8.0
	T2-040457
	MMS6

	TP-26
	TP-040226
	182
	
	Rel-6
	Resolving DNS to an IP address using procedures of RFC2821
	B
	6.7.0
	6.8.0
	T2-040449
	MMS6

	TP-26
	TP-040226
	183
	
	Rel-6
	MM4 _forward.REQ counter definition
	F
	6.7.0
	6.8.0
	T2-040459
	MMS6

	TP-26
	TP-040226
	184
	
	Rel-6
	Adding Recipient handset capabilities in the MM7_delivery_report.REQ and MM7_deliver.REQ transactions
	B
	6.7.0
	6.8.0
	T2-040445
	MMS6

	TP-26
	TP-040226
	185
	
	Rel-6
	Additional Error situation in MM7_Deliver.RES
	B
	6.7.0
	6.8.0
	T2-040426
	MMS6

	TP-26
	TP-040226
	186
	
	Rel-6
	Allow more than one DeliveryCondition at a time
	C
	6.7.0
	6.8.0
	T2-040446
	MMS6

	TP-26
	TP-040226
	187
	
	Rel-6
	Clarification of schema versioning
	F
	6.7.0
	6.8.0
	T2-040441
	MMS6

	TP-26
	TP-040226
	188
	
	Rel-6
	Error Status Codes related to Application Addressing over MM7
	B
	6.7.0
	6.8.0
	T2-040442
	MMS6

	TP-26
	TP-040226
	189
	
	Rel-6
	Rapporteur’s check of 23.140
	F
	6.7.0
	6.8.0
	T2-040391
	MMS6

	TP-26
	TP-040226
	190
	
	Rel-6
	Addition of roaming detection and MMS capability detection as part of functionalities of the MMS Relay/Server 
	F
	6.7.0
	6.8.0
	T2-040419
	MMS6

	TP-26
	TP-040226
	191
	
	Rel-6
	Correct a typo, in Information Element Applic-ID (MM7_Deliver.REQ)
	D
	6.7.0
	6.8.0
	T2-040383
	MMS6

	TP-26
	TP-040226
	192
	
	Rel-6
	Editorial Modifications in section 7.2.3 Address Formats on MM7
	D
	6.7.0
	6.8.0
	T2-040462
	MMS6

	TP-26
	TP-040226
	193
	
	Rel-6
	Stage 3 MM7 Schema, addition of application, contentclass, drmcontent, vasp id, extended cancel/replace, deliverycondition and uacapabilities elements.
	B
	6.7.0
	6.8.0
	T2-040443
	MMS6

	TP-26
	TP-040226
	194
	
	Rel-6
	Collective Changes to improve the MM4 interface
	C
	6.7.0
	6.8.0
	T2-040470
	MMS6

	TP-26
	TP-040226
	195
	
	Rel-6
	Adding the Information Elements VAS-ID and VASP-ID in MM7_DeliveryReport and MM7_ReadReplyReport.
	B
	6.7.0
	6.8.0
	T2-040444
	MMS6

	TP-27
	TP-050050
	196
	
	Rel-6
	Definition of the notification procedure for MM addressed to the USIM
	B
	6.8.0
	6.9.0
	T2-050031
	MMS6

	TP-27
	TP-050050
	197
	
	Rel-6
	Correcting Extended Canceling and Replacing
	F
	6.8.0
	6.9.0
	T2-050037
	MMS6

	CT#28
	CP-050183
	198
	
	Rel-6
	Outdated reference to the XML schema
	F
	6.9.0
	6.10.0
	-
	MMS6

	CT#28
	CP-050204
	199
	
	Rel-6
	Correcting Extended Canceling and Replacing
	F
	6.9.0
	6.10.0
	-
	MMS6


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

