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1 Reason for Change

R01 – online edits during Brooklyn mtg

CR addresses the following CONRR Comments:

	ID
	Open Date
	Type
	Section
	Description
	Status

	B005
	2012.05.16
	T
	5.2

(Architecture Diagram)
	Source: Suresh Chitturi

Form: OMA-CONR-2012-0091

Comment: Follow-up with RIM comment (A001), the AD does not expose CAB-NNI-1, which is required to interoperate with CAB 1.1.

Proposed Change: 

Add CAB-NNI-1 to the AD diagram. For the normative text i.e. in the interface definition, one option would be reference the CAB 1.0 AD rather than re-defining it in SCAB AD.

Indicate which intrinsic function will be responsible to process the SIP:MESSAGE messages.

Similarly follow-up CRs in TS will be needed.
	Status: CLOSED

by OMA-COM-S-CAB-2012-0151

	A004
	2012.05.17
	T/Q
	5.1
	Source: Ericsson

Form: OMA-CONR-2012-0083

Comment: Is S-CAB-HLF-005 solved in the S-CAB TSs? 

Proposed Change: Future release?
	Status: CLOSED

by OMA-COM-S-CAB-2012-0151

	A005
	2012.05.17
	T
	5.1
	Source: Ericsson

Form: OMA-CONR-2012-0083

Comment: Is S-CAB-HLF-013 solved in the S-CAB TSs? 

Proposed Change: Mark it Future release.
	Status: CLOSED

by OMA-COM-S-CAB-2012-0151  

	A009
	2012.05.17
	T
	5.1.4
	Source: Ericsson

Form: OMA-CONR-2012-0083

Comment: In S-CAB-IOT-001 clarify that CAB 1.0 is what defines the CAB environment.

Proposed Change: 

The S-CAB Enabler SHALL support interoperability with CAB 1.0 Enabler to ensure inter-domain compatibility (i.e. within CAB Environment) with features defined in CAB 1.0, i.e. cross domain aspects for the following features: 1) Contact Subscription 2) Contact Share 3) Contact Search and 4) Contact Added.
	Status: CLOSED

by OMA-COM-S-CAB-2012-0151

	C067
	2012.05.17
	T
	5.9.x
	Source: Ericsson

Form: OMA-CONR-2012-0083

Comment: Missing ContactAdd text from CAB 1.0 TS.

Proposed Change:  Add ContactAdd feature spec in the Server.
	Status: CLOSED

partly by OMA-COM-S-CAB-2012-0151


2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The COM S-CAB WA is recommended to agree on the changes proposed in this CR and implement it accordingly in the S-CAB AD.
6 Detailed Change Proposal

Change 1:  Update section 5.1  as described below 
5.1 Architectural Diagram 
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Figure 1: Simplified CAB Architecture Diagram

Change 2:  Update section 5.3.1.2.4  as described below : To the editor section number is not correct bleow

1.1.1.1.1 Contact Status Function

The Contact Status Function populates the S-CAB or CAB capability of a contact.  While several mechanisms are possible to determine the S-CAB capability of other users, such as: one time Contact Subscription, contact search, exchange of S-CAB capability through Presence Server [OMA Pres], none is mandated by this specification. 

If the S-CAB Server supports the exchange of S-CAB capability information via the Presence Enabler [OMA Pres], the S-CAB Server SHALL perform the following:

· Through the Presence Source Function publishes to the Presence Enabler the S-CAB capability for those S-CAB Users served by this S-CAB Server (as Permanent Presence State [OMA Pres] to the Presence XDMS, or as a regular SIP Publish to the Presence Server);

· Through the Presence Watcher Function subscribes to the Presence information of the contacts of the S-CAB Users served by this S-CAB Server in order to receive their S-CAB or CAB capability as part of the Presence information updates; and,

· Through the XDM Agent Function requests updates in the S-PCC document to include S-CAB User’s contacts S-CAB capability information.
The Contact Status Function is used to notify an S-CAB User about his/her inclusion in other S-CAB Users and CAB 1.0 Users Address Books.
Change 3:  Add a new section 5.3.2.10  as described below 

5.3.2.10 Interface S-CAB-NNI1: S-CAB server

The S-CAB-NNI1interface is exposed by the S-CAB Server for the following functionality:

· To send a notification with ‘S-CAB Contact Added’ data, when a S-CAB User has added another S-CAB User or a CAB 1.0 User; 

· To receive a notification with ‘S-CAB Contact Added’ data, when another S-CAB User, or a CAB 1.0 User has added the S-CAB User into their Address Book.
Note: This interface offers a sub-set of the functionality of CAB-NNI described in [CAB1.0 AD].
Add ref
2.2 Informative References
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	[CAB 1.0 AD]
	“Converged Address Book Architecture Description”, Version 1.0, Open Mobile Alliance™, OMA-AD-CAB-V1_0,
URL:http://www.openmobilealliance.org/ 











NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 6)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20120101-I]

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 6 (of 6)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20120101-I]

_1403535893.vsd



















XDM Enabler, SIP/IP Core 
and PUSH Enabler



S-CAB Client


S-CAB Server


SIC-1


XDM-3i


SIC-2


XDM-5i


Push-CAI


Components specified by this enabler

Components not specified by this enabler  Interfaces specified or normatively used by this enabler

Interfaces not specified by this enabler


XDM8.2i


XDM-4i


XDM-4i


LIST XDMS


XDM-7i


S-CAB XDMS


S-CAB-NNI1



_1395130814.vsd



















XDM Enabler, SIP/IP Core 
and PUSH Enabler



S-CAB Client


S-CAB Server


SIC-1


XDM-3i


SIC-2


XDM-5i


Push-CAI


Components specified by this enabler

Components not specified by this enabler  Interfaces specified or normatively used by this enabler

Interfaces not specified by this enabler


XDM8.2i


XDM-4i


XDM-4i


LIST XDMS


XDM-7i


S-CAB XDMS



