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1 Reason for Change

R01 – online edits during Brooklyn mtg

CR addresses the following CONRR Comments:

	ID
	Open Date
	Type
	Section
	Description
	Status

	C067
	2012.05.17
	T
	5.9.x
	Source: Ericsson

Form: OMA-CONR-2012-0083

Comment: Missing ContactAdd text from CAB 1.0 TS.

Proposed Change:  Add ContactAdd feature spec in the Server.Source: Ericsson

Form: OMA-CONR-2012-0083

Comment: Resolve the Editor’s Note. The Solution with Indirect Update Objects in S-CAB does not longer require this XDM 2.2 function.

Proposed Change: Remove bullet 1) c) and the Editor’s Note.
	>Status: CLOSED

by OMA-COM-S-CAB-2012-0154


2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

TS XDM and XSD Scab extensions need to be updated.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The COM S-CAB WA is recommended to agree on the changes proposed in this CR and implement it accordingly in the S-CAB TS.
6 Detailed Change Proposal

Change 1:  Add a new section 5.x after 5.9 as described below 
5.9.2 Mutual Contact Status Information

To support mutual contact status information, the S-CAB Server Contact Status function SHALL update the <mutual-contact-status> element included in the <contact-type> element included in Confirmed Contact Card in the S-AB Application Usage as described in [S-CAB XDM TS] section S-AB Application Usage with the following clarifications.

The S-CAB Server:

1) SHALL detect when a contact is S-CAB or CAB 1.0 User by the presence of an <s-cab> element or a <cab> element in the <contact-type> element of a Confirmed Contact Card, and if the <send-notification-contact-added> element  of the S-CAB User Preferences Document has the value “true” as describe in [S-CAB XDM TS] continue with the next step;
2) SHALL check that the contact associated with the Confirmed Contact Card has access permissions to retrieve the S-CAB User’s PCC Document and if that is the case continue with the next steps.
5.9.2.1Mutual Contact Status handling within same domain
If the contact and the S-CAB User belong to the same local domain, the S-CAB Server SHALL perform the following:
a) if the <receive-notification-when-contact-added> element is set to “true” in the contact’s S-CAB User Preference Document and,
b) if the contact has a Confirmed Contact Card associated with the S-CAB User, then
the S-CAB Server SHALL set the <mutual-contact-status> element in both S-CAB Users’ Confirmed Contact Cards to the value “mutual”. 
Else, if the contact does not have a Confirmed Contact Card associated with the S-CAB User:

i)  the S-CAB Server SHALL create a Confirmed Contact Card in the contact’s S-AB Application Usage, and
ii) it SHALL set the contact’s <mutual-contact-status> element  to the value “added-by-contact” and the S-CAB User’s <mutual-contact-status>element to the value “unknown”.   
If the contact’s <receive-notification-when-contact-added> element is not set to “true”, the S-CAB Server SHALL set the S-CAB User’s <mutual-contact-status>element to the value “unknown” and SHALL NOT create <mutual-contact-status>element in the contact’s Confirmed Contact Card. 
5.9.2.2Mutual Contact Status handling inter-domain
The contact can be a S-CAB User or a CAB 1.0 User in this case. The mutual contact status information between S-CAB Users and CAB-Users in different remote domains, is exchanged using SIP MESSAGE.

5.9.2.2.1 Originating side procedures
The Contact Status Function in the S-CAB Server SHALL construct and send a SIP MESSAGE to the SIP/IP Core, as described [S-CAB AD] using the following steps:

c) it SHALL set the Request-URI of the SIP MESSAGE with the value of the recipient’s XUI (i.e. the value of added-XUI):
d) it SHALL set the To header field of the SIP MESSAGE with the Request-URI;
e) it SHALL set the From header field of the SIP MESSAGE with the value of the originator’s S_CAB User XUI (i.e. the value of owner-XUI) and the ‘display-name’ parameter of the From header to the Owner’s display-name from his/her PCC that has the highest ‘pref’ value;
f) it SHALL set the P-Asserted-Identity header field of the SIP MESSAGE with the value of the originator’s XUI (i.e. the value of owner-XUI);
g) it SHALL set the Contact header field with the value of the CAB feature tag, i.e. “3gpp-service.ims.icsi.oma.cab_1.0;
h) it SHALL set the P-Preferred-Service header field with the value of the CAB feature tag, i.e. "“3gpp-service.ims.icsi.oma.cab_1.0;
i) It SHALL an empty body in the SIP MESSAGE, and;
j) It SHALL send the SIP MESSAGE according to the procedures of the  SIP/IP Core that is referenced in [OMA XDM Core].
The Contact Status Function SHALL create a <mutual-contact-status> element in the Confirmed Contact Card with the value set to “unknown” to indicate that a notification has been sent to the remote domain, or if  the <mutual-contact-status> element exists and contains the value “added-by-contact” it SHALL change it to “mutual”.

5.9.2.2.2 Terminating side procedures
When the S-CAB Server receives a SIP MESSAGE:

1) It SHALL check if the feature tag “3gpp-service.ims.icsi.oma.cab_1.0” is present in the Contact header field. If the feature tag is not present, or the value is not recognized, the CAB Server SHALL reject the request with SIP 403 "Forbidden" response;
2) It SHALL check if the values of “To” and “From” match the semantics of added-XUI and owner-XUI respectively, in which case it SHALL respond with 200 OK SIP response according to [RFC 3428] and continue with the next step. If any of these checks fail, then it SHALL reject the request with 488 Not Acceptable Here SIP response and it SHALL not continue with the next step;


3) It SHALL use the information in the “To” header to locate the receiving S-CAB User’s S-AB, and the information in the “From” header to identify if a Confirmed Contact Card associated with the sending S-CAB or CAB User exists in the recipient’s S-AB;
4) 
5) if the <receive-notification-when-contact-added> element is set to “true” in the receiving S-CAB User Preference Document, then
a) if the originating S-CAB or CAB User has an associated Confirmed Contact Card, the S-CAB Server SHALL update the <mutual-contact-status> element to contain the value “mutual”. 
b) If the originating S-CAB or CAB User does not have an associated Confirmed Contact Card, the S-CAB Server SHALL create a Confirmed Contact Card using information from the received SIP MESSAGE, or from the originating S-CAB or CAB User’s PCC Document. S-CAB Server SHALL include a <mutual-contact-status> element in the created Confirmed Contact Card, with the value “added-by-contact” to indicate to the receiving S-CAB User that this Confirmed Contact Card was created by the Contact Status function upon a notification for contact-added. 
NOTE: As soon as the S-CAB User starts updating a Confirmed Contact Card for a contact that has the <mutual-contact-status> element with a value of “added-by-contact”, the S-CAB Server SHALL change the element value to “mutual”. The update can be the result of any one of S-CAB User management operations, Contact Subscriptions, import/external subscriptions.
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