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1 Reason for Change

After the Athens meeting an analysis on WLAN related matters has been done. The outcome has shown that inter-working development should be taken into consideration as it is previewed to see in the market devices implementing several technologies (i.e. 3GPP radio access and 802.11 WLAN). The 3GPP “Inter-working WLAN” (I-WLAN), which allows a seamless access to 3GPP services via 802.11 compliant networks, involves terms and procedures that must be taken into account to avoid interoperability issues.

Introducing this new reference will facilitate the interoperability of the “WLAN Bearer” management object.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to integrate this reference to the latest “WLAN Bearer” technical specification.

6 Detailed Change Proposal

Change 1:  New reference in section 2.2

2.2 Normative Authorities of Reference

Various parameters specified in the management objects defined in this document rely on an authority outside the scope of this specification to supply the set of acceptable values and value formats. In such references to external authority, only the directly cited material is referenced, not the entire external specification. The following authorities of reference are used in this document:

	[802.1X]
	IEEE Std 802.1X-2001. IEEE, http://www.ieee.org/

	[TS24.234]
	3GPP TS 24.234: 3GPP System to WLAN Interworking; User Equipment to Network Protocols; Stage 3 (Release 6), 3GPP, http://www.3gpp.org

	[RFC2246]
	The TLS Protocol, T. Dierks, C. Allen, January 1999, 
URL: http://www.ietf.org/rfc/rfc2246.txt

	[WISPR]
	Best Current Practices for Wireless Internet Service Provider (WISP) Roaming, Wi-Fi Alliance – Wireless ISP Roaming (WISPr). Wi-Fi Alliance, http://www.wi-fialliance.org/

	[WLAN]
	ANSI/IEEE Std 802.11, 1999 Edition. IEEE, http://www.ieee.org/

	[WPA]
	Wi-Fi Protected Access (WPA) Version 2.0. Wi-Fi Alliance, http://www.wi-fialliance.org/


Change 2:  Use of reference in section 5.4

5.4 Node descriptions

…/WLAN
	Status
	Occurrence
	Format
	Access

	Required
	One
	Node
	Get


This interior node specifies the bearer-specific parameters for a Network Access Point management object which describes a WLAN access point or ad hoc WLAN..

WLAN/PRI-SSID
	Status
	Occurrence
	Format
	Access

	Required
	One
	chr
	Get


The PRI-SSID [WLAN] parameter indicates the primary SSID (name) of the WLAN network. A WLAN network identified by a SSID can contain several physical access points identified by the MAC address (BSSID).

WLAN/PRI-U-SSID
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	chr
	Get


Used PRI-U-SSID [WLAN] is the used primary SSID. It is associating to the network instead of PRI-SSID.  For example use “Homerun1X” instead of “Homerun”, when scanning discovers “Homerun”. This is an optional field. Please refer to Appendix B for further details.

WLAN/PRI-H-SSID
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	chr
	Get


The PRI-H-SSID [WLAN] parameter indicates that the SSID is hidden. If the parameter is omitted then the SSID is not hidden and if it is included it is hidden. Direct scan is used to check if a hidden SSID is available. Direct scanning is not normally used because it is slower than normal active or passive scanning. Please refer to Appendix B for further details.

WLAN/SEC-SSID
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrMore
	node
	Get


SEC-SSID interior node defines the parameter list of secondary SSIDs.

WLAN/SEC-SSID/<X>
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	node
	Get


This interior node distinguishes different secondary SSIDs.

WLAN/SEC-SSID/<X>/S-SSID
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	chr
	Get


The S-SSID [WLAN] holds the SSID of a single secondary SSID.

WLAN/SEC-SSID/<X>/S-U-SSID
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	chr
	Get


As the primary SSID (PRI-SSID) can include a used SSID (PRI-U-SSID), then also the secondary SSID’s can as well hold a used SSID. Please refer to parameter PRI-U-SSID for details.

WLAN/NET-MODE
	Status
	Occurrence
	Format
	Access

	Optional
	ZeroOrOne
	chr
	Get


The NET-MODE node indicates the operational mode of the WLAN. Please refer to [WLAN] for details. If the parameter is not set or if the parameter is omitted, then infrastructure mode is assumed. Possible values are indicated in table below:

	NET-MODE
	Description

	INFRA
	Infrastructure network 

	ADHOC
	Ad hoc network

	I-WLAN
	Interworking WLAN. Please refer to [TS24.234] for details


Table 1: NET-MODE
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