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1 Reason for Change

This CR proposes to add state of section 5. Device Capability Management Object. Current state is confined to narrow limits. Just it is true or false. And, H/W component is controlled by state. If they have more state, we will be reduce unnecessary activity and improve high credibility. 
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

n/a
6 Detailed Change Proposal
Change 1:  Add  Aux State for Management Object
5.   Device Capability Management Object
5.2 Figure of the Management Object
(Informative)
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Figure 1: Device Capability Management Object
5.2 Device Capability Management Object Parameters
Device Capability Management Object consists of following parameters:
<x>
	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	ZeroOrMore
	Node
	Get 


This interior node groups together the parameters of a DCMO. The ancestor elements of this node define the position in the DM tree of this MO. 

The type of this node MUST be the DCMO MOI ‘urn:oma:mo:oma-dcmo:1.0’.

<x>/Identifier
	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	One
	Chr
	Get


This leaf node specifies the identifier for a Device Capability.
Editor Notes: This identifier will be defined by DCAP WG. Some examples: Identifier for Camera, Keyboard, etc.
<x>/Category
	Status
	Tree Occurrence
	Format
	Min. Access Types

	OPTIONAL
	ZeroOrOne
	Chr
	Get


This node specifies the category for Device Capabilities.

Editor Notes: This is similar with UAPROF Component Concept. More information will be added later.
<x>/ Description
	Status
	Tree Occurrence
	Format
	Min. Access Types

	OPTIONAL
	ZeroOrOne
	Chr
	Get


This leaf node specifies the description for this Device Capability.

<x>/ State
	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	ZeroOrOne
	Boolean
	Get


This leaf node specifies the state for the Device Capability. If the value of this node is “True” the Device Capability is in Disabled State; if the node is not present or the value of is “False” the Device Capability is in Enabled State;
Change 2:  Add  description of Aux State

<x>/ Aux State
	Status
	Tree Occurrence
	Format
	Min. Access Types

	OPTIONAL
	ZeroOrOne
	int
	Get


This leaf node specifies the aux state for the Device Capability. This value is set by the device and the possible values are:

	Aux State
	Description
	Integer Value

	Enabled by user
	The device is in Enabled State by user
	10

	Temporary enabled
	The device is in Temporary enabled State
	20

	Disabled by user
	The device is in Disabled State by user
	30

	Disabled by server
	The device is in Disabled State by server
	40

	Temporary disabled
	The device is in Temporary disabled State
	50


<x>/Operations
	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	One
	Node
	Get


This node is a parent node for Operations that can be executed for Device Capability in the device.
<x>/Operations/Enable
	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	One
	Null
	Get, Exec


This node is used with Exec command to enable the Device Capability to transfer the Device Capability from Disabled State to Enabled state.
<x>/Operations/Disable
	Status
	Tree Occurrence
	Format
	Min. Access Types

	REQUIRED
	One
	Null
	Get, Exec


This node is used with Exec command to disable the Device Capability to transfer the Device Capability from Enabled State to Disabled State. 

<x>/Operations/Ext
	Status
	Tree Occurrence
	Format
	Min. Access Types

	OPTIONAL
	ZeroOrOne
	Node
	Get


This node designates a branch of the Operations sub-tree into which vendor extensions MAY be added, permanently or dynamically. Ext sub trees, such as this one, are included at various places in the Device Capability Management Object to provide flexible points of extension for vendor-specific parameters. However, vendor extensions MUST NOT be defined outside of one of these Ext sub-trees.

<x>/Ext
	Status
	Tree Occurrence
	Format
	Min. Access Types

	OPTIONAL
	ZeroOrOne
	Chr
	Get


This node designates a branch of the <x> sub-tree into which vendor extensions MAY be added, permanently or dynamically. Ext sub trees, such as this one, are included at various places in the Device Capability Management Object to provide flexible points of extension for vendor-specific parameters. However, vendor extensions MUST NOT be defined outside of one of these Ext sub-trees.
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