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1. Scope

The Enabler Test Requirements (ETR) document for the Enabler under consideration is created and maintained by the Technical Working Group (TWG) responsible for the technical specifications for the corresponding Enabler.

The ETR document is intended to cover at least those requirements collected in the Requirements Document (RD) and the Architecture Document (AD) in addition to any other items the TWG has identified as important enough to warrant attention from interoperability perspective and identify any technical functionalities that should be covered by testing.

2. References

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.3, Open Mobile Alliance™, 
OMA-ORG-IOP_Process-V1_3, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[ERELD]
	 “Enabler Relese Document for DCMO”, Open Mobile Alliance™,
OMA-ERELD-DCMO-V1_0, URL:http://www.openmobilealliance.org/

	[DMPRO]
	“OMA Device Management Protocol”, Version 1.2, Open Mobile Alliance, OMA-TS-DM_Protocol-V1_2, URL:http://www.openmobilealliance.org/

	[DCMOTS]
	“Device Capability Management Object Technical Specification”,  Open Mobile Alliance™,
OMA-TS-DCMO-V1_0, URL:http://www.openmobilealliance.org/


2.2 Informative References

	 [OMADICT]
	“Dictionary for OMA Specifications”, Version 2.7, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_7, URL:http://www.openmobilealliance.org/


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	TestFest
	Multi-lateral interoperability testing event

	Device
	see [OMADICT]

	Device Capability
	Physical characteristics and related parameters supported by a device.

	DCMO Alert
	DCMO specific alerts which convey the result of DCMO Operations or report the discovery of new device capability via DM Generic Alert mechanism [DMPRO].

	DCMO Operations
	Operations (e.g. enable, disable) which may be invoked on a Device Capability MO.

	Management Object
	A data model for information which is a logical part of the interfaces exposed by DM components.

	Primitive
	Operation that transfers Device Capability to a different state.


3.3 Abbreviations

	AD
	Architecture Document

	OMA
	Open Mobile Alliance

	RD
	Requirements Document

	DCMO
	Device Capability Management Object


4. Introduction

The purpose of this Enabler Test Requirements document is to help guide the testing effort for the Enabler DCMO V1.0, documenting those areas where testing is most important to ensure interoperability of implementations.

The Enabler under consideration comprises the following specifications:

· Device Capability Management Object, version 1.0: A management tree object defined for the remote management of Device Capabilities. In particular it addresses the ability of remote enablement and disablement of device capabilities. It also addresses the ability for Device to expose the removable Device Capability by DCMO to facilitate management of the Device Capabilities. The DCMO enabler also specifies the mechanisms to convey the result of DCMO Operations or report the discovery of new device capability via DM Generic Alert mechanism [DMPRO].
Generally, the testing activity should aim at validating the normal working behaviour of the client/server interactions, as well as testing the error conditions whenever it is possible to set up the appropriate scenarios. The following sections provide a more detailed description of the testing requirements for DCMO-V1.0.
This document also intends to provide some guidance on the prioritization of the specifications and features to be tested within Enabler DCMO V1.0.
5. Test Requirements

The Device Capability Management Object (DCMO) V1.0 Enabler supports the following functionality.

· Support a mechanism to enable of the Device Capabilities
· Support a mechanism to diable of the Device Capabilities
· Support a mechanism to specify whether the end-user is informed of DCMO operations performed in the Device.
· Support a mechanism to indicate whether the user is allowed to enable or disable specific Device Capabilities
· Support a mechanism to expose the removable Device Capabilities
· Support a mechanism to indicate whether a Device Capability is removable and whether it is currently attached
· Support a mechanism to report the result of DCMO Operations to DCMO Server
5.1 Enabler Test Requirements

The test requirements collected in this section are related to the Enabler DCMO 1.0.

The tables for the mandatory and optional test requirements include the following columns:

FEATURE KEY:
A set of characters uniquely identifying the enabler test  requirement to be tested. It is suggested that the Feature Key is no longer than 4 to 5 characters. The purpose of the Feature Key is that when used, it distinctly refers to only one feature to be tested.

FEATURE DESCRIPTION:
A description of a technical specification feature to be tested.

FEATURE TEST REQUIREMENTS:
A description of what shall be tested for the feature,
5.1.1 Mandatory Test Requirements

Mandatory test requirements are covering mandatory features/functions of an Enabler which shall always be implemented in the client/server

NOTE:  This table needs to be filled out at a level where ambiguity is not present but details are not overwhelming.

Ambiguity means that the details do not have several meanings nor have more than one possible implementation path following.

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	DDF
	Device Description Framework
	Requirement to test that the client vendor supplied DDF files defining their support for Management Objects defined by this enabler are compliant to the requirements in Device Description Framework in DM 1.2 TND [DMTND].

	
	DDF-MOI
	Management Object Identifier
	Requirement to test that the DDF file contains the correct MO Identifiers for interior nodes as specified in this enabler.

	
	DDF-MUST
	Mandatory Nodes
	Requirement to test that the DDF file contains all mandatory nodes.

	
	DDF-Cond
	Mandatory structure within optional nodes
	Requirement to test that if the DDF file contains an optional feature then all mandatory definitions for that optional feature must be included.

	
	DDF-DFType
	MIME Type
	Requirement to test that the DFType for leaf-nodes defined in the DDF file is as specified in this enabler.

	
	DDF-Format
	Node format definition
	Requirement to test that the DFFormat defined in the DDF file for each node is as specified in this enabler.

	
	DDF-Min-Occ
	Minimum occurrence
	Requirement to test the minimum Occurrence that are defined for all existing nodes.

	
	DDF-Max-Occ
	Maximum occurrence
	Requirement to test the maximum Occurrence that are defined for all existing nodes.

	
	Enable
	Enablement of the Device Capabilities
	Requirement to test enablement of Device Capabilities on the device
The Enable primitive [DCMOTS] must be tested

	
	Disable
	Disablement of the Device Capabilities
	Requirement to test disablement of Device Capabilities on the device

The Disable primitive [DCMOTS] must be tested

	
	Attach
	Expose Removable Device Capabilities
	Requirement to test exposure of Device Capabilities on the device when they are attached
The Attach primitive [DCMOTS] must be tested

	
	Detach
	Removal of Software Component
	Requirement to test removal of Device Capabilities on the device
The Detach primitive [DCMOTS] must be tested

	
	Report
	Reporting results of DCMO Operations
	Requirement to test reporting results of DCMO Operations synchronously or asynchronously.

	
	Deny User Enanbement
	Deny User Enablement of the Device Capabilities
	Requirement to test user enablement when it is denies by DCMO Server

	Error Flow
	DDF-Min-Acc
	Minimum Access Type
	Requirement to test the minimum AccessType for all existing nodes

	
	DDF-Inv-Ext
	Usage of Extensions 
	Requirement to test that no non-standard nodes exist outside of the defined Extensions sub-trees “Ext”.

	
	DDF-Inv-Acc
	Usage of restricted access type
	Requirement to test that no forbidden AccessTypes are supported. For example “NO Get”.

	
	
	
	

	
	
	
	


Table 1: Applicability Table for Enabler Specific Mandatory Test Requirements

5.1.2 Optional Test Requirements

Optional test requirements are covering optional features/functions of an Enabler.

If an optional requirement of the Enabler is implemented in the client/server, this requirement SHALL be tested.

NOTE:  This table needs to be filled out at a level where ambiguity is not present but details are not overwhelming.

Ambiguity means that the details do not have several meanings nor have more than one possible implementation path following.

	
	Feature Key
	Feature Description
	Feature Test Requirements

	Normal Flow
	User Prompt
	Specify whether the user needs to be notified about the result of DCMO Operations
	Requirement to test user prompt when DCMO Operations are finished

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Error Flow
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 2: Applicability Table for Enabler Specific Optional Test Requirements

5.2 Backwards Compatibility

No backward compatibility requirements are defined since this is the first version of this enabler.
5.3 Enabler Dependencies

DCMO is normatively dependent on the DM 1.2 specifications. However, this normative dependency should not be seen as restricting this MO definition only to DM clients implementing that version of the DM enabler.

Appendix A. Change History
(Informative)

A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version


A.2 Draft/Candidate Version 1.0 History

	Document Identifier
	Date
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	Draft Versions

OMA-ETR-DCMO-V1_0
	1 Apr 2008
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