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1 Reason for Change

DM WG members agreed to add a SIP transport support for DM Notification 1.3.
This contribution proposed adding SIP-Push as a transport for DM-Notification.. 
R01: 

Changed MIME media-type name to “application/vnd.syncml.dm.notification”.  

Removed subsection regarding GRUU part for further discussion.

R02:

Fixed references

Some editorial changes.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend accepting the changes and incorporating them to DM Notification 1.3.
6 Detailed Change Proposal

Change 1:  Add a normative reference.
2.1 Normative References

	[IANA]
	Internet Assigned Numbers Authority. URL:http://www.iana.org

	[PROVARCH]
	“Provisioning Architecture Overview 1.1”. Open Mobile Alliance(. 
OMA-WAP‑ProvArch-v1_1. URL:http://www.openmobilealliance.org

	[PUSHMSG]
	“Push Message”. Open Mobile Alliance(. OMA-WAP-251-PushMessage.
URL:http://www.openmobilealliance.org

	[PUSHOTA]
	“WAP Push OTA Specification”. Open Mobile Alliance(. OMA-WAP-235-PushOTA. 
URL:http://www.openmobilealliance.org

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”. S. Bradner. March 1997.
URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. 
November 1997. URL:http://www.ietf.org/rfc/rfc2234.txt

	[SYNCOBEX]
	“SyncML OBEX Binding Specification”, Open Mobile AllianceTM, OMA-TS-SyncML_OBEXBinding-V1_2, URL:http://www.openmobilealliance.org 

	[WSP]
	“Wireless Session Protocol Specification”. Open Mobile Alliance(. OMA-WAP-WSP-1_0. 
 URL:http://www.openmobilealliance.org

	[SIPPush]
	“Push using SIP”. Open Mobile Alliance™. OMA-TS-SIP_Push-V1_0.

URL:http://www.openmobilealliance.org

	[SIPPush-TS]
	“Push using SIP”. Open Mobile Alliance™. OMA-TS-SIP_Push-V1_0.

URL:http://www.openmobilealliance.org


Change 2:  Add specification for SIP transport
7.2   Package #0 over OBEX

Local Notification Initiated Session over OBEX is done inside the PUT command of the OBEX protocol. This happens in the same way as sending the DM messages over OBEX to a SyncML client (See the SyncML OBEX Binding specification [SYNCOBEX])

7.3  Package #0 over SIP Push
The SIP Push framework provides a means for a Push Initiator (PI) to send information to a mobile terminal via a Push Proxy Gateway (PPG) in an asynchronous manner (see [SIPPush] for an overview). It is assumed that the OMA DM server will act as a PI, but it is also possible for the server to communicate directly with the mobile terminal if it is able to operate as a PPG.

When the SIP Push framework is used to deliver Package #0, the non-secure connectionless SIP messaging service is utilized as defined in [SIPPUSH-TS]. The following rules MUST be adhered to as well as the order of the SIP headers:

· The Content-Type header MUST include the MIME media type for Package #0 as defined in [IANA]. The Content-Type MUST be used ‘application/vnd.syncml.dm.notification’ in text format.
· Other headers MAY be included if it is known that the OMA DM Client can interpret them in a useful manner.
However, it must be ensured that there is sufficient space for the payload.
7.3.1      Feature Tag Format

[SIPPush-TS] defines usage of  “g.oma.eventappid”  media feature tag.  When the SIP Push framework is used to deliver Package #0, “syncml.dm” SHALL be used for “g.oma.eventappid” media feature tag .
7.3.2      Push Method
 [SIPPush-TS] defines multiple Push methods. But in this specification, 

“SIP MESSAGE method (Pager-Mode)”  SHALL be used to deliver the Package #0 message. 
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