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1 Reason for Change

The new text on security (XML encryption and signing) should have been added to the Security document.  This CR removes the new text from the Bootstrap doc.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  Section 2.1, Normative References
	[ACw7DM]
	“OMA DM w7 Application Characteristic”. Working file in AC directory: http://www.openmobilealliance.org/tech/omna/dm-ac/ac_w7_dm-v1_0.txt

	[C.S0023-B_v1.0]
	“Removable User Identity Module For Spread Spectrum Systems”, 3GPP2 C.S0023-B version 1.0, URL:http://www.3gpp2.org/Public_html/specs/C.S0023-B_v1.0_040426.pdf

	[DMSecurity]
	“OMA Device Management Security, Version 1.2”. Open Mobile Alliance(. 
OMA-TS-DM_Security-V1_2. URL:http://www.openmobilealliance.org

	[DMSTDOBJ]
	“OMA Device Management Standardized Objects, Version 1.2”. Open Mobile Alliance(. OMA-TS-DM_StdObj-V1_2. URL:http://www.openmobilealliance.org

	[DMTND]
	“OMA Device Management Tree and Description, Version 1.2”. Open Mobile Alliance(. OMA-TS-DM_TND-V1_2. URL:http://www.openmobilealliance.org

	[DMTNDS]
	“OMA Device Management Tree and Description Serialization, Version 1.2”. Open Mobile Alliance(. OMA-TS-DM_TNDS-V1_2. URL:http://www.openmobilealliance.org

	[ERELDCP]
	“Enabler Release Definition for OMA Client Provisioning Specifications, version 1.1”. Open Mobile Alliance (. OMA-ERELD-ClientProvisioning-V1_1. URL:http://www.openmobilealliance.org

	[ERELDDM]
	“Enabler Release Definition for OMA Device Management Specifications, version 1.2”. Open Mobile Alliance(. OMA-ERELD-DM-V1_2. URL:http//:www.openmobilealliance.org

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, URL:http://www.openmobilealliance.org

	[ISO7816-4]
	ISO/IEC 7816-4 (1995): "Information technology - Identification cards - Integrated circuit(s) cards with contacts - Part 4: Inter-industry commands for interchange".

	[PKCS#15]
	PKCS #15 v1.1: Cryptographic Token Information Syntax Standard”, RSA Laboratories, June 6, 2000. URL: ftp://ftp.rsasecurity.com/pub/pkcs/pkcs-15/pkcs-15v1_1.pdf

	[PROVBOOT]
	“Provisioning Bootstrap 1.1”. Open Mobile Alliance(. OMA-WAP‑ProvBoot‑v1_1. URL:http://www.openmobilealliance.org

	[PROVCONT]
	“Provisioning Content 1.1”. Open Mobile Alliance(. OMA-WAP‑ProvCont‑v1_1. URL:http://www.openmobilealliance.org

	[PROVSC]
	“Provisioning Smart Card Specification Version 1.1”. Open Mobile Alliance(. 
OMA-WAP‑ProvSC-v1_1. URL:http://www.openmobilealliance.org

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[TS102.221]
	“Smart Cards; UICC-Terminal interface; Physical and logical characteristics”, (ETSI TS 102 221 release 6), URL:http://www.etsi.org/

	[TS131.102]
	“Characteristics of the USIM application”, (ETSI TS 131.102), URL:http://www.etsi.org/

	[TS151.011]
	“Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface”,  (ETSI TS 151 011), URL:http://www.etsi.org/

	[WBXML1.1]
	“WAP Binary XML Content Format Specification”, WAP Forum(. SPEC-WBXML-19990616.pdf.  URL:http://www.openmobilealliance.org

	[WBXML1.2]
	“WAP Binary XML Content Format Specification”, WAP Forum(. WAP-154-WBXML.  URL:http://www.openmobilealliance.org

	[WBXML1.3]
	“WAP Binary XML Content Format Specification”, WAP Forum(. WAP-192-WBXML.  URL:http://www.openmobilealliance.org

	
	

	
	


Change 2:  Section 5.4.4, Bootstrap Message Content
The content of a bootstrap message is an OMA DM message. However, it is a special package in many ways since it is not part of an ongoing OMA DM session but rather a one-time transfer of information. Hence, many of the elements needed to manage the session are superfluous in the context of bootstrapping, but they must still be included so that the message may be processed by the normal OMA DM client. 

All OMA DM bootstrap messages MUST be [WBXML1.1], [WBXML1.2], [WBXML1.3] encoded.

OMA DM servers MUST NOT expect any Status for the command in a bootstrap package. An implicit acknowledgement of successful bootstrap can be concluded when the client connects to the server for the first management session.

A typical bootstrap message will set the values for the DMAcc management object defined in [DMSTDOBJ].














NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2008 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20080101-I]

© 2008 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 3)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20080101-I]

