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1 Reason for Change

OMA DM has recently introduced some CR’s into the RD and AD so both documents are going to be re-published as Candidate. Before re-publication, a sanity check has been performed and some bugs have been found.

The present contribution aims to fix those issues that relate to the bootstrap interfaces depicted in the architectural design.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to review the detailed proposal and agree to apply the changes to the latest draft of DM AD v1.3.

6 Detailed Change Proposal

Change 1:  As DM-3 is the only interface existing in DM 1.2, the only way to explicit reference to it is by indicating PKCS#15

5.3.2 Interfaces

5.3.2.1 DM-1 Client-Server Notification

This provides an interface over which Servers may send device management notification to Clients. This is an interface that is bearer neutral and can operate over many protocols such as WAP Push and SIP Push. 

5.3.2.2 DM-2 Device Management Client-Server Protocol

This provides an interface over which Servers may send device management commands to Clients and Clients may return status and alerts to Servers. This is an interface that is bearer neutral and offers many standardized bindings including HTTP and HTTPS. This interface MAY be exposed over an airlink-based data bearer protocol (e.g. GPRS) to provide over-the-air device management capability.

5.3.2.3 DM-3 DM Bootstrap Profile via Smart Card PKCS#15
The {DM Client} may be initially provisioned via a file on a Smart Card. This file contains a series of DM Commands to set or replace configuration settings in the {DM Client}. This is a one-way interface with no feedback from the DM Client. The only expected result is the {DM Client} connecting to the {DM Server} at the next practical opportunity.

Change 2:  As URL bootstrap is something that needs a Provisioning Server, and it may be a SC it is better to refer to a provisioning server

5.3.2.4 DM-4 DM Bootstrap Profile via Provisioning Server
The {DM Client} may be initially provisioned via a file sent stored in a provisioning server. This file contains a series of DM Commands to set or replace configuration settings in the {DM Client}. This is a one-way interface with no feedback from the DM Client. The only expected result is the {DM Client} connecting to the {DM Server} at the next practical opportunity.

5.3.2.5 CP-1 CP Bootstrap Profile

The {DM Client} may be initially provisioned via the {CP enabler}. This is a one-way interface with no feedback from the DM Client. The only expected result is the {DM Client} connecting to the {DM Server} at the next practical opportunity.

Change 3:  The alternate flow 2 in appendix B needs to be clarified too

B.4.2 Alternative flow 2

Optionally, the DM Server may send a bootstrap message to the DM Client; or the DM Client retrieves the bootstrap message via PKCS#15 or provisioning server. The DM Client, upon receiving the bootstrap message, should contact the server as soon as practical.

Change 4:  Figures #1 and #2 must be updated according to the above changes
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