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1 Reason for Change

The present CR aims to fix DevDetail DDF applying OMA-DM-DM13-2011-0123-CR_Sessionless_Reporting_Support_in_DevDetail and OMA-DM-DM13-2011-0103R02-CR_Deleting_Roaming_and_CBT.
It also fix an editorial on DevType node.

R01: moves Ext node to the end of MO.

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review this CR and agree on its proposal.
6 Detailed Change Proposal

Change 1:  Adding SessionlessRpt node, removing CBT and Roaming node, moving Ext to the end of MO
<MgmtTree>

  <VerDTD>1.2</VerDTD>

  <Node>

    <NodeName>DevDetail</NodeName>

    <!--Status: Required-->

    <Path>.</Path>

    <DFProperties>

      <AccessType>

        <Get />

      </AccessType>

      <DFFormat>

        <node />

      </DFFormat>

      <Occurrence>

        <One />

      </Occurrence>

      <DFTitle>This interior node specifies the unique object id of the DevDetail management object.</DFTitle>

      <DFType>

        <DDFName>urn:oma:mo:oma-dm-devdetail:1.1</DDFName>

      </DFType>

    </DFProperties>





















    <Node>

      <NodeName>Bearer</NodeName>

      <!--Status: Optional-->

      <DFProperties>

        <AccessType>

          <Get />

        </AccessType>

        <DFFormat>

          <node />

        </DFFormat>

        <Occurrence>

          <One />

        </Occurrence>

        <DFTitle>An optional, interior node, designating a branch of the DevDetail sub tree into which items related to the bearer (CDMA, etc.) are stored.</DFTitle>

        <DFType>

          <DDFName>

          </DDFName>

        </DFType>

      </DFProperties>

    </Node>







































    <Node>

      <NodeName>URI</NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get />

        </AccessType>

        <DFFormat>

          <node />

        </DFFormat>

        <Occurrence>

          <One />

        </Occurrence>

        <DFTitle>This interior node holds URI related information.</DFTitle>

        <DFType>

          <DDFName>

          </DDFName>

        </DFType>

      </DFProperties>

      <Node>

        <NodeName>MaxDepth</NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get />

          </AccessType>

          <DFFormat>

            <chr />

          </DFFormat>

          <Occurrence>

            <One />

          </Occurrence>

          <DFTitle>Specifies the maximum depth of the management tree supported by the device.</DFTitle>

          <DFType>

            <MIME>text/plain</MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>MaxTotLen</NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get />

          </AccessType>

          <DFFormat>

            <chr />

          </DFFormat>

          <Occurrence>

            <One />

          </Occurrence>

          <DFTitle>Specifies the maximum total length of any URI used to address a node or node property.</DFTitle>

          <DFType>

            <MIME>text/plain</MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>MaxSegLen</NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get />

          </AccessType>

          <DFFormat>

            <chr />

          </DFFormat>

          <Occurrence>

            <One />

          </Occurrence>

          <DFTitle>Specifies the maximum total length of any URI segment in a URI used to address a node or node property.</DFTitle>

          <DFType>

            <MIME>text/plain</MIME>

          </DFType>

        </DFProperties>

      </Node>

    </Node>

    <Node>

      <NodeName>DevType</NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get />

        </AccessType>

        <DFFormat>

          <chr />

        </DFFormat>

        <Occurrence>

          <One />

        </Occurrence>

        <DFTitle> Device type, for example PDA, pager, or phone.DFTitle>

        <DFType>

          <MIME>text/plain</MIME>

        </DFType>

      </DFProperties>

    </Node>

    <Node>

      <NodeName>OEM</NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get />

        </AccessType>

        <DFFormat>

          <chr />

        </DFFormat>

        <Occurrence>

          <One />

        </Occurrence>

        <DFTitle>Original Equipment Manufacturer of the device.</DFTitle>

        <DFType>

          <MIME>text/plain</MIME>

        </DFType>

      </DFProperties>

    </Node>

    <Node>

      <NodeName>FwV</NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get />

        </AccessType>

        <DFFormat>

          <chr />

        </DFFormat>

        <Occurrence>

          <One />

        </Occurrence>

        <DFTitle>Firmware version of the device.</DFTitle>

        <DFType>

          <MIME>text/plain</MIME>

        </DFType>

      </DFProperties>

    </Node>

    <Node>

      <NodeName>SwV</NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get />

        </AccessType>

        <DFFormat>

          <chr />

        </DFFormat>

        <Occurrence>

          <One />

        </Occurrence>

        <DFTitle>Software version of the device.</DFTitle>

        <DFType>

          <MIME>text/plain</MIME>

        </DFType>

      </DFProperties>

    </Node>

    <Node>

      <NodeName>HwV</NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get />

        </AccessType>

        <DFFormat>

          <chr />

        </DFFormat>

        <Occurrence>

          <One />

        </Occurrence>

        <DFTitle>Hardware version of the device.</DFTitle>

        <DFType>

          <MIME>text/plain</MIME>

        </DFType>

      </DFProperties>

    </Node>

    <Node>

      <NodeName>LrgObj</NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get />

        </AccessType>

        <DFFormat>

          <bool />

        </DFFormat>

        <Occurrence>

          <One />

        </Occurrence>

        <DFTitle>Indicates whether the device supports the OMA DM Large Object Handling specification, as defined in [DMPRO].</DFTitle>

        <DFType>

          <MIME>text/plain</MIME>

        </DFType>

      </DFProperties>

    </Node>
    <Node>

      <NodeName>SessionlessRpt</NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get />

        </AccessType>

        <DFFormat>

          <bool />

        </DFFormat>

        <Occurrence>

          <One />

        </Occurrence>

        <DFTitle>This node indicates whether or not the DM Client supports the sessionless reporting feature. </DFTitle>

        <DFType>

          <MIME>text/plain</MIME>

        </DFType>

      </DFProperties>

    </Node>
    <Node>

      <NodeName>UserInteraction</NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get />

        </AccessType>

        <DFFormat>

          <node />

        </DFFormat>

        <Occurrence>

          <One />

        </Occurrence>

        <DFTitle>This interior node is a placeholder for the user interaction leaf nodes.</DFTitle>

        <DFType>

          <DDFName>

          </DDFName>

        </DFType>

      </DFProperties>

      <Node>

        <NodeName>UserInput</NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get />

          </AccessType>

          <DFFormat>

            <bool />

          </DFFormat>

          <Occurrence>

            <One />

          </Occurrence>

          <DFTitle>Indicates whether the device supports the User Input Alert, as defined in [DMPRO].</DFTitle>

          <DFType>

            <MIME>text/plain</MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>Display</NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get />

          </AccessType>

          <DFFormat>

            <bool />

          </DFFormat>

          <Occurrence>

            <One />

          </Occurrence>

          <DFTitle>Indicates whether the device supports the Display Alert, as defined in [DMPRO].</DFTitle>

          <DFType>

            <MIME>text/plain</MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>Confirm</NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get />

          </AccessType>

          <DFFormat>

            <bool />

          </DFFormat>

          <Occurrence>

            <One />

          </Occurrence>

          <DFTitle>Indicates whether the device supports the Confirmation Alert, as defined in [DMPRO].</DFTitle>

          <DFType>

            <MIME>text/plain</MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>Choice</NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get />

          </AccessType>

          <DFFormat>

            <bool />

          </DFFormat>

          <Occurrence>

            <One />

          </Occurrence>

          <DFTitle>Indicates whether the device supports the Choice Alert, as defined in [DMPRO].</DFTitle>

          <DFType>

            <MIME>text/plain</MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>ProgressNotify</NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get />

          </AccessType>

          <DFFormat>

            <bool />

          </DFFormat>

          <Occurrence>

            <One />

          </Occurrence>

          <DFTitle>Indicates whether the device supports the Progress Notification Alert, as defined in [DMPRO].</DFTitle>

          <DFType>

            <MIME>text/plain</MIME>

          </DFType>

        </DFProperties>

      </Node>

    </Node>
    <Node>

      <NodeName>Ext</NodeName>

      <!--Status: Optional-->

      <DFProperties>

        <AccessType>

          <Get />

        </AccessType>

        <DFFormat>

          <node />

        </DFFormat>

        <Occurrence>

          <ZeroOrOne />

        </Occurrence>

        <DFTitle>An optional, interior node, designating the only branch of the DevDetail sub tree into which extensions can be added, permanently or dynamically.</DFTitle>

        <DFType>

          <DDFName>

          </DDFName>

        </DFType>

      </DFProperties>

    </Node>
  </Node>

</MgmtTree>
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