Doc# OMA-DM-DM13-2012-0005R04-CR_ReformatDM13StdObjs.doc[image: image7.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-DM-DM13-2012-0005R04-CR_ReformatDM13StdObjs.doc
Change Request


Change Request
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	To:
	DM WG

	Doc to Change:
	OMA-TS-DM_StdObj-V1_3-20120117-D

	Submission Date:
	27 Jan 2012

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Shingo Fujimoto, Fujitsu, shingo_fujimoto@jp.fujitsu.com

	Replaces:
	R01


1 Reason for Change

Existing TS document cannot produce DDF file. This CR proposed to reformat some standard MOs.
SCR tables are reformatted following template

Note that attached file is TS document based 2012 template.

Regarding CONR comments: J003, J010,  J011, J017, J020, J021, and J023
R01: based on agreed CR

Removed IOPPROC from normative references
R02: removed comments

R03: following ML discussion result, MO will start with “./” to express fixed location from the root.
	ID
	Open Date
	Type
	Section
	Description
	Status

	J003
	2011.12.16
	E
	5.3.1
	Source: Samsung Electronics
Form: 123

Comment: hardcoded reference

Proposed Change: remove the hard-coded reference and use the Microsoft Cross-reference feature instead

(Editor’s note: suggestion to assign Action Point to Editor)
	Status: OPEN 

	J010
	2011.12.21
	E
	5.3.1

5.3.2

5.3.3
	Source: Fujitsu
Form: 138

Comment: node description is not consistent with other MOs which is compatible with DDF tools
Proposed Change: node should be represent as full path name instead of single node name
	Status: OPEN 

	J011
	2011.12.21
	E
	5.3.1
	Source: Fujitsu
Form: 138

Comment: leading "../" should be removed, since there are no explanation about the notation
Proposed Change: change "../" to"./"
	Status: OPEN 

	J017
	2011.12.21
	E
	Appendix B
	Source: Sony Ericsson

Form: Mail

Comment:  wrong format of all SRC entries, see TS template or IOPPROC for valid format
Proposed Change: n/a
	Status: OPEN

	J018
	2011.12.22
	T
	5.3.1
	Source: LGE
Form: 149

Comment: the limitation of the node name of AppAuth/<x> should be modified because it makes only one AAuthType for AAuthLevel
Proposed Change: n/a
	Status: OPEN



	J019
	2011.12.27
	E
	2
	Source: Samsung Electronics
Form: 157

Comment: typo: “OMA Device Management Meta Information, version 1.2”. Open Mobile Alliance”

Proposed Change: OMA Device Management Meta Information, version 1.3”. Open Mobile Alliance”
	Status: OPEN



	J020
	2011.12.27
	E
	5.1.1
	Source: Samsung Electronics
Form: 157

Comment: typo: “…of a particular objects structure”.
Proposed Change: “…of a particular object’s structure.”
	Status: OPEN



	J021
	2011.12.27
	E
	5.1.2
	Source: Samsung Electronics
Form: 157

Comment: typo: “If the any of the following AccessType values are specified…”
Proposed Change: “If any of the following AccessType values are specified…”
	Status: OPEN



	J023
	2011.12.27
	Q
	5.3.2
	Source: Samsung Electronics
Form: 157

Comment: in the phrase “Management Object Identifier for the DevInfo MO MUST be: “urn:oma:mo:oma-dm-devinfo:1.0”. Shouldn´t it be urn:oma:mo:oma-dm-devinfo:1.1?
Proposed Change: n/a
	Status: OPEN




2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG member should agree on this CR.
6 Detailed Change Proposal

Change 1:  Reference

2.1 Normative References

	[DevDetailDDF]
	“OMA Device Management Detail Information Management Object DDF, Version 1.3”. Open Mobile Alliance(. OMA-SUP-MO_DM_DevDetail-V1_3.                              URL:http://www.openmobilealliance.org

	[DevInfoDDF]
	“OMA Device Management Information Management Object DDF, Version 1.3”. Open Mobile Alliance(. OMA-SUP-MO_DM_DevInfo-V1_3.                                      URL:http://www.openmobilealliance.org

	[DMAccDDF]
	“OMA Device Management Account Management Object DDF, Version 1.3”. Open Mobile Alliance(. OMA-SUP-MO_DM_DMAcc-V1_3.                                                     URL:http://www.openmobilealliance.org

	[DMBOOT]
	“OMA Device Management Bootstrap, Version 1.3”. Open Mobile Alliance(. 
OMA-TS-DM_Bootstrap-V1_3.                                                             URL:http://www.openmobilealliance.org

	[DMDICT]
	"OMA Device Management Dictionary", Draft Version 1.0, Open Mobile Alliance™, URL:http://www.openmobilealliance.org/

	[DMNOTI]
	“OMA Device Management Notification Initiated Session, Version 1.3”. Open Mobile Alliance(.OMA-TS-DM_Notification-V1_3.                                                                     URL:http://www.openmobilealliance.org

	[DMPRO] 
	“OMA Device Management Protocol, Version 1.3”. Open Mobile Alliance(. 
OMA-TS-DM_Protocol-V1_3.                                                                URL:http://www.openmobilealliance.org

	[DMREPPRO]
	“OMA Device Management Representation Protocol, Version 1.3”. Open Mobile Alliance(. 
OMA-TS-DM_RepPro-V1_3,                                                                      URL:http://www.openmobilealliance.org

	[DMSEC]
	“OMA Device Management Security, Version 1.3”. Open Mobile Alliance(. 
OMA-TS-DM_Security-V1_3.                                                                 URL:http://www.openmobilealliance.org

	[DMTND]
	“OMA Device Management Tree and Description, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_TND-V1_3.                                                                                     URL:http://www.openmobilealliance.org

	[DMTNDS]
	“OMA Device Management Tree and Description Serialization, Version 1.3”. Open Mobile Alliance(. OMA-TS-DM_TNDS-V1_3.                                                                   URL:http://www.openmobilealliance.org

	[ERELDCP]
	“Enabler Release Definition for OMA Client Provisioning Specifications, version 1.1”. Open Mobile Alliance(. OMA-ERELD-ClientProvisioning-V1_1.                             URL:http://www.openmobilealliance.org

	
	

	[ISO639-2]
	“ISO 639-2 Language Codes”,                                                             URL:http://www.loc.gov/standards/iso639-2/langhome.html

	[RFC1766]
	“Tags for the Identification of Languages”. H. Alvestrand. March 1995. URL:http://www.ietf.org/rfc/rfc1766.txt

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	[w7]
	“OMA w7 Application Characteristic for DM Version 1.0”. Open Mobile Alliance(. 
OMA-w7-Application-Characteristic-for-DM-V1_0.                              URL:http://www.openmobilealliance.org


3.1 Conventions
The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

Any reference to components of the DTD's or XML snippets is specified in this typeface.

5.1.1 Definition and description of management objects

OMA DM management objects are defined using the OMA DM Device Description Framework [DMTND], or DDF. The use of this description framework produces detailed information about the device in question. However, due to the high level of detail in these descriptions, they are sometimes hard for humans to digest and it can be a time consuming task to get an overview of a particular object’s structure.

(snipped)
DDF compliance

The management object descriptions in this document are normative. However, the descriptions also contain are a number of informative aspects that could be included to enhance readability or serve as examples. Other informative aspects are, for instance, the ZeroOrMore and OneOreMore elements, where implementations MAY introduce restrictions. All these exceptions are listed here:

· All XML comments, e.g. “<!-- some text -->”, are informative.

· The descriptions do not contain an RTProperties element, or any of its child elements, but a description of an actual implementation of this object MAY include these. 

· If a default value for a leaf node is specified in a description, by the DefaultValue element, an implementation MUST supply its own appropriate value for this element.  If the DefaultValue element is present in the description of a node, it MUST be present in the implementation, but MAY have a different value. 

· The value of all Man, Mod, Description and DFTitle elements are informative and included only as examples.

· Below the interior nodes Ext and Bearer, an implementation MAY add further nodes at will.

· The contents of the AccessType element MAY be extended by an implementation. 

· If any of the following AccessType values are specified, they MUST NOT be removed in an implementation: Copy, Delete, Exec, Get, and Replace.

· If the AccessType value Add is specified it MAY be removed in an implementation if the implementation only supports a fixed number of child nodes.

· An implementation MAY replace the ZeroOrMore or OneOreMore elements with ZeroOrN or OneOrN respectively. An appropriate value for N MUST also be given with the …OrN elements.

5.3.1 The DM Account management object

The management object is used to manage settings for OMA DM protocol. 

Management object identifier: urn:oma:mo:oma-dm-dmacc:1.1
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Figure 3: The DM Account Management Object

Parameters are also described in Device Management Application Characteristic registration document [w7] which is used as a part of OMA Client Provisioning specifications [ERELDCP]. General mapping rules of OMA Client Provisioning parameters are described in [DMBOOT]. When the DM Account parameters are derived from OMA Client Provisioning w7 document, see more information about parameter mapping in Appendix C. 

The complete DDF description of this management object can be found in [DMAccDDF].

The DM Account Managed Object shown in Figure 3 may be located anywhere in the DM Tree. While there may be business cases for locating the DM Account Managed Object in a location other than at the root of the DM Tree, for most device management scenarios locating the DM Account Managed Object at the root of the DM Tree will meet the needs of the industry. Therefore it is recommended the DM Account Managed Object be located in the DM Tree as the URI ‘./DMAcc’. 

An example for DM account URI under a fixed location is ‘./DMAcc/<x>/…..’.

The optional DMAcc node is an interior node acts as a placeholder for one or more DM Accounts as defined below:

· Occurrence: ZeroOrOne
· Format: Node

· Access Types: Get

· Values: N/A

	./DMAcc

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This interior node specifies the unique object id of the DM Account management object. Management Object Identifier for the DM Account MO MUST be: “urn:oma:mo:oma-dm-dmacc:1.1”.


	./DMAcc/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOrMore
	node
	Get
	

	
	This interior node acts as a placeholder for one or more accounts.


	./DMAcc/<x>/AppID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get
	

	
	This optional node specifies the application ID for device management account object. The value of this node, if present, MUST be ‘w7’.


	./DMAcc/<x>/ServerID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This node specifies a server identifier for management server used in the management session.


	./DMAcc/<x>/Name

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	chr
	Get
	

	
	This node specifies user displayable name for the management server. 


	./DMAcc/<x>/PrefConRef

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	chr
	Get
	

	
	This node specifies a reference to preferred connectivity. It is expected that either a URI to proxy or NAP MO is specified, but other, implementation-specific connectoids MAY be referenced.


	./DMAcc/<x>/ToConRef

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	node
	Get
	

	
	This interior node is used to allow application to refer to a collection of connectivity definitions. Several connectoids MAY be listed for a given application under this interior node.


	./DMAcc/<x>/ToConRef/<X>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOrMore
	node
	Get
	

	
	This interior node acts as a placeholder for one or more connectivity parameters.


	./DMAcc/<x>/ToConRef/<X>/ConRef

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This node indicates the linkage to connectivity parameters, specified either as an URI to an MO or as an implementation-specific identifier.


	./DMAcc/<x>/AppAddrPref

	Status
	Occurrence
	Format
	Min. Access Types
	

	Optional
	ZeroOrOne
	chr
	Get
	

	This node specifies a reference to preferred Management Server address. The preferred Management Server address is specified as a “AppAddr/<X>/Addr” URI in the node. The DM Client SHOULD connect to the address referenced from this node, but the DM Client MAY access to another Management Server address which is specified in the “AppAddr/<X>” in case of the preferred Management Server address is invalid or not available.


	./DMAcc/<x>/AppAddr

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This interior node is used to specify multiple Management Server addresses.


	./DMAcc/<x>/AppAddr/<X>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOrMore
	node
	Get
	

	
	This interior node acts as a placeholder for separating one or more Server Addresses.


	./DMAcc/<x>/AppAddr/<X>/Addr

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This node specifies a Management Server address dependent upon AddrType.


	./DMAcc/<x>/AppAddr/<X>/AddrType

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This node specifies a Management Server address type. Valid values are: “URI”, “IPv4” or “IPv6”.


	./DMAcc/<x>/AppAddr/<X>/Port

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	node
	Get
	

	
	This interior node acts as a placeholder for aggregating one or more Port settings.


	./DMAcc/<x>/AppAddr/<X>/Port/<X>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOrMore
	node
	Get
	

	
	This interior node acts as a placeholder for aggregating one or more Port settings.


	./DMAcc/<x>/AppAddr/<X>/Port/<X>/PortNbr

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This node specifies port number. The port number MUST be a decimal number and must fit within the range of a 16 bit unsigned integer.


	./DMAcc/<x>/AAuthPref

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	chr
	Get
	

	
	This is a string-valued node whose possible value is exactly one of the names of the various possible authentication types (AAuthType values). E.g. "DIGEST". If this node is present, the client SHOULD use this authentication type when connecting to the server. The use of this node is intended to reduce the number of round trips between client and server that would be caused by authentication challenges. If the value is empty, the default behaviour is to indicate the authentication mechanism negotiated in the previous session if one exists.

See <x>/AppAuth/<x>/AAuthTypes in this section 5.3.1.20 for possible values of this node.


	./DMAcc/<x>/AppAuth

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	node
	Get
	

	
	This node specifies authentication information.


	./DMAcc/<x>/AppAuth/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOrMore
	node
	Get
	

	
	This interior node acts as a placeholder for one or more authentication settings. 

To ensure against misalignment of credentials with their correct Authentication Level (<X>/AppAuth/<X>/AAuthLevel) and avoid unnecessary processing within Device, the node name used for this node SHOULD be the value of AAuthLevel node under it, 

For example:

<NodeName>AppAuth</NodeName>

     <NodeName>CLCRED</NodeName>

         <NodeName>AAuthLevel</NodeName>

              <Value>CLCRED</Value>


	./DMAcc/<x>/AppAuth/<x>/AAuthLevel

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This node specifies the authentication level. 

Values:

Status
Interpretation
CLCRED
Optional

7. Credentials DM Client uses to authenticate itself to the OMA DM Server at the DM protocol level.

SRVCRED
Optional

Credentials DM Server uses to authenticate itself to the OMA DM Client at the DM protocol level.

NOTICRED
Optional
Credentials DM Server uses to authenticate itself to the OMA DM Client at the DM Notification message level
OBEX

Optional

Credentials for OBEX authentication.

NOTE: If this AAuthLevel is selected only HTTP-BASIC, HTTP-DIGEST and TRANSPORT are valid values for AAuthType.

HTTP

Optional

Credentials for HTTP (/WSP) authentication. 

NOTE: If this AAuthLevel is selected only HTTP-BASIC, HTTP-DIGEST and TRANSPORT are valid values for AAuthType.




Table 1: AAuthLevel Values

	./DMAcc/<x>/AppAuth/<x>/AAuthType

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	This node specifies the authentication type. 

Values:

Status
Interpretation
HTTP-BASIC
Optional

8. HTTP basic authentication done according to RFC 2617.

HTTP-DIGEST
Optional

HTTP digest authentication done according to RFC 2617.

BASIC

Optional

DM 'syncml:auth-basic' authentication as specified in [DMSEC].

DIGEST

Optional

DM 'syncml:auth-md5' authentication as specified in [DMSEC].

DIGEST-SHA256
Optional
DM’syncml:auth-sha256’ authentication as specified in [DMSEC], or digest calculation on DM Notification as specified in [DMNOTI] if AuthLevel is ‘NOTICRED’ 
HMAC

Optional

DM 'syncml:auth-MAC' authentication as specified in [DMSEC].

X509

Optional

'syncml:auth-X509' authentication done according to [REPPRO].

SECURID

Optional

'syncml:auth-securid' authentication done according to [DMSEC].

SAFEWORD

Optional

'syncml:auth-safeword' authentication done according to [DMSEC].

DIGIPASS

Optional

'syncml:auth-digipass' authentication done according to [DMSEC].

TRANSPORT

Optional

Secure Transport authentication is used. Transport layer authentication is beyond the scope of OMA DM Security. 

Table 2: AAuthType Values




	./DMAcc/<x>/AppAuth/<x>/AAuthName

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	chr
	Get
	

	
	This node specifies the authentication name.


	./DMAcc/<x>/AppAuth/<x>/AAuthSecret

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	chr
	Get
	

	
	This node specifies the authentication secret.


	./DMAcc/<x>/AppAuth/<x>/AAuthData

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bin
	No Get
	

	
	This node specifies the authentication data relating to the AAuthType.


	./DMAcc/<x>/NoAutoInitialSession

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	bool
	Get
	

	
	If the NoAutoInitialSession leaf node is set to true, following completion of the DM Bootstrap operation, the DM Client MUST NOT attempt an untriggered connection to the DM Server. If set to false or omitted, the DM Client MUST conform to the normal bootstrap connection rule.


	./DMAcc/<x>/Ext

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get
	

	
	This interior node is where the vendor specific information about device management application is placed (vendor meaning application vendor, device vendor, OS vendor etc.). Usually the vendor extension is identified by vendor specific name under the ext node. The tree structure under the vendor identified is not defined and can therefore include a non-standard sub-tree.


5.3.2 The DevInfo management object

Management object identifier: urn:oma:mo:oma-dm-devinfo:1.1
DevInfo MO MUST be associated with the following fixed URI: "./DevInfo"
The following figure shows an overview of the DevInfo management object.
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Figure 4: The DevInfo management object

The nodes making up DevInfo have the following meanings:

	./DevInfo

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This required interior node specifies the unique object id of the DevInfo management object. Management Object Identifier for the DevInfo MO MUST be: “urn:oma:mo:oma-dm-devinfo:1.0”.


	./DevInfo/Bearer

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get
	

	
	An optional, interior node in which items related to the bearer (CDMA, etc.) are stored. Use of this sub tree can be mandated by other standards.


	./DevInfo/DevId

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	A unique identifier for the device. This value SHOULD be globally unique and MUST be formatted as a URN as specified for the <LocURI> element in [DMREPPRO].


	./DevInfo/Man

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	The manufacturer identifier.


	./DevInfo/Mod

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	A model identifier (manufacturer specified string).


	./DevInfo/DmV

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	OMA device management client version identifier (manufacturer specified string).


	./DevInfo/Lang

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	The current language setting of the device. The syntax of the language tags and their use are defined in [RFC1766]. Language codes are defined by ISO in the standard ISO639-2.


	./DevInfo/Roaming

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get
	

	
	This node indicated the current roaming status for the current DM session. 

The following values are valid:

Value

Description

0

Current DM session is not over a roaming connection.

1

Current DM session is over a roaming connection

2

It is unknown if the current DM Session is over a roaming connection.




	./DevInfo/CBT

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	Int
	Get
	

	
	This node provides bearer type information over which the DM session is currently being carried. The content of this node is an integer with the value in range from 0 to 255, and currently the following values are allocated for different bearer types. For the bearer types not covered in this version of specification the value ‘0’ (Other Bearer Type) MUST be used.
Bearer
Technology
Value
Other Bearer Type
0
3GPP Circuit Switched Bearer

1

3GPP Packet Switched Bearer

GERAN
2
UTRAN / HSPA
3
LTE
4
LTE-Advanced

5

I-WLAN 3GPP IP Access
6

Other

7
3GPP2 CDMA Packet Data Bearer
1X / HRPD
8
UMB

9
Other

10
WLAN
11
DSL

12
WiMAX

13
Bluetooth

14

Ethernet

15

IrDA

16




	./DevInfo/Ext

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	node
	Get
	

	
	An optional, interior node, designating the only branch of the DevInfo sub tree into which extensions can be added, permanently or dynamically.


The complete DDF description of this management object can be found in [DevInfoDDF].

5.3.3 The DevDetail management object

Management object identifier: urn:oma:mo:oma-dm-devdetail:1.1
DevDetail MO MUST be associated with the following fixed URI: "./DevDetail"
The following figure shows an overview of the DevDetail management object.
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Figure 5: The DevDetail management object

The nodes making up DevDetail have the following meanings:

	./DevDetail

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This interior node specifies the unique object id of the DevDetail management object. Management Object Identifier for the DevDetail MO MUST be: “urn:oma:mo:oma-dm-devdetail:1.1”.


	./DevDetail/Bearer

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	node
	Get
	

	
	An optional, interior node, designating a branch of the DevDetail sub tree into which items related to the bearer (CDMA, etc.) are stored. Use of this sub tree can be mandated by other standards.


	./DevDetail/URI

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This interior node holds URI related information.


	./DevDetail/URI/MaxDepth

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Specifies the maximum depth of the management tree supported by the device. The maximum depth of the tree is defined as the maximum number of URI segments that the device supports. The value is a 16 bit, unsigned integer encoded as a numerical string. The value ‘0’ means that the device supports a tree of ‘unlimited’ depth.


	./DevDetail/URI/MaxTotLen

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Specifies the maximum total length of any URI used to address a node or node property. The maximum total length of a URI is defined as the largest total number of characters making up the URI which the device can support. Note that depending on the character set this might not be the same as the number of bytes. The value is a 16 bit, unsigned integer encoded as a numerical string. The value ‘0’ means that the device supports URI of ‘unlimited’ length.


	./DevDetail/URI/MaxSegLen

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Specifies the maximum total length of any URI segment in a URI used to address a node or node property. 

The maximum total length of a URI segment is defined as the largest number of characters which the device can support in a single URI segment. Note that depending on the used character set this might not be the same as the number of bytes. The value is a 16 bit, unsigned integer encoded as a numerical string. The value ‘0’ means that the device supports URI segments of ‘unlimited’ length.


	./DevDetail/DevType

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Device type, for example PDA, pager, or phone.


	./DevDetail/OEM

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Original Equipment Manufacturer of the device.


	./DevDetail/FwV

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Firmware version of the device.


	./DevDetail/SwV

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Software version of the device.


	./DevDetail/HwV

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	Hardware version of the device.


	./DevDetail/LrgObj

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get
	

	
	Indicates whether the device supports the OMA DM Large Object Handling specification, as defined in [DMPRO].


	./DevDetail/SessionlessRpt

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get
	

	
	This node indicates whether or not the DM Client supports the sessionless reporting feature.


	./DevDetail/UserInteraction

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This interior node is a placeholder for the user interaction leaf nodes.


	./DevDetail/UserInteraction/UserInput

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get
	

	
	Indicates whether the device supports the User Input Alert, as defined in [DMPRO].


	./DevDetail/UserInteraction/Display

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get
	

	
	Indicates whether the device supports the Display Alert, as defined in [DMPRO].


	./DevDetail/UserInteraction/Confirm

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get
	

	
	Indicates whether the device supports the Confirmation Alert, as defined in [DMPRO].


	./DevDetail/UserInteraction/Choice

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get
	

	
	Indicates whether the device supports the Choice Alert, as defined in [DMPRO].


	./DevDetail/UserInteraction/ProgressNotify

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get
	

	
	Indicates whether the device supports the Progress Notification Alert, as defined in [DMPRO].


	./DevDetail/Ext

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get
	

	
	An optional, interior node, designating the only branch of the DevDetail sub tree into which extensions can be added, permanently or dynamically.


It is RECOMMENDED that the combination of HwV, SwV, FwV, Man, Mod, and OEM provide a unique signature identifying the specific version of software, thus providing a means for other implementations to make special provisions based on that identification.

The complete DDF description of this management object can be found in [DevDetailDDF].

Change 2:  Change strange character colors and textbox formatting (to be inlined) 
8. Inbox 

Management object identifier: urn:oma:mo:oma-dm-inbox:1.0

Inbox is designed to be used when the DM Server wants the DM Client to choose where to create a management object in the management tree. To have the DM Client perform this action, the DM Server will add a MO using TNDS to the ‘./Inbox’ URI, and the DM Client MUST add this MO into the DM tree using a location of DM Client’s choice.

For example, an operator would put a DMAcc and some connectivity MO into a single TNDS object, which in turn would be the data for an Add operation in a Bootstrap Message.  This Bootstrap Message could then be provided via WAP Push or via a smartcard to a device for the DM Client to process.  Since the DM Server may not know precisely where the DMAcc needs to reside, it will use the Inbox for the destination of the Add. How the DM Client will decide the location of the MO in the DM Tree is up to the DM Client, but might be chosen by the MOID of the new MO.


Inbox MUST be associated with the following fixed URI:  "./Inbox"
Inbox MUST be supported by the DM Client.

DM Clients MUST only permit the Add operation on “./Inbox”.  A DM Client MUST return the status code “Command not allowed” (405) in response to any command other than Add with targets “./Inbox”.


Inbox MUST support the ACL Runtime Property. The Inbox ACL property MUST be used to set access rights to DM Servers that are allowed to use this feature.

Inbox MUST only be used with TNDS objects [DMTNDS] - non-TNDS objects MUST be rejected with "Unsupported media type or format." (415).

Inbox MUST NOT support any child nodes.  Commands that address child nodes of Inbox MUST be rejected with "Forbidden" (403).

The DM Client MUST copy the location of the new MO into the TargetRef element [DMREPPRO] in the returned Status command. 

An example that illustrates the usage of the Inbox functionality is provided below

[image: image6]
<Add>


  <CmdID>4</CmdID>


  <Item>


    <Target>


       <LocURI>./Inbox</LocURI>


    </Target>


    <Meta>


       <Format xmlns=’syncml:metinf’>xml</Format>


       <Type xmlns=’syncml:metinf’>


           application/vnd.syncml.dmtnds+xml


       </Type>


    </Meta>


    <Data>


	... TNDS encoded Object ...


    </Data>


  </Item>


</Add>








