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1 Reason for Contribution

The purpose of this contribution is to jumpstart the discussion on the GwMO TS, by introducing a Data Flow Diagram for the GwMO Enabler, based on requirements in the GwMO RD.
2 Summary of Contribution

The contribution presents a Data Flow Diagram for the GwMO Enabler.
3 Detailed Proposal

See Figure 1.

[image: image1.emf]OMA Device 

Management 

Client

OMA Device 

Management 

Server

Map to internal 

address

Package 0/2/4 or 

Sessionless Message

[Transparent Mode]

Package 0/2/4 or 

Sessionless Message

[Transparent Mode]

Change Source 

URI

P

a

c

k

a

g

e

 0

/

2

/

4

 

o

r

 

S

e

s

s

i

o

n

l

e

s

s

 

M

e

s

s

a

g

e

 

(

w

it

h

 a

l

te

r

e

d

 

S

o

u

rc

e

U

R

I

)

P

a

c

k

a

g

e 

0

/

2/

4

 

o

r 

S

e

s

s

i

o

nl

e

s

s 

M

e

s

s

a

g

e

[

P

r

o

x

y

 

M

o

d

e]

[P

r

o

x

y

 

M

o

d

e

]

Include Originating 

Server URI

P

a

c

k

a

g

e

 

0

/

2

/

4

o

r  

S

e

s

s

i

o

n

l

e

s

s

M

e

s

s

a

g

e

[

P

r

o

x

y  

M

o

d

e

:

 

w i

t

h

m

u

t

u

a

l

 

a

w

a

r

e

n

e

s

s

]

P

a

c

k

a

g

e

 

1

/

3

[

P

r

o

x

y 

M

o

d

e

]

P

a

c

k

a

g

e

 1

/

3

 

(

w

it

h

 

a

l

te

r

e

d

 

S

o

u

r

c

e

U

R

I

)

[

P

r

o

x

y

 

M

o

d

e

]

Include Originating 

Device URI

P

a

c

k

a

g

e

 

1

/

3

[

P

r

o

x

y

 

M

o

d

e

:

 

w

i

t

h

m

u

t

u

a

l

 

a

w

a

r

e

n

e

s

s

]

Adapt to OMA-DM

M

e

s

s

a

g

e

 

f

ro

m

 

S

e

r

v

e

r

P

a

c

k

a

g

e

 

0/

2

/

4

 

or 

S

e

s

s

i

o

nl

e

s

s

M

e

s

s

a

g

e

[

P

r

o

t

o

c

o

l 

A

d

a

p

t

a

t

i

o

n 

M

o

d

e]

[

P

r

o

t

o

c

o

l

 

A

d

a

p

t

a

ti

o

n

 

M

o

d

e

]

M

e

s

s

a

g

e 

f

r

o

m

 

C

l

i

e

n

t

[

P

r

o

t

o

c

o

l 

A

d

a

p

t

a

t

i

o

n 

M

o

d

e]

P

a

c

k

a

g

e

 

1

/

3

[P

r

o

t

o

c

o

l

 A

d

a

p

t

a

t

io

n

 M

o

d

e

]

Non OMA-DM  

Client

Update Device 

Inventory

N

e

w

 

d

e

v

i

c

e

i

n

f

o

r

m

a

t

i

o

n

Device 

Inventory

Process Inventory 

Query

I

n

v

e

nt

o

r

y

 

q

u

er

y

Q

u

e

r

y

 

r

e

p

o

n

s

e

Bootstrap 

Profile

Update Bootstrap 

Profile

Provide DM 

Bootstrap Info

U

p

d

at

e

d 

B

o

o

t

st

r

a

p

 

pr

o

fi

l

e

B

o

o

t

s

t

r

a

p

 

p

r

o

f

i

l

e

 

i

n

f

o

Issue Device 

Registration Alert

Device Registration

Alert

OMA-DM  

Client 2

Fan-out Request

Consolidate Result

S

e

s

si

o

n

l

e

s

s 

C

o

m

m

a

n

d

f

or

 

m

u

lt

i

pl

e

 

D

M

 

C

l

i

e

n

t

s

S

e

s

s

io

n

l

e

s

s

 

C

o

m

m

a

n

d

fo

r

 

e

a

c

h

 D

M

 C

l

i

e

n

t

R

e

s

u

l

t

 

o

f

 

S

e

s

s

i

o

n

l

e

s

s

 

C

o

m

m

a

n

d

f

r

o

m

 

s

i

n

g

l

e

 

D

M

 

C

l

i

e

n

t

R

e

s

u

lt

 

o

f

 

S

e

s

s

i

o

n

le

s

s

 

C

o

m

m

a

n

d

f

r

o

m

 s

in

g

l

e

 D

M

 C

l

i

e

n

t

C

o

n

s

o

li

d

a

t

e

d

 

r

e

s

u

lt

 

f

or 

S

e

s

si

o

n

l

e

s

s

 

C

o

m

m

a

n

d

fr

o

m

 

m

u

lt

i

pl

e 

D

M

 

C

l

i

e

n

t

s

Software 

Image Cache

Store Software 

Image

S

o

ft

w

a

r

e 

i

m

a

g

e

 f

o

r 

s

u

b

t

e

n

di

n

g

 

d

e

vi

c

e


Figure 1: GwMO Data Flow Diagram
4 Recommendation

The DM WG is requested to actively participate in the discussion on the GwMO DFD so that agreement can be reached on the functional capabilities of the GwMO Enabler.
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