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<MgmtTree>

  <VerDTD>

1.2

  </VerDTD>

  <Node>

    <NodeName/>

    <!--Status: Required-->

    <DFProperties>

      <AccessType>

        <Get/>

      </AccessType>

      <DFFormat>

        <node/>

      </DFFormat>

      <Occurrence>

        <One/>

      </Occurrence>

      <DFTitle>

This placeholder node is the root node for the Device Inventory MO

      </DFTitle>

      <DFType>

        <DDFName>

urn:oma:mo:oma-gwmo-deviceinventory:1.0

        </DDFName>

      </DFType>

    </DFProperties>

    <Node>

      <NodeName>

Inventory

      </NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get/>

        </AccessType>

        <DFFormat>

          <node/>

        </DFFormat>

        <Occurrence>

          <One/>

        </Occurrence>

        <DFTitle>

This interior node is the parent node for all device inventory information

        </DFTitle>

        <DFType>

          <DDFName/>

        </DFType>

      </DFProperties>

      <Node>

        <NodeName>

DevCount

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <int/>

          </DFFormat>

          <Occurrence>

            <One/>

          </Occurrence>

          <DFTitle>

This leaf node gives the number of End Devices that are managed through the DM Gateway

          </DFTitle>

          <DFType>

            <MIME>

text/plain

            </MIME>

          </DFType>

        </DFProperties>

      </Node>

      <Node>

        <NodeName>

Records

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <node/>

          </DFFormat>

          <Occurrence>

            <One/>

          </Occurrence>

          <DFTitle>

This interior node is the parent node for all device inventory entries

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

        <Node>

          <NodeName/>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Get/>

            </AccessType>

            <DFFormat>

              <node/>

            </DFFormat>

            <Occurrence>

              <ZeroOrMore/>

            </Occurrence>

            <DFTitle>

This placeholder node contains the device inventory entry for a specific End Device that is subtending from the DM Gateway

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

          <Node>

            <NodeName>

DeviceID

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <chr/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

The value of this leaf node provides the public identity of the Device

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

DevType

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <chr/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

This value of this leaf node indicates the Device type

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

LANRef

            </NodeName>

            <!--Status: Optional-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <chr/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

This value of this leaf node indicates the nodename of the LAN information in which the End Device is deployed

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

AddressType

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <int/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

The value of this leaf node specifies the address type of the End Device

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

Address

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <chr/>

              </DFFormat>

              <Occurrence>

                <ZeroOrOne/>

              </Occurrence>

              <DFTitle>

The value of this leaf node provides the public routable address of the End Device

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

Mode

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <int/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

The value of this leaf node indicates the operation mode of the DM Gateway for the End Device

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

        </Node>

      </Node>

      <Node>

        <NodeName>

LAN

        </NodeName>

        <!--Status: Optional-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <node/>

          </DFFormat>

          <Occurrence>

            <One/>

          </Occurrence>

          <DFTitle>

This interior node is for storing information regarding the local area network in which the End Device is deployed

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

        <Node>

          <NodeName/>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Get/>

            </AccessType>

            <DFFormat>

              <node/>

            </DFFormat>

            <Occurrence>

              <ZeroOrMore/>

            </Occurrence>

            <DFTitle>

This placeholder node is for storing information regarding the local area network in which the End Device is deployed

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

          <Node>

            <NodeName>

MTU

            </NodeName>

            <!--Status: Optional-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <int/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

The value of this node indicates the Maximum Transmission Unit (MTU) size in byte, for the network between Gateway device and End Device

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

NetworkType

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <int/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

The value of this node indicates the network type which is used between Gateway device and End Device

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

Ext

            </NodeName>

            <!--Status: Optional-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <node/>

              </DFFormat>

              <Occurrence>

                <ZeroOrOne/>

              </Occurrence>

              <DFTitle>

This interior node is for vendor-specific extensions to store the LAN related information

              </DFTitle>

              <DFType>

                <DDFName/>

              </DFType>

            </DFProperties>

          </Node>

        </Node>

      </Node>

      <Node>

        <NodeName>

Ext

        </NodeName>

        <!--Status: Optional-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <node/>

          </DFFormat>

          <Occurrence>

            <ZeroOrOne/>

          </Occurrence>

          <DFTitle>

This interior node is for vendor-specific extensions to the Device Inventory MO

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

      </Node>

    </Node>

  </Node>

</MgmtTree>
