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<MgmtTree>

  <VerDTD>

1.2

  </VerDTD>

  <Node>

    <NodeName/>

    <!--Status: Required-->

    <DFProperties>

      <AccessType>

        <Get/>

      </AccessType>

      <DFFormat>

        <node/>

      </DFFormat>

      <Occurrence>

        <One/>

      </Occurrence>

      <DFTitle>

This placeholder node is the root node for the Gateway Config MO

      </DFTitle>

      <DFType>

        <DDFName>

urn:oma:mo:oma-gwmo-config:1.0

        </DDFName>

      </DFType>

    </DFProperties>

    <Node>

      <NodeName>

DevTypeInfo

      </NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get/>

        </AccessType>

        <DFFormat>

          <node/>

        </DFFormat>

        <Occurrence>

          <One/>

        </Occurrence>

        <DFTitle>

This interior node contains all the information pertaining to the handling of different types of devices by the DM Gateway

        </DFTitle>

        <DFType>

          <DDFName/>

        </DFType>

      </DFProperties>

      <Node>

        <NodeName/>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Add/>

            <Delete/>

            <Get/>

          </AccessType>

          <DFFormat>

            <node/>

          </DFFormat>

          <Occurrence>

            <ZeroOrMore/>

          </Occurrence>

          <DFTitle>

This placeholder node contains information pertaining to the handling of one particular type of device by the DM Gateway

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

        <Node>

          <NodeName>

DevType

          </NodeName>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Get/>

              <Replace/>

            </AccessType>

            <DFFormat>

              <chr/>

            </DFFormat>

            <Occurrence>

              <One/>

            </Occurrence>

            <DFTitle>

The value of this leaf node specifies the device type

            </DFTitle>

            <DFType>

              <MIME>

text/plain

              </MIME>

            </DFType>

          </DFProperties>

        </Node>

        <Node>

          <NodeName>

BStrapInfo

          </NodeName>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Get/>

            </AccessType>

            <DFFormat>

              <node/>

            </DFFormat>

            <Occurrence>

              <One/>

            </Occurrence>

            <DFTitle>

This interior node contains all the bootstrapping records that are needed for client-initiated bootstrap for the device type

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

          <Node>

            <NodeName/>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Add/>

                <Delete/>

                <Get/>

              </AccessType>

              <DFFormat>

                <node/>

              </DFFormat>

              <Occurrence>

                <ZeroOrMore/>

              </Occurrence>

              <DFTitle>

This placeholder node contains one bootstrapping record that has all information for client-initiated bootstrap for the device type

              </DFTitle>

              <DFType>

                <DDFName/>

              </DFType>

            </DFProperties>

            <Node>

              <NodeName>

BStrapURL

              </NodeName>

              <!--Status: Required-->

              <DFProperties>

                <AccessType>

                  <Get/>

                  <Replace/>

                </AccessType>

                <DFFormat>

                  <chr/>

                </DFFormat>

                <Occurrence>

                  <One/>

                </Occurrence>

                <DFTitle>

The value of this leaf node indicates the URL of the Bootstrap Server for the device type

                </DFTitle>

                <DFType>

                  <MIME>

text/plain

                  </MIME>

                </DFType>

              </DFProperties>

            </Node>

          </Node>

        </Node>

        <Node>

          <NodeName>

ReptServerIds

          </NodeName>

          <!--Status: Optional-->

          <DFProperties>

            <AccessType>

              <Get/>

            </AccessType>

            <DFFormat>

              <node/>

            </DFFormat>

            <Occurrence>

              <One/>

            </Occurrence>

            <DFTitle>

This interior node contains information pertaining to all the DM Servers that need to receive the alerts pertaining to End Devices of the specified device type

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

          <Node>

            <NodeName/>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Add/>

                <Delete/>

                <Get/>

                <Replace/>

              </AccessType>

              <DFFormat>

                <null/>

              </DFFormat>

              <Occurrence>

                <ZeroOrMore/>

              </Occurrence>

              <DFTitle>

The name of this leaf node is the identifier of one DM Server that needs to receive alerts pertaining to End Devices of the specified device type

              </DFTitle>

              <DFType>

                <DDFName/>

              </DFType>

            </DFProperties>

          </Node>

        </Node>

      </Node>

    </Node>

    <Node>

      <NodeName>

Config

      </NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get/>

        </AccessType>

        <DFFormat>

          <node/>

        </DFFormat>

        <Occurrence>

          <One/>

        </Occurrence>

        <DFTitle>

This interior node contains the configuration parameters for the DM Gateway

        </DFTitle>

        <DFType>

          <DDFName/>

        </DFType>

      </DFProperties>

      <Node>

        <NodeName>

Alert

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <node/>

          </DFFormat>

          <Occurrence>

            <One/>

          </Occurrence>

          <DFTitle>

This interior node is the root node for all the configuration parameters dealing with  the reporting of Generic Alerts pertaining to End Devices

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

        <Node>

          <NodeName/>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Get/>

            </AccessType>

            <DFFormat>

              <node/>

            </DFFormat>

            <Occurrence>

              <ZeroOrMore/>

            </Occurrence>

            <DFTitle>

This placeholder node groups the configuration parameters for the reporting of Generic Alerts based on some criteria (e

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

          <Node>

            <NodeName>

DeviceType

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <chr/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

The value of this leaf node specifies the device type

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

GroupID

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <chr/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

The value of this leaf node specifies the GroupID, which is specified in the DevGroup sub-tree of this MO

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

AlertType

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <chr/>

              </DFFormat>

              <Occurrence>

                <ZeroOrOne/>

              </Occurrence>

              <DFTitle>

The value of this leaf node specifies the Generic Alert type

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

        </Node>

      </Node>

      <Node>

        <NodeName>

DeviceAppAuth

        </NodeName>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <node/>

          </DFFormat>

          <Occurrence>

            <One/>

          </Occurrence>

          <DFTitle>

This node specifies authentication information for hosting End Devices that require DM Server assisted bootstrapping [section 8

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

        <Node>

          <NodeName/>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Get/>

            </AccessType>

            <DFFormat>

              <node/>

            </DFFormat>

            <Occurrence>

              <ZeroOrMore/>

            </Occurrence>

            <DFTitle>

This placeholder node stores the AppAuth setting for a particular End Device

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

          <Node>

            <NodeName>

DeviceID

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <chr/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

This node specifies the Device ID associated with the AppAuth setting

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

AppAuth

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

              </AccessType>

              <DFFormat>

                <node/>

              </DFFormat>

              <Occurrence>

                <One/>

              </Occurrence>

              <DFTitle>

This node specifies authentication information for hosting End Device

              </DFTitle>

              <DFType>

                <DDFName/>

              </DFType>

            </DFProperties>

            <Node>

              <NodeName/>

              <!--Status: Required-->

              <DFProperties>

                <AccessType>

                  <Get/>

                </AccessType>

                <DFFormat>

                  <node/>

                </DFFormat>

                <Occurrence>

                  <OneOrMore/>

                </Occurrence>

                <DFTitle>

This interior node acts as a placeholder for one or more authentication settings

                </DFTitle>

                <DFType>

                  <DDFName/>

                </DFType>

              </DFProperties>

              <Node>

                <NodeName>

AAuthLevel

                </NodeName>

                <!--Status: Required-->

                <DFProperties>

                  <AccessType>

                    <Get/>

                  </AccessType>

                  <DFFormat>

                    <chr/>

                  </DFFormat>

                  <Occurrence>

                    <One/>

                  </Occurrence>

                  <DFTitle>

This node specifies the authentication level

                  </DFTitle>

                  <DFType>

                    <MIME>

text/plain

                    </MIME>

                  </DFType>

                </DFProperties>

              </Node>

              <Node>

                <NodeName>

AAuthType

                </NodeName>

                <!--Status: Required-->

                <DFProperties>

                  <AccessType>

                    <Get/>

                  </AccessType>

                  <DFFormat>

                    <chr/>

                  </DFFormat>

                  <Occurrence>

                    <One/>

                  </Occurrence>

                  <DFTitle>

This node specifies the authentication type

                  </DFTitle>

                  <DFType>

                    <MIME>

text/plain

                    </MIME>

                  </DFType>

                </DFProperties>

              </Node>

              <Node>

                <NodeName>

AAuthName

                </NodeName>

                <!--Status: Required-->

                <DFProperties>

                  <AccessType>

                    <Get/>

                  </AccessType>

                  <DFFormat>

                    <chr/>

                  </DFFormat>

                  <Occurrence>

                    <One/>

                  </Occurrence>

                  <DFTitle>

This node specifies the authentication name

                  </DFTitle>

                  <DFType>

                    <MIME>

text/plain

                    </MIME>

                  </DFType>

                </DFProperties>

              </Node>

              <Node>

                <NodeName>

AAuthSecret

                </NodeName>

                <!--Status: Required-->

                <DFProperties>

                  <AccessType>

                    <Get/>

                  </AccessType>

                  <DFFormat>

                    <chr/>

                  </DFFormat>

                  <Occurrence>

                    <ZeroOrOne/>

                  </Occurrence>

                  <DFTitle>

This node specifies the authentication secret

                  </DFTitle>

                  <DFType>

                    <MIME>

text/plain

                    </MIME>

                  </DFType>

                </DFProperties>

              </Node>

              <Node>

                <NodeName>

AAuthData

                </NodeName>

                <!--Status: Required-->

                <DFProperties>

                  <AccessType/>

                  <DFFormat>

                    <bin/>

                  </DFFormat>

                  <Occurrence>

                    <One/>

                  </Occurrence>

                  <DFTitle>

This node specifies the authentication data

                  </DFTitle>

                  <DFType>

                    <MIME>

text/plain

                    </MIME>

                  </DFType>

                </DFProperties>

              </Node>

            </Node>

          </Node>

        </Node>

      </Node>

    </Node>

    <Node>

      <NodeName>

DevGroup

      </NodeName>

      <!--Status: Required-->

      <DFProperties>

        <AccessType>

          <Get/>

        </AccessType>

        <DFFormat>

          <node/>

        </DFFormat>

        <Occurrence>

          <ZeroOrOne/>

        </Occurrence>

        <DFTitle>

This interior node contains information pertaining to all the device groups that have been set up on the DM Gateway for the group management of devices that are subtending from the DM Gateway

        </DFTitle>

        <DFType>

          <DDFName/>

        </DFType>

      </DFProperties>

      <Node>

        <NodeName/>

        <!--Status: Required-->

        <DFProperties>

          <AccessType>

            <Get/>

          </AccessType>

          <DFFormat>

            <node/>

          </DFFormat>

          <Occurrence>

            <OneOrMore/>

          </Occurrence>

          <DFTitle>

This placeholder node contains information pertaining to one device group

          </DFTitle>

          <DFType>

            <DDFName/>

          </DFType>

        </DFProperties>

        <Node>

          <NodeName>

GroupID

          </NodeName>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Get/>

            </AccessType>

            <DFFormat>

              <chr/>

            </DFFormat>

            <Occurrence>

              <One/>

            </Occurrence>

            <DFTitle>

This value of this node specifies the device group identifier

            </DFTitle>

            <DFType>

              <MIME>

text/plain

              </MIME>

            </DFType>

          </DFProperties>

        </Node>

        <Node>

          <NodeName>

GroupSize

          </NodeName>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Get/>

            </AccessType>

            <DFFormat>

              <int/>

            </DFFormat>

            <Occurrence>

              <One/>

            </Occurrence>

            <DFTitle>

The value of this leaf node is the number of devices within the device group

            </DFTitle>

            <DFType>

              <MIME>

text/plain

              </MIME>

            </DFType>

          </DFProperties>

        </Node>

        <Node>

          <NodeName>

GroupType

          </NodeName>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Get/>

              <Replace/>

            </AccessType>

            <DFFormat>

              <int/>

            </DFFormat>

            <Occurrence>

              <One/>

            </Occurrence>

            <DFTitle>

The value of this leaf node indicates the criteria for membership of this group

            </DFTitle>

            <DFType>

              <MIME>

text/plain

              </MIME>

            </DFType>

          </DFProperties>

        </Node>

        <Node>

          <NodeName>

Members

          </NodeName>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Get/>

            </AccessType>

            <DFFormat>

              <node/>

            </DFFormat>

            <Occurrence>

              <ZeroOrOne/>

            </Occurrence>

            <DFTitle>

This interior node contains all the members of the device group

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

          <Node>

            <NodeName>

&lt;DevID&gt;

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Add/>

                <Delete/>

                <Get/>

              </AccessType>

              <DFFormat>

                <null/>

              </DFFormat>

              <Occurrence>

                <ZeroOrMore/>

              </Occurrence>

              <DFTitle>

The name of this placeholder leaf node is the identifier of the device that is the member of the device group

              </DFTitle>

              <DFType>

                <DDFName/>

              </DFType>

            </DFProperties>

          </Node>

        </Node>

        <Node>

          <NodeName>

Condition

          </NodeName>

          <!--Status: Optional-->

          <DFProperties>

            <AccessType>

              <Get/>

            </AccessType>

            <DFFormat>

              <node/>

            </DFFormat>

            <Occurrence>

              <ZeroOrOne/>

            </Occurrence>

            <DFTitle>

This interior node is the parent node for all the information pertaining to a condition based group

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

          <Node>

            <NodeName>

DevTypeCriteria

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

                <Replace/>

              </AccessType>

              <DFFormat>

                <chr/>

              </DFFormat>

              <Occurrence>

                <ZeroOrOne/>

              </Occurrence>

              <DFTitle>

The value of this leaf node is the device type associated with the device group set by the DM Server

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

          <Node>

            <NodeName>

OtherCriteria

            </NodeName>

            <!--Status: Required-->

            <DFProperties>

              <AccessType>

                <Get/>

                <Replace/>

              </AccessType>

              <DFFormat>

                <chr/>

              </DFFormat>

              <Occurrence>

                <ZeroOrOne/>

              </Occurrence>

              <DFTitle>

The value of this leaf node is the condition expression that the DM Server wants the device to fulfil

              </DFTitle>

              <DFType>

                <MIME>

text/plain

                </MIME>

              </DFType>

            </DFProperties>

          </Node>

        </Node>

        <Node>

          <NodeName>

PopulateGroup

          </NodeName>

          <!--Status: Required-->

          <DFProperties>

            <AccessType>

              <Exec/>

              <Get/>

            </AccessType>

            <DFFormat>

              <null/>

            </DFFormat>

            <Occurrence>

              <ZeroOrOne/>

            </Occurrence>

            <DFTitle>

This node is used with Exec command by the DM Server to populate the group when the value of its sibling GroupType node is '1' or '2'

            </DFTitle>

            <DFType>

              <DDFName/>

            </DFType>

          </DFProperties>

        </Node>

      </Node>

    </Node>

    <Node>

      <NodeName>

Ext

      </NodeName>

      <!--Status: Optional-->

      <DFProperties>

        <AccessType>

          <Get/>

        </AccessType>

        <DFFormat>

          <node/>

        </DFFormat>

        <Occurrence>

          <ZeroOrOne/>

        </Occurrence>

        <DFTitle>

This interior node is for vendor-specific extensions to the Gateway Config MO

        </DFTitle>

        <DFType>

          <DDFName/>

        </DFType>

      </DFProperties>

    </Node>

  </Node>

</MgmtTree>
