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1 Reason for Change

The GwMO TS has a misreading on the word attach in one of the alert mechanisms described. Further discussion on this topic with R01,R02 in DM meeting , the new changes are marked in R03.
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

I kindly request the DM group to review the CR and agree the proposed changes.
6 Detailed Change Proposal

Change 1:   device detection alert in secion 4.1
In particular contents proposed in OMA-TS-GwMO-V1_1-20140306-D, for incorporation into main GwMO v1.1 TS.
Section 4.1 mentions device detection alert , which needs treatment in GwMO R1.1. Proposal is

1) Add removal notice for “device detection alert” in GwMO R1.1, under section 4.2
Changes to be made in section 4.2
2.1 Version 1.1
Version 1.1 introduces the following new functionalities and enhancements for OMA Gateway MO 1.0:

· Support for enhanced Adaptation Mode

GwMO V1.0 has presented Adaptation Mode of operation, but the mapping rules between OMA DM protocol and the non-OMA DM management protocol of the End Devices were outside the scope of V1.0. Version 1.1 presents the mapping rules and adaptation strategies for the supported non-OMA DM protocols. Please refer to [ZigBee_MO_TS] for information about adaptation mode for ZigBee devices and the definition of the ZigBee Management Objects.

Editor´s Note: reference to ZigBee TS be added. 

· Support for Hierarchical Architecture

Version 1.1 introduces Hierarchical Architecture as a multi-level tree structure composed of DM Server, DM Gateways and End Devices. Hierarchical Architecture may address larger networks, as in M2M, with a greater number of End Devices in a very scalable and flexible way:

· Scalability: in V1.0 with a one-level Gateway structure the maximum number of supported devices is limited by the number of connections held by the Gateway. In multi-level Hierarchical Architecture maximum number of supported devices increases exponentially. 

· Flexibility: more convenient management topologies may be designed based on geographic, functional or organizational criteria. Example: Gateways dedicated to specific locations (e.g. building, building floor, block, office), specific functions (e.g. energy consumption metering, security, cooling-heating systems) or organization (department, division, branches). For example, company may have a dedicated Gateway for energy devices and another one for security devices and a top level Gateway aggregating those Gateways and connected to company DM Server 
· Security Enhancements for Proxy Mode Operations
Resolves a V1.0 security vulnerability with GwMO V1.0 operating in Proxy mode: the credentials and ACL from the session between DM Server and DM Gateway were not propagated to the session between the DM Gateway and the End Device.
Version 1.1 deprecates the following functionality with reference to OMA Gateway MO 1.0:

· Device detection alert is removed from GwMO R1.1
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