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1 Reason for Change

The some requirements seem not explicitly described in the main GwMO TS.  For example, the Adaptation mechanisms and framework defined GwMO v1.1 TS could adequately cover the requirements without a specified MO. Hence this CR proposes to add the following text to Section 4.2 Version 1.1.

This CR also fixes the MOIDs..
	ID
	Open Date
	Type
	Section
	Description
	Status

	RD001 
	2014.03.28
	T
	6.3.3
	Source: NEC

Form: doc#OMA-DM-GwMO-2014-0016

Comment: The requirement GwMO-AMode-002 seems not explicitly addressed in the TS. 

Proposed Change: However, the Adaptation mechanisms and framework defined GwMO v1.1 TS could adequately cover this requirement without a specified MO.

If this is not the case then change the Release column from 1.1 to ‘future release’.
	Status: OPEN

<provide response>

	RD002 
	2014.03.28
	T
	6.3.3
	Source: NEC

Form: doc#OMA-DM-GwMO-2014-0016

Comment: The requirement GwMO-AMode-003 seems not explicitly addressed in the TS.

Proposed Change: However, the Adaptation mechanisms and framework defined GwMO v1.1 TS could adequately cover this requirement without a specified MO.

If this is not the case then change the Release column from 1.1 to ‘future release’.
	Status: OPEN

<provide response>

	RD003 
	2014.03.28
	T
	6.3.3
	Source: NEC

Form: doc#OMA-DM-GwMO-2014-0016

Comment: The requirement GwMO-AMode-005 seems not explicitly addressed in the TS.

Proposed Change: However, the Adaptation mechanisms and framework defined GwMO v1.1 TS could adequately cover this requirement without a specified MO.

If this is not the case then change the Release column from 1.1 to ‘future release’.
	Status: OPEN

<provide response>


2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We kindly request the DM group to review the CR and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  Section 2.1
2.1 Normative References

	 [DMDICT]
	“OMA Device Management Dictionary”, Version 1.0, Open Mobile Alliance™,
OMA-SUP-DM_Dictionary-V1_0,                                                            URL:http://www.openmobilealliance.org/

	[DMNOTI]
	“OMA Device Management Notification Initiated Session”, Version 1.3, Open Mobile Alliance(,
URL:http://www.openmobilealliance.org

	[DMPRO]
	“OMA Device Management Protocol”, Version 1.3. Open Mobile Alliance(. 
OMA-TS-DM_Protocol-V1_3,                                                                     URL:http://www.openmobilealliance.org

	[DMREPPRO]
	“OMA Device Management Representation Protocol, Version 1.3”,
Open Mobile Alliance(. OMA-TS-DM_RepPro-V1_3,                            URL:http://www.openmobilealliance.org

	[DMSTDOBJ]
	“OMA Device Management Standardized Objects”. Version 1.3, Open Mobile Alliance(, URL:http://www.openmobilealliance.org

	[DMTND]
	“OMA Device Management Tree and Description”, Version 1.3, Open Mobile Alliance(,
OMA-TS-DM_TND-V1_3,                                                                      URL:http://www.openmobilealliance.org/ 

	[GwMO_AD_v1.1]
	“GwMO Architecture”, Version 1.1, Open Mobile Alliance(, OMA-AD-GwMO-V1_0, URL:http://www.openmobilealliance.org/

	[GwMO_RD_v1.1]
	“GwMO Requirements”, Version 1.1, Open Mobile Alliance(, OMA-RD-GwMO-V1_0, URL:http://www.openmobilealliance.org/

	[GwMO_ZigBeeMO_TS_v1_0]
	“Management Objects for ZigBee Devices, Version 1.0 ”, Open Mobile Alliance™, OMA-TS-DM-GwMO_ZigBeeMO -V1_0,                                                                                  URL:http://www.openmobilealliance.org/

	[OMGIDL]
	“CORBA 3.1 – OMG IDL Syntax and Semantics chapter”, Object Management Group, January 2008, 
URL:

 HYPERLINK "http://www.omg.org/cgi-bin/doc?formal/08-01-04.pdf" 
http://www.omg.org/cgi-bin/doc?formal/08-01-04.pdf 

	[PushMsg]
	“Push Message Specification”, Version 2.3, Open Mobile Alliance(
OMA-TS-Push_Message-V2_3,                                                                                                                      URL: http://www.openmobilealliance.org/

	[PushOTA]
	“Push Over the Air”, Version 2.3, Open Mobile Alliance™, OMA-TS-PushOTA-V2_3, 
URL:http://www.openmobilealliance.org/ 

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC5234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. January 2008, URL:http://www.ietf.org/rfc/rfc5234.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Version 1.0, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures,                                                                 URL:http://www.openmobilealliance.org/                                           

	[SIPPush]
	“Push using SIP”, Open Mobile Alliance™, Version 1.0, OMA-TS-SIP_Push-V1_0, 
URL:http://www.openmobilealliance.org/ 

	[ZigBee2007]
	“ZigBee Specification 2007”, ZigBee Alliance, Version 053474r17, 
http://www.zigbee.org/Specifications/ZigBee/download.aspx 


Change 2:  Section 4.2
2.2 Version 1.1
Version 1.1 introduces the following new functionalities and enhancements for OMA Gateway MO 1.0:

· Support for enhanced Adaptation Mode

GwMO V1.0 has presented Adaptation Mode of operation, but the mapping rules between OMA DM protocol and the non-OMA DM management protocol of the End Devices were outside the scope of V1.0. Version 1.1 presents the mapping rules and adaptation approaches for managing devices implementing protocols other than OMA DM such as ZigBee, Bluetooth, KNX and OpenWebNet. the. Refer to Section 8.4 for description and framework for realizing the Adaptation Mode and GwMO architecture section 5.2.3 in [GwMO_AD_v1.1] for supporting adapation functionality.Please refer to [GwMO_ZigBeeMO_TS_v1_0] for information about adaptation mode for ZigBee devices and the definition of the ZigBee Management Objects. 

· Support for Hierarchical Architecture

Version 1.1 introduces Hierarchical Architecture as a multi-level tree structure composed of DM Server, DM Gateways and End Devices. Refer to Sections 6.1 and 8.1.2 for ComponentType node and description Inventory Update Flow for Hierarchical Architecture. Hierarchical Architecture may address larger networks, as in M2M, with a greater number of End Devices in a very scalable and flexible way:

· Scalability: in V1.0 with a one-level Gateway structure the maximum number of supported devices is limited by the number of connections held by the Gateway. In multi-level Hierarchical Architecture maximum number of supported devices increases exponentially. 

· Flexibility: more convenient management topologies may be designed based on geographic, functional or organizational criteria. Example: Gateways dedicated to specific locations (e.g. building, building floor, block, office), specific functions (e.g. energy consumption metering, security, cooling-heating systems) or organization (department, division, branches). For example, company may have a dedicated Gateway for energy devices and another one for security devices and a top level Gateway aggregating those Gateways and connected to company DM Server 
· Security Enhancements for Proxy Mode Operations
Resolves a V1.0 security vulnerability with GwMO V1.0 operating in Proxy mode: the credentials and ACL from the session between DM Server and DM Gateway were not propagated to the session between the DM Gateway and the End Device. Refer to Sections 6.2 and 8.3.4 for further information on secure proxy mode operation and Privileges MO. 
Change 3:  Section 6.1.1
2.3 Device Inventory MO

2.3.1 MO Description

	<x>


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This placeholder node is the root node for the Device Inventory MO. The parent node of this node defines the location of this MO in the DM Gateway's Management Tree.

The Management Object Identifier for the Device Inventory MO MUST be: “urn:oma:mo:oma-gwmo-deviceinventory:1.1”.


Change 4:  Section 6.2.1
2.4 Gateway Config MO

2.4.1 MO Description

	<x>


	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This placeholder node is the root node for the Gateway Config MO. The parent node of this node defines the location of this MO in the DM Gateway's Management Tree.

The Management Object Identifier for the Gateway ConfigMO MUST be: “urn:oma:mo:oma-gwmo-config:1.1”.
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