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1. Scope

This technical specification describes Management Objects and Generic Alerts that are needed to provide the DM Gateway functionality, as defined in [DMDICT].

2. References

2.1 Normative References

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	[GwMO_RD]
	“GwMO Requirements”, <Month> 2010, URL:http://www.openmobilealliance.org/

	[GwMO_AD]
	“GwMO Architecture”, <Month> 2010, URL:http://www.openmobilealliance.org/

	
	


2.2 Informative References

	 [OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-Vx_y, URL:http://www.openmobilealliance.org/

	 [DMDICT]
	“OMA Device Management Dictionary”, Version 1.0, Open Mobile Alliance™,
OMA-SUP-DM_Dictionary-V1_0-20100211, URL:http://www.openmobilealliance.org/

	
	

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

For all definitions, kindly consult [OMADICT] and [DMDICT].
3.3
Abbreviations

	DM
	Device Management

	GwMO
	Gateway Management Object

	OMA
	Open Mobile Alliance

	
	

	
	


4. Introduction

The OMA DM protocol is used for the remote management of devices.  In many instances, the OMA-DM Server and the OMA-DM Client communicate with each other directly.  However, direct communication between the DM Server and the DM Client is not always possible, nor desirable, due to inaccessibility of devices behind a firewall or devices supporting a management protocol other than OMA-DM.  This TS provides a framework for OMA DM to manage devices indirectly i.e. through a Gateway. The precise role played by the DM Gateway in a management session involving a Server and a Client depends upon the mode of operation of the DM Gateway.  In some instances the Gateway is managed by an OMA DM Server, and in turn, the Gateway manages other devices under it.  In other instances, the DM Gateway merely enables a DM Server to communicate with an otherwise unreachable DM Client.  The various modes of operation of the DM Gateway are defined in Section ???.
4.1 Version 1.0

TBD
5. Sections As Needed

TBD
Appendix A. Change History
(Informative)

A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version 


A.2 Draft/Candidate Version 1.0 History

	Document Identifier
	Date
	Sections
	Description

	Draft Versions
· OMA-TS-GwMO-V1_0
	30 Jun 2010
	All
	Baseline TS


Appendix B. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [SCRRULES].

TBD

Appendix C. Additional Information

TBD
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