Doc# OMA-DM-DMNG-2011-0060-CR_RD_Intro.doc[image: Picture in Transforming WAPF Into OMA 20020313]
Change Request

Doc# OMA-DM-DMNG-2011-0060-CR_RD_Intro.doc[image: Picture in Transforming WAPF Into OMA 20020313]
Change Request


Change Request

	Title:
	RD_Intro
	|X| Public      |_| OMA Confidential

	To:
	DM
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Reason for Change
This proposal adds the introduction section with versioning information into the RD.
Impact on Backward Compatibility
None, it is a new document
Impact on Other Specifications
None
Intellectual Property Rights
Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
Recommendation
Propose to add the missing chapter into the TS.
Detailed Change Proposal
Add the following content as new chapter after the overview



[bookmark: _Toc196557490][bookmark: _Toc305404260]4 Introduction	(Informative)
<< This clause contains an introduction to this requirements specification, describing the background.
DELETE THIS COMMENT >>
[bookmark: _Toc305404261]4.1 Version 1.0
This section provides a high level, concise and informative description of the main functionality supported in the initial version of the RD.  The description should be brief, target length should be a few paragraphs.   When the release or reference release is finished, this description should be aligned with the final functionality.   
DELETE THIS COMMENT
[bookmark: _Toc305404262]4.2 Version <x.y>
This section should be included for each new major or minor version of the RD.
It should provide a high level, concise and informative description of the new or modified functionality introduced in this version of the RD, compared to the previous version.  The description should be brief, target length should be a few paragraphs.  When the release or reference release is finished, this description should be aligned with the final functionality differences.
DELETE THIS COMMENT
[bookmark: _Toc305404263]4.3 Version <x.y.z>
This section should be included for each new service release of the RD.   It should describe at a high level the main changes made to the RD compared to the previous version.  The description should be brief, target length should be one paragraph.
DELETE THIS COMMENT
Device Management refers to the management of Device configuration and other managed objects of Devices from the point of view of the Management Authorities. Device Management includes, but is not restricted to setting initial configuration information in Devices, subsequent updates of persistent information in Devices, retrieval of management information from Devices, execute primitives on Devices, and processing events and alarms generated by Devices. 
Device Management allows network operators, service providers or corporate information management departments to carry out the procedures of configuring devices on behalf of the end user (customer).
[bookmark: _Toc160850338][bookmark: _Ref161456245][bookmark: _Toc305356768]4.1 Version 1.2
Device management is the generic term used for technology that allows third parties to carry out the difficult procedures of configuring devices on behalf of the end user (customer). Third parties would typically be operators, service providers or corporate information management departments.
Through device management, an external party can remotely set parameters, conduct troubleshooting servicing of terminals, install or upgrade software. In broad terms, device management consists of three parts:
· Protocol and mechanism: The protocol used between a management server and a device
· Data model: The data made available for remote manipulation, for example browser and mail settings
· Policy: The policy decides who can manipulate a particular parameter, or update a particular object in the device
The specifications in the Device Management enabler Version 1.2 address the first part of device management above, the protocol and mechanism. More particularly, this enabler release addresses the management of devices by specifying a protocol and management mechanism that may be exposed by an OMA DM client and targeted by an OMA DM server.
The architecture of the Device Management enabler anticipates the needs of the market actors to differentiate their products through vendor-specific extensions while providing a core parameter set that can be relied upon in all terminals exposing this standardized interface.
The design of the architecture follows the OMA architecture principle [ARCH-PRINC] of Network Technology Independence by separating the bearer-neutral requirements from bearer-specific bindings. The described architecture also anticipates additional bearer and proxy types, as any are identified, without requiring a respecification of previously released documents. This preserves vendor and customer investment while supporting the scaling required by future innovations.
There are three parts to the object schema that provide break-points between more general and more specific parameters:
· A top level management object which is bearer-neutral;
· A set of bearer-specific parameters;
· Sub-tree(s) for exposing vendor-specific parameters.
By composing the management objects in this way, it becomes possible for a device management authority to:
· Target generic requirements that span all implementations;
· Focus on bearer-specific idiosyncrasies of a given networking environment;
· Activate terminal-specific behaviour by adjusting vendor-specific parameters.
In a wireless environment, the crucial element for device management protocol is the need to efficiently and effectively address the characteristics of devices including low bandwidth and high latency and to provide for support of these management operations remotely, over-the-air.

[bookmark: _Toc305356769]4.2 Version 1.3
OMA DM Version 1.3 reused the architecture from OMA DM Version 1.2. It does introduce new notification, transport protocols and a new DM Server to DM Server interface for delegation.

[bookmark: _Toc305356770]4.3 Version 2.0
OMA DM Version 2.0 reuses the Management Objects which is designed for DM Version 1.3 or earlier DM Protocols.OMA DM Version 2.0 introduces new Client-Server DM protocol.
OMA DM Version 2.0 also introduces new user interaction method on Device Management using Web Browser Component.
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