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1 Reason for Change

The present CR aims to move section 10 text to Default command description.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The DM WG should review the present CR and agree on its content.
6 Detailed Change Proposal
Change 1:  Section 5.3.10
DEFAULT
This command supports the following parameters:
	Parameter
	Format
	Occurrence

	ServerURI
	ServerURI as specified in the section 6.2
	One

	MOID
	MOID
	One


The DM Client stores the ServerURI and can use it when needs configuration for a specific MOID, for example when an application running locally on the Device requests information about a specific MOID which is not available in the DM Tree. In this case, the DM Client MUST perform the operations specified for HGET DM Command against the stored ServerURI, providing no status back to the DM Server. 

When the DM Client receives a DEFAULT command for an already provisioned MOID, the old ServerURI MUST be replaced with the new ServerURI; that means that the DM Client is able to store just one ServerURI per each supported MOID.

Change 2:  Removing section 10








· 
· 



· 
· 

Change 3:  New section in Appendix H
Protocol Examples 
(Informative)
In this section several protocol scenarios will be demonstrated. In examples, mandatory HTTP header fields might be missing.
Examples of DEFAULT Command
In this section two examples of Default Command usage are provided.
Example 1 (MMS):
DM Client receives the DEFAULT command with the following parameters:
· ServerURI: https://prov.dmserver.com/Settings/[MCC]/[MNC]/MMS
· MOID: urn:oma:mo:oma-mms:1.3
When the MMS Client starts up without configuration, it requests the DM Client to retrieve configuration related to the specific MOID. If no data are stored in the DM Tree for the requested MOID, the DM Client performs a HTTP GET to the provided ServerURI replacing "[MCC]" and "[MNC]" with real values. The retrieved data are stored at the location decided by the DM Client. The DM Server can retrieve the MO data sending the GET command against the ClientURI "urn:oma:mo:oma-mms:1.3/*/".
Example 2 (RCS):
DM Client receives the DEFAULT command with the following parameters:
· ServerURI: https://rcsprov.gsma.org/Settings/[MCC]/[MNC]/RCS
· MOID: urn:gsma:mo:rcs:rcse:1.0
When the RCS Client starts up, it triggers the DM Client to retrieve configuration. If no data are stored in the DM Tree, the DM Client performs a HTTP GET to the provided ServerURI replacing "[CMCC]" and "[CMNC]" with real values. The retrieved data are stored at the location decided by the DM Client. The DM Server can retrieve the MO data sending the GET command against the ClientURI "urn:gsma:mo:rcs:rcse:1.0/*/".
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