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1 Reason for Change

Addition of missing parts.
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  1. Scope

1. Scope

The document includes RD, AD, and TS for DMClientAPIfw 1.0. It defines the Application Programming Interfaces (API) as part of the OMA DM Client API framework enabler work item.
The APIs to be defined by DMClientAPIfw are specifically scoped to enable access to the services provided by OMA DM enablers as made available on the host device.
Change 2:  2.2 Informative References
2.2 Informative References

	[DMDICT]
	" OMA Device Management Dictionary", Draft Version 2.0, , Open Mobile Alliance™, URL:http://www.openmobilealliance.org/

	 [OMADICT]
	“Dictionary for OMA Specifications”, Version 2.7, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_7,                                                                URL:http://www.openmobilealliance.org/


Change 3:  4. Introduction
4. Introduction
The OMA DM protocol is used for remote management of devices. The DM protocol is a direct communication between a DM Server and a DM Client. It does not specify the communication between device’s local applications and a DM Client.
This document provides a Device Management Client API framework to allow device’s local applications and the DM Client to communicate.
Change 4:  5.1 High-Level Functional Requirements

5.1 High-Level Functional Requirements

	Label
	Description
	Release

	DMClientAPIfw1_0-HLF-1
	The DM Client SHALL allow local device applications to interact with registered device Management Objects


	1.0

	DMClientAPIfw1_0-HLF-2
	The DMClientAPIfw enabler SHALL provide a mechanism for device applications to request notification of changes to a registered MO

	1.0

	DMClientAPIfw1_0-HLF-3
	The DMClientAPIfw enabler SHALL provide a mechanism to notify a device application of changes to a registered MO.
	1.0



Change 5:  6. Architectural Model

6.1 Dependencies
DMClientAPIfw 1.0 has the same dependencies as the Device Management v1.3 and v2.0 enablers.
6.2 Architectural Diagram
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6.3 Functional Components and Interfaces/reference points definition
6.3.1 Protocol Endpoints
6.3.1.1 DM Client

The DM Client is the abstract software component that conforms to the requirements for DM Clients specified in the OMA Device Management Enabler.

6.3.2 Interfaces
6.3.2.1 DM-7 Client-App Registration

This provides an interface over which the device’s local applications may send Management Object registration or deregistration commands to the DM Client.  The device’s local application may issue a Management Object retrieval request.
6.3.2.2 DM-8 Client-App Notification
This provides an interface over which the DM Client may send Management Object update notification to the registered device’s local application.
6.3.2.3 DM-9 Client-App Interaction

This provides an interface over which the device’s local applications may send Management Object manipulation and retrieval commands.
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