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1 Reason for Change

DM 2.0 RD is nearly finishing. This CR is aiming at clean up the RD baseline for next step.
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM Working Group to review and approve this CR.

6 Detailed Change Proposal

Change 1:  Section 5, add description of DM 2.0
5. Device Management release description 
(Informative)
The Device Management (DM) Enabler provides a platform neutral protocol to allow servers to remotely manage devices. DM is intended to operate over a variety of transport and notification protocols in a platform neutral format.
1.1 Version 1.2

The DM V1.2 Enabler added or improved the following functionality:

· Enhanced security 

· DM Profile bootstrap 

· TNDS 

· Inbox 

· DM Account
· XML Encryption 

· Generic Alert 

· Excluded  "Con" object which provided rudimentary connectivity configuration and which as since been replaced by the ConnMO Reference Release [ConnMO]
· Nonce Resynchronization
1.2 Version 1.3

The DM V1.3 Enabler supports the following additional functionality:
· Support for SIP/UDP transport bindings
· Specify for mandatory support for bootstrap/TNDS
· Support for rich information in notification message including expiration, reason for session, etc.
· Support for the discovery of optional DM features supported by the DM Client.
1.3 Version 2.0

The DM V2.0 Enabler supports the following additional functionality:

· Improved mechanism for multiple management authorities dealing with a single client.
· Support for management of devices that lie outside the management domain of the service providers,
· Support applications interact with the DM client's management objects.
· Support DM functionality on devices with more than one access technologies/operating systems/environments.
· Improved protocol and representation.
Change 2:  Section 6.1, add Modularisation
This section depicts the whole release as a collection of different functional modules where each one is a group of requirements identified as related with the offering of functionality. Functional modules will be described as mandatory functionality (core functionality) or optional functionality (value-added functionality). 

The defined functional modules are as follows:

· Bootstrap: this functional module supports the process of installing parameters and/or applications on a DM Client to establish a given service for the first time, or for the purposes of resetting a DM Client to initial settings. This is a mandatory functional module.
· Notification: this functional module provides for out-of-band notification from a DM Server to a DM Client, indicating that a session is desired. This is a mandatory functional module.

· Authentication: this functional module provides secure management sessions between a DM Server and a DM Client. This is a mandatory functional module.

· Transports: this functional module supports multiple transports for communication between a DM Server and a DM Client. This is a mandatory functional module.

General: Some requirements are intended to affect all the functional modules, and therefore are marked in the functional module column of the requirement's table as “General”.
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