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1 Reason for Change

This CR is to update the Bootstrap process with SmartCard scenario
2 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

3 Recommendation

DM WG to review and agree this CR.
4 Detailed Change Proposal

Change 1:  Bootstrap  Section : introduction of Smartcard bootstrap scenario
7. Bootstrap
The following bootstrap methods are supported: 

· Factory Bootstrap, the bootstrap configuration are preloaded from factory
· Smartcard Bootstrap, DM Client retrieves the Bootstrap Message from a Smartcard
· Client initiated bootstrap. DM Client retrieves the Bootstrap Message from a DM Bootstrap Server, whose URL is known to the Device.
Bootstrap sequence 
The DM Client SHALL follow the procedure specified as below when attempting to bootstrap a DM Device:

1. If the DM Device has Smartcard, the DM Client MUST  try to obtain Bootstrap Message from the Smartcard 
2. If the DM Client is not configured using the Smartcard Bootstrap method, the DM Client MUST try to obtain the Bootstrap message by using  Factory Bootstrap  method.
3. If the DM Client is neither Smartcard bootstrapped  nor  factory bootstrapped then  it MUST request bootstrap from the Bootstrap server
When Bootstrap Message  has been successfully installed in the DM Device,  DM Client  is ready to initiate  a management session with the DM Server
7.1 SmartCard bootstrap

7.2 In this scenario, the DM Client fetches at start, the Bootstrap Message from its connected Smartcard . 
7.3 
[image: image1.emf]
Figure 10 : SmartCard bootstrap
7.4 Factory bootstrap

In this case all parameters to access the DM Server are  already configured in the DM Client from factory. 
7.5 Client initiated bootstrap
In this scenario, the Device requests and retrieves the bootstrap package from a DM Bootstrap Server, whose URL is known to the Device a priori, as shown in Figure 11. 
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Figure 11: Client initiated bootstrap

This request for retrieving bootstrap MUST contain the following parameters if they are available in the DM Client:

· MNC, Mobile Network Code

· MCC, Mobile Country Code

· DevID, Device Identifier, same as in DevInfo

Editor Note: update this text when the smartcard support is finalised.

Editor Note: wait with the request until authenticated with SIM card.
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