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	Classification:
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 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Jerome Vogedes, Motorola, Jerome.Vogedes@motorola.com 


	Replaces:
	n/a


1 Reason for Change

In the current version of the DM Diagnostics and Monitoring baseline RD, there is only a placeholder for an overall system requirements section.  This change request attempts to address this with a proposal for these requirements.  Several of these requirements are taken from the candidate DM RD included in the DM version 1.2 ERP.  
2 Impact on Backward Compatibility

There is no impact on backward compatibility.
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The DM WG review and agree the CR described in section 6.
6 Detailed Change Proposal

6.2 Overall System Requirements







6.3 
	Label
	Description
	Enabler Release

	DIAG-SYS-1
	Discovery of the device by the DMS MUST be supported by the Diagnostics and Monitoring System.
	DiagMon Version 1.0

	DIAG-SYS-2
	The Device SHALL be able to communicate all of its relevant properties (e.g., manufacturer, model, firmware, etc.) to the DMS on request.
	DiagMon Version 1.0

	DIAG-SYS-3
	The Device SHALL be able to communicate its capabilities and configuration (e.g., WAP/MMS settings, installed software applications, etc.) to the DMS on request.
	DiagMon Version 1.0

	DIAG-SYS-4
	The Device SHALL be capable of autonomously (i.e., without User interaction) accepting and storing downloaded Diagnostics and Monitoring Management Objects (e.g., parameters, software, etc.) after the one time initial trust relationship configuration (bootstrap) is performed.
	DiagMon Version 1.0

	DIAG-SYS-5
	The DM tree containing DM Diagnostics and Monitoring objects on the Device SHALL be capable of being modified (i.e., nodes or data fields added or deleted), read from, and/or written to.
	DiagMon Version 1.0

	DIAG-SYS-6
	The Device SHALL be capable of receiving and displaying a command from the DM Server to request User confirmation for a diagnostics and monitoring management action.
	DiagMon Version 1.0

	DIAG-SYS-7
	The Device SHALL be capable of accepting User input regarding confirmation of a proposed DiagMon management action, and sending the result of that confirmation to the DMS.
	DiagMon Version 1.0

	DIAG-SYS-8
	The Device SHALL be able to acknowledge the receipt and installation of DiagMon data downloaded from the DMS.
	DiagMon Version 1.0

	DIAG-SYS-9
	The Device MAY support concurrent voice calls and data exchanges.
	DiagMon Version 1.0

	DIAG-SYS-10
	The Device MUST support at least one wireless data bearer.
	DiagMon Version 1.0

	DIAG-SYS-11
	The DMS SHALL be capable of querying Devices for information about Device properties, configuration, and capabilities.


	DiagMon Version 1.0

	DIAG-SYS-12
	The DMS SHALL be capable of manipulating a Device’s Device Diagnostics and Monitoring Management Object.
	DiagMon Version 1.0

	DIAG-SYS-13
	The Device SHALL acknowledge a DM Diagnostics and Monitoring operation indication of success/failure to the DMS.
	DiagMon Version 1.0

	DIAG-SYS-14
	The DMS SHALL be capable of sending a request for User confirmation of a DiagMon operation to the Device, and accepting the response from the Device.
	DiagMon Version 1.0

	DIAG-SYS-15
	The DMS SHOULD support at least one wireless data bearer.
	DiagMon Version 1.0

	DIAG-SYS-16
	The DMS MUST report errors in Diagnostics and Monitoring querying and reporting in a standardized format.
	DiagMon Version 1.0

	DIAG-SYS-17
	The DMS MUST verify integrity of Diagnostics and Monitoring data prior to download to Device.
	DiagMon Version 1.0


Table 8: High-Level System Requirements
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