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	Classification:
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	Source:
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1 Reason for Change

This CR addresses the following comment from DiagMon ADRR:
	A003
	July 3, 2007
	T
	3.2

Definitions
	Source: Elad Granot, Red Bend Software

Form: <INP doc

Comment:  DiagMon has normative reference to DM enabler. 

Is it needed to define “DM Client”, “DM Server”, “Management Object”, “Management Authority”. 

Is it in the scope of DiagMon to define them ?

Proposed Change: consider dropping these definitions, or reuse DM Enabler’s definition (either by referring or by copying)
	Status: OPEN / CLOSED




2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM Group is recommended to agree the changes in this contribution.
6 Detailed Change Proposal

Change 1:  Add references to Approved DM documents
2.1 Normative References

	[RFC2119]
	Key words for use in RFCs to Indicate Requirement Levels, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[DMTND]
	“OMA Device Management Tree and Description, Version 1.2”. Open Mobile Alliance(. OMA-TS-DM_TND-V1_2. URL:http://www.openmobilealliance.org

	 [OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_6, URL:http://www.openmobilealliance.org/
Editor’s note: point to the latest Dictionary, which contains definition of MO, as agreed in OMA-ARC-2007-0145R01-CR_MO_MA_to_DICT

	
	


3 Reuse definitions from already Approved documents

3.2 Definitions

	Device
	In this context, a Device is a voice and/or data terminal that uses a Wireless Bearer for data transfer.  Device types may include (but are not limited to): mobile phones (GSM, CDMA, 3GSM, etc.), data-only terminals, PDAs, laptop computers, PCMCIA cards for data communication, and unattended data-only Devices (e.g., vending machines). 

	Device Management Authority
	Any legal entitity authorized, either directly or through delegation, to perform management operations on a terminal using the OMA Device Management protocol through a set of management objects.

	DM Client
	
A component defined in [DMTND] as a software component in a managed device that correctly interprets OMA DM commands, executes appropriate actions in the device and sends back relevant responses to the issuing management server.

	DM Server
	
A component defined in [DMTND] as a network based entity that issues OMA DM commands to devices and correctly interprets responses sent from the devices.

	Management Object
	
Defined in [OMADICT] as a data model for information which is a logical part of the interfaces exposed by device for management purpose.

	Diagnostic Component
	In this context, a diagnostic component can be a diagnostic and monitoring function, trap configuration or any other configuration that helps in diagnosing a problem.

	Device Discovery
	A mechanism to detect a Device that connects to a wireless network

	Network Operator
	An entity that is licensed and allocated frequency to operate a public mobile wireless telecommunications network for the purpose of providing publicly available commercial services

	Bearers
	Wireless Bearer and Local Wired Bearers
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