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1. Scope

This document defines the management objects required to realise Device Diagnostics Management Function – the diagnostics part of the Diagnostics and Monitoring process defined in [DIAGMON].
These management objects will define:

· Placeholders for fault detection information to be accessed from

· Device profile / information

· Subscription information

· Settings information

· Applications information (including operating system)
· Trigger nodes for initiating device-installed trace-logging software (if present on the device)
· Placeholders for results from device-installed trace-logging software (if present on the device)
2. References

2.1 Normative References

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	[DIAGMON]
	“DiagMon Management Object”, Version 1.0, Open Mobile Alliance, OMA-TS-DiagMonMO-V1_0, URL:http://www.openmobilealliance.org/

	
	


2.2 Informative References

	 [OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-Vx_y, URL:http://www.openmobilealliance.org/

	
	

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	Device Diagnostics Function
	An extension to the DiagMon framework that allows the Diagnostics & Monitoring System to access diagnostics information from the device, and may request that the device executes trace-logging software.

	
	


3.3
Abbreviations

	DDFunc
	Device Diagnostics Function

	DiagMon
	Diagnostics and Monitoring

	DM
	Device Management

	OMA
	Open Mobile Alliance

	
	

	
	


4. Introduction

In order to provide generic advanced customer care services, the DiagMon enabler provides a generic interface between the management authority and devices – based on OMA DM.

The Device Diagnostics Function (DDFunc) is an extension to the [DIAGMON] specification and defines the placeholders and triggers for obtaining diagnostics information.
5. The DDFunc Framework
5.1 DDFunc
The DDFunc is an extension to the DiagMonMO, and used to bias the instance of the DiagMonMO towards device diagnostics duties.

The entire MO (DiagMonMO + DDFunc) will operate with the same behaviour described in section 5 of [DIAGMON].   However, DDFunc nodes defined in this document will give additional behaviour to the entire MO.
[INTRODUCE AND ADD MO STRUCTURES HERE]
5.2 Management Object Properties
This section describes the properties for the management objects in the DDFunc.

[DESCRIBE EACH OBJECT PROPERTY HERE]
Appendix A. Change History
(Informative)

A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version –or- No previous version within OMA


A.2 Draft/Candidate Version <current version> History

	Document Identifier
	Date
	Sections
	Description

	Draft Versions

OMA-TS-DDFunc-V1_0
	31 July 2007
	
	Initial skeleton of the document

	
	
	
	


Appendix B. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [SCRRULES].

B.1 SCR for XYZ Client

	Item
	Function
	Reference
	Requirement

	XYZ-C-001-M
	Something mandatory
	Section x.y
	(XYZ-C-004-O OR XYZ-C-003-M) AND
 XYZ-C-002-O

	XYZ-C-002-O
	Something optional
	Section x.y
	

	XYZ-C-003-M
	Dependencies on ZYX
	Section x.y
	ZYX:MCF

	XYZ-C-004-O
	Dependencies on ZYX
	Section x.y
	ZYX:OCF


B.2 SCR for XYZ Server

	Item
	Function
	Reference
	Requirement

	XYZ-S-001-M
	Something mandatory
	Section x.y
	XYZ-S-004-O OR XYZ-S-002-O OR XYZ-S-003-M

	XYZ-S-002-O
	Something optional
	Section x.y
	

	XYZ-S-003-M
	Dependencies on ZYX
	Section x.y
	ZYX:MSF

	XYZ-S-004-O
	Dependencies on ZYX
	Section x.y
	ZYX:OSF


Appendix C. <Additional Information>

C.1 App Headers

<More text>

C.1.1 More Headers

<More text>

C.1.1.1 Even More Headers

<More text>
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