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1 Reason for Change

This CR resolves several of the ADRR comments that identify issues with the definition section.  Note that approved CR: OMA-DM-Diag-2007-0031R01-CR_Rsolving_ADRR_A003 updates some of the definitions as well. 
ADRR comments resolved with this CR: A006, A009, A019, A020, A021, A029, A030.
2 Impact on Backward Compatibility

This CR has no impact on backward compatibility.
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The DM WG review and agree the CR.
6 Detailed Change Proposal

Change 1:  Update/remove  Definitions
5.3 Definitions

	Device
	In this context, a Device is a voice and/or data terminal that uses a Wireless Bearer for data transfer.  Device types may include (but are not limited to): mobile phones (GSM, CDMA, 3GSM, etc.), data-only terminals, PDAs, laptop computers, PCMCIA cards for data communication, and unattended data-only Devices (e.g., vending machines). 

	Device Management Authority
	Any legal entity authorized, either directly or through delegation, to perform management operations on a terminal using the OMA Device Management protocol through a set of management objects.

	DM Client
	An abstract software component in a Device implementation that conforms to the OMA Device Management Enabler static conformance requirements specified for DM Clients. It serves as an end-point of the DM Client-Server Protocols including the one described in this architecture document.


	DM Server
	An abstract software component in a Device Management infrastructure that conforms to the OMA Device Management Enabler static conformance requirements specified for DM Servers. It servers as an end-point of the DM Client-Server Protocols including the one described in this architecture document.


	Management Object
	A MO is the data model for information which is a logical part of the interfaces exposed by DM components.


	
	

	
	

	Network Operator
	An entity that is licensed and allocated frequency to operate a public mobile wireless telecommunications network for the purpose of providing publicly available commercial services.  A network operator may also provide commercial services over wireline bearers.

	
	


Change 2:  Update Diagnostics and Monitoring Component

5.4 DiagMon Functional Components and Interfaces

5.4.1 Functional Components

5.3.1.1 DiagMon Agent

The DiagMon agent function is responsible for the Diagnostics and Monitoring activities.  The DiagMon agent processes and consumes the Diagnostic and Monitoring Component (e.g. commands, alerts, packages) delivered to the device by the OMA DM client.  

The DiagMon agent also communicates a success or failure result to the DM client at the termination of the Diagnostics and Monitoring activity, for communication back to the DM server.
5.3.1.2 DM Client

The DM client makes it possible for the DM Server to manage the device using the DM protocol. For Diagnostics and Monitoring activities, the DM server and the DM client interact over the DIAG-1 interface as well.

5.3.1.3 Device Management System

The Device Management system for Diagnostics and Monitoring is comprised of a Device Management server and potentially other external management systems.  The DM server component supports device discovery, determination of an appropriate Diagnostics and Monitoring Component and its delivery to the device over various bearer technologies, represented by the DM-1 interface. It also receives a notification from the DM Client for success or failure of a diagnostics event or diagnostics or monitoring data, invoked over the DIAG-1 interface
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