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1 Reason for Change

This CR attempts to update the DIAG-2 to be consistent across documents based on the comments at the DM WG in the Paris WG meeting.  Currently, the DIAG-2 interface is restricted to DM servers and DM protocol for diagmon data.
Updated based on comments in Beijing and offline discussions.
2 Impact on Backward Compatibility

No impact on current specifications.  This effort extends the DiagMon specification and SHALL be reflected as input into the document framework of the DiagMon function supplemental specification.
3 Impact on Other Specifications

No impact on other specifications.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Recommend that this CR is considered for inclusion into DiagMonMO v1 Architecture Document
6 Detailed Change Proposal

Change 1: Updated DiagMonMO Properties
5.3.2 Interfaces

5.3.1.3 DIAG-1 Interface

The DIAG-1 interface is exposed by the DiagMon Client, which allows other components, such as DiagMon Server, to perform Diagnostics and Monitoring Operations.  Through this interface the DiagMon Server can enable and disable diagnostics and/or trap functions on the device. The DiagMon functions will be conveyed by DM messages via the underlying DM-1 interface. 

The interface DIAG-1 describes interactions between the Device Management System or server and the device (e.g. DM Client) in setting up the DM sessions, delivering diagnostics and monitoring packages, and communicating results for the DiagMon activities invoked.  

5.3.1.4 DIAG-2 Interface

The DIAG-2 interface is exposed by the DiagMon Server, which allows other components, such as DiagMon Client, to send DiagMon Alerts.  Through this interface the DiagMon Server can receive results for the DiagMon activities invoked on the device.  The DiagMon Alerts will be conveyed by messages through the underlying DM-1 interface, or an alternate delivery mechanism. 

Change 2: Updated AD Diagram
5.4 DiagMon Architecture Diagram
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5.5 DiagMon Functional Components and Interfaces

5.5.2 Functional Components

5.3.1.5 DiagMon Client

The DiagMon client function is responsible for the Diagnostics and Monitoring activities.  The DiagMon client processes and consumes the Diagnostic and Monitoring component (e.g. commands, alerts, packages) delivered to the device by the OMA DM client.  

The DiagMon client also communicates a success or failure result to the DM client at the termination of the Diagnostics and Monitoring activity, for communication back to the DM server.
5.3.1.6 DM Client

The DM client makes it possible for the DM Server to manage the device using the DM protocol. For Diagnostics and Monitoring activities, the DM server and the DM client interact over the DIAG-1 interface as well.

5.3.1.7 Device Management System

The Device Management system for Diagnostics and Monitoring is comprised of a Device Management server, DiagMon server and potentially other external management systems.  The DM server component supports device discovery, determination of an appropriate Diagnostics and Monitoring component and its delivery to the device over various bearer technologies, represented by the DM-1 interface. It also receives a notification from the DM Client for success or failure of a diagnostics event or diagnostics or monitoring data, invoked over the DIAG-1 interface
5.3.1.8 DiagMon Data

The specific diagnostics and monitoring data and associated components are outside the scope of this enabler.  This includes such entities as call and data loggers, and other associated management objects such as Key Performance Indicators or Scheduling.  The DiagMon Data may be sent via an alternate delivery protocol to a data server for e.g. processing.
Alternate Delivery Client

The alternate delivery client component is an optional feature of the device that makes it possible to update a data server using the alternate download mechanism. The interaction of the DiagMon agent with the Alternate Delivery Client is out of scope.
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