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1 Reason for Change

In the customer care purpose, it is important to allow retrieving configuration settings via DM.
New function provides a standard way to retrieve a set of user configurable setting. The customer care staff can retrieve the user configurable application setting from the device, and is able to update the setting if needed.

 R01: added detailed explanations. added ‘Category’ node for efficient retrieval. added ‘ReplacingSetting’ node for enabling modifying the setting.Added ‘RefreshInterval’ node for solving the issue regarding cached setting.Added supporter names.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

Nnone.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA-DM WG should be agreed on t his CR.
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

10.1.1. Application Setting
10.1.1.1 
Introduction

The application setting device function is useful, when a customer care staff will examine the user configurable setting (e.g. ‘LCD brightness’, ‘ring tone volume’, and etc.) , and  determine any issues, and may update the application setting if needed.


The application settings information can be retrieved in full or partial with specifying its category.

Since this function is always available, no operations are allowed. 
 
A typical use case for this function is:
1. The DM Client updates the value of  ‘AppSetting’ on a regular basis as per the ‘RefreshInterval’
2. The DM Server retrieves the user setting values via the ‘AppSetting’ node from the DM Client.

3. The DM Server puts the new values in ‘ReplacingSetting’ and DM Client replaces the user configurable setting with them.
10.1.1.2 
DFID

The DFID for this function SHALL be "urn:oma:mo:oma-diag:device:AppSetting:1.0".
10.1.1.3
 Non-applicable nodes from DiagMon MO definition

The following nodes SHOULD NOT be used for this function:

· Operations (the function is always available)

· 
· 
· Status (the function is always available)

10.1.1.4
Function Description
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	<x>/DiagMonConfig/ConfigParams/Category



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get 
	

	
	This leaf node specifies the category of the group of setting to be retrieved. The format of the string is up to implementation

	<x>/DiagMonConfig/ConfigParams/ReplacingSetting


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	xml
	Replace 
	

	
	This optional leaf node specifies the replacing setting values. This leaf node contains the replacing setting key and value pairs encapsulated in xml format. The format of this node is vendor specific.

	<x>/DiagMonConfig/ConfigParams/RefreshInterval


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	int
	Get 
	

	
	This optional leaf node indicates the delay of synchronizing device data with the value of AppSetting node, if the node is exist. A value of 0 indicates that the values are always in sync. If the node  is not present, the synchronization is left to implementation.

	<x>/DiagMonData/AppSetting


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	xml
	Get 
	

	
	This child node contains the current application setting data encapsulated in xml format describing user configurable setting values (e.g. setting name, setting value, etc.) The format of the node is vendor specific.
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