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1 Reason for Change

The authors of this CR propose making a selection of DiagMon functions mandatory. 
The authors of this CR would be happy to accept the wording of OMA-DM-Diag-2010-0052R01-CR_Optional_Functions for the remaining functions.
Note that the SCR tables will need to be updated once this is agreed.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  Section 5.1.1.1, Insert New Sentence into Battery Introduction
If a device contains a battery, the DM Client MUST support this function. The DM Server MUST support this function.
This continuously available function will allow the Server to determine a variety of battery information, such as the percentage of charge remaining in the battery or batteries. Since this function is always available, no operations are allowed. No configuration is allowed either. 

These values are useful, for example, in determining if there is enough power to do time-intensive operations such as firmware update.

Change 2:  Section 5.2.2, Insert New Sentence into Memory Introduction

The DM Client MUST support this function. The DM Server MUST support this function.
This function allows the Diagnostics and Monitoring system to retrieve device memory information which is useful in determining if there is enough device memory or storage to run an application, store SMS, etc. 

Change 3:  Section 5.5.1, Insert New Sentence into Restart Introduction

If the device supports restart functionality, then the DM Client MUST support this function. The DM Server MUST support this function.

This function allows the Diagnostics and Monitoring system to remotely restart a device.  As an optional capability, different “restart levels” may be supported to enable varying degrees of device initialization.

This function MUST be invoked explicitly. 

Change 4:  Section 6.2.1.1, Insert New Sentence into Mobility Management Rejection Introduction

If the device operates on a 3G network, then the DM Client MUST support this function. The DM Server MUST support this function.

This function will allow the Server to retrieve information associated with the failure of a device to establish connection with a mobile network.  This function stores Mobility Management Reject Codes (as defined in [3GPP-TS_24.008]), along with Cell ID and time/date stamp associated with each connection failure. 

Change 5:  Section 7.1.1.1, Insert New Sentence into Data Call and Data Session Introduction

If the device supports data calls, then the DM Client MUST support this function. The DM Server MUST support this function.

The Data Call and Data Session function will allow a DiagMon enabler to collect metrics and details of each data call and of each data session. 
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