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1 Reason for Change

The DiagMon functions diagrams have been modified and introduced inconsistencies.  This CR added additional optional node descriptions as per the DiagMon framework.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review and agree this CR.
6 Detailed Change Proposal
5.4.1 Mobility Management Rejection

5.4.1.1 Introduction

This function will allow the Server to retrieve information associated with the failure of a device to establish connection with a mobile network.  This function stores Mobility Management Reject Codes (as defined in [3GPP-TS_24.008]), along with Cell ID and time/date stamp associated with each connection failure. 

5.4.1.2 Non-applicable nodes from DiagMon MO definition

All nodes are relevant for this function.
5.4.1.3 Function Description
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Figure 9 – Mobility Management Rejection Function

	…/<x>



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	node
	Get 
	

	
	This interior node is a placeholder for the Mobility Management Rejection Management Object.  Identifier for the Mobility Management Rejection MO MUST be: “urn:oma:mo:oma-diag:mobility_management_rejection:1.0”.


	<x>/ServerID



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	chr
	Get 
	

	
	This node specifies the server identifier.


	<x>/Description



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	chr
	Get
	

	
	See [DiagMonTS] for description of this node.


	<x>/DiagMonConfig



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get 
	

	
	This interior node is a placeholder for the nodes comprising the configuration for this DiagMon function. 


	<x>/DiagMonConfig/DiagDataURL



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	chr
	Get
	

	
	This leaf node contains the URL [RFC3986] of an alternate data server that the client MAY use to deliver the Diagnostics and Monitoring data.


	<x>/DiagMonConfig/DefDuration



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	int
	Get
	

	
	This node specifies the time-limit threshold for running of the Diagnostics and Monitoring functions.  When the time-limit threshold is exceeded the DiagMon Client MUST stop the Diagnostics and Monitoring function. This time is expressed in seconds, presented as a 32bit unsigned non-negative integer.


	<x>/DiagMonConfig/DefMemory



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	int
	Get
	

	
	This optional node specifies the Diagnostics and Monitoring memory-size-limit threshold for running the Diagnostics and Monitoring function. When the memory-size-limit is exceeded, the DiagMon Client MUST stop the Diagnostics and Monitoring function. The amount of memory is expressed in bytes, presented as a 32bit unsigned non-negative integer.


	<x>/DiagMonData



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This node identifies the collected Diagnostics and Monitoring data, which SHOULD be retrieved by the Diagnostics and Monitoring System. The collected DiagMon data results as identified by leaf nodes that are attached to this node are created dynamically and have appropriate format properties as per [DMTND].  Devices MUST support adding of leaf nodes under /<x>/DiagMonData.


	<x>/DiagMonData/<x>



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrMore
	node
	Get 
	

	
	This interior node acts as a placeholder for Mobility Management Reject information.


	<x>/DiagMonData/<x>/MMRCode



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get 
	

	
	This node contains the Mobility Management Reject Cause code as defined in Table 10.5.95 of [3GPP-TS_24.008].


	<x>/DiagMonData/<x>/CellID



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get 
	

	
	This node contains the Cell ID of the serving cell associated with the Mobility Management Reject.


	<x>/DiagMonData/<x>/TimeDate



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get 
	

	
	This node contains the Time and Date associated with the Mobility Management Reject, encoded per the UTC based [ISO8601] basic format.


	<x>/Operations



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get 
	

	
	See description in DiagMon framework about this interior node.


	<x>/Operations/Start



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	null
	Get 
	

	
	See description in DiagMon framework about this node.


	<x>/Operations/Stop



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	null
	Get 
	

	
	See description in DiagMon framework about this node.


	<x>/Status



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get 
	

	
	See description in DiagMon framework about this node.


	<x>/Ext



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get 
	

	
	This interior node is a placeholder for platform or vendor specific extensions.
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